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Note: This document is distributed to the Experts on Brakes and Running Gear only.

Paragraphs 2.17.2. to 2.17.2.5., should be deleted.

Paragraph 3.1.11., amend to read:
"3.1.11.
An identification of the tyre to rim fitment configuration, when it differs from the standard configuration.  In the case of tyres first approved after [1 January 2004] the identification shall be placed only immediately after the rim diameter marking referred to in paragraph 2.17.1.3. of this Regulation."
Annex 3, amend to read:
"ARRANGEMENT OF TYRE MARKINGS

1.
[image: image1.png]i &
7br250/70 R 20 149/145 J 4 TUBELESS:M+S ¢

v v
—%- 2503 “x c/2





...... 


...... 


Requiring to be inflated to 620 kPa for load/speed endurance tests, for which the PSI symbol is 90."

2.
In the particular case of tyres having a tyre to rim fitment configuration “A”, the marking shall be in the form of the following example:


235-700 R 450A     where:


235 is the nominal section width in mm


700 is the outer diameter expressed in mm


R is an indication of the structure of the tyre – see paragraph 3.1.3 of this Regulation


450 is the nominal diameter of the rim expressed in mm


A is the tyre to rim fitment configuration.

3.
The positioning and .......shall be the following:


(a)
the size designation ..... example: 250/70 R20.  In the case where the tyre to rim fitment configuration differs from standard see paragraph 3.1.11. of this Regulation.

(b)
the service description comprising the load index and the speed symbol shall be placed immediately after the tyre size designation, and following the identification of the tyre to rim fitment configuration where applicable (see paragraph 3.1.11. of this Regulation);


(c)
The symbol .......


(d)
If paragraph 6.2.5. of ....  "

_____________

