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Paragraphs 18.1.7.1. and 18.1.7.2., amend to read: 

"18.1.7.1. Notwithstanding the provisions of paragraph 18.1.7., vehicles may be fitted 

with a heating system to heat the passenger compartment and/or the load area 

or a refrigeration system to cool the cargo compartment which is connected 

to the CNG and/or LNG system. 

18.1.7.2. The heating or refrigeration system referred to in paragraph 18.1.7.1. shall be 

permitted if, in the view of the Technical Services responsible for conducting 

type approval, the heating or refrigeration system is adequately protected and 

the required operation of the normal CNG and/or LNG system is not 

affected." 

Paragraph 18.5.1.3., amend to read: 

"18.5.1.3. Notwithstanding the provisions of paragraph 18.5.1.2., 

(a) The automatic cylinder valve may stay in an open position during 

commanded stop phases, and 

(b) In the case where a fire alarm system is installed in the autonomous 

CNG and/or LNG heater compartment, the automatic valve(s) may be 

opened by an electronic control unit to permit the warming of the 

engine. Any defect or failure of the system shall cause the automatic 

valve of the cylinder supplying the heating system to close, and 

(c) In the case where a fire alarm system is installed in the refrigeration 

system compartment of the cargo compartment, the automatic valve(s) 

may be opened by an electronic control unit to permit the cooling of 

the cargo compartment. Any defect or failure of the system shall cause 

the automatic valve of the cylinder supplying the refrigeration system 

to close." 

Annex 1A 

Items 1.2.4.5.15. to 1.2.4.5.15.3., amend to read (footnote 1 remains unchanged): 

"1.2.4.5.15. Connection to CNG/LNG system for heating system: yes/no1 

 or connection to CNG/LNG system for refrigeration system: yes/no1 

1.2.4.5.15.1. Make(s) of the heating system: ..........................................................................  

1.2.4.5.15.2. Type(s) of the heating system: ...........................................................................  

1.2.4.5.15.3. Description and drawings of installation of the heating system: ..................... " 

Insert new items 1.2.4.5.15.4. to 1.2.4.5.15.6., to read: 

"1.2.4.5.15.4. Make(s) of the refrigeration system: ..................................................................  

1.2.4.5.15.5. Type(s) of the refrigeration system: ...................................................................  

1.2.4.5.15.6. Description and drawings of installation of the refrigeration system: ............. " 

Annex 1B 

Items 1.2.4.5.15. to 1.2.4.5.15.3., amend to read (footnote 2 remains unchanged): 

"1.2.4.5.15. Connection to CNG/LNG system for heating system: yes/no2 

or connection to CNG/LNG system for refrigeration system: yes/no2 

1.2.4.5.15.1. Make(s) of the heating system: ..........................................................................  
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1.2.4.5.15.2. Type(s) of the heating system: ...........................................................................  

1.2.4.5.15.3. Description and drawings of installation of the heating system: ..................... " 

Insert new items 1.2.4.5.15.4. to 1.2.4.5.15.6., to read: 

"1.2.4.5.15.4. Make(s) of the refrigeration system: ..................................................................  

1.2.4.5.15.5. Type(s) of the refrigeration system: ...................................................................  

1.2.4.5.15.6. Description and drawings of installation of the refrigeration system: ............. " 

    


