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Paragraph 5.2.7., amend to read: 

"5.2.7. After the tests, the displacement systems intended for permitting or 

facilitating the access of occupants shall be in working order; they shall be 

capable, at least once, of being unlocked and shall permit the displacement of 

the seat or the part of the seat for which they are intended. 

 Any other displacement systems, as well as adjustment systems and their 

locking systems are not required to be in working order. 

 In the case of seats provided with head restraints, the strength of the seat-

back and of its locking devices is deemed to meet the requirements set out in 

paragraph 6.2. when, after testing in accordance with paragraph 6.4.3.6 

below, no breakage of the seat or seat-back has occurred: otherwise, it shall 

be shown that the seat is capable of meeting the test requirements set out in 

paragraph 6.2. below. 

 In the case of seats (benches) with more places to sit than head restraints and 

in case the manufacturer chooses not to apply 53 daNm during the test of 

paragraph 6.4., the seat back strength test of paragraph 6.2. has to be 

performed in addition to the test of paragraph 6.4." 

Paragraphs 6.4.3.2. and 6.4.3.3., amend to read: 

"6.4.3.2.  The displaced reference line is determined by applying to the part simulating 

the back of the manikin referred to in Annex 3 to this Regulation an initial 

force producing a rearward moment of 37.3 daNm about the R point. In the 

case of simultaneous testing of bench seats, the rear ward moment shall be 

applied to all seating positions of the bench simultaneously, irrespective of 

this position being equipped with or without head restraint. 

6.4.3.3.  By means of a spherical headform 165 mm in diameter an initial force 

producing a moment of 37.3 daNm about the R point is applied at right 

angles to the displaced reference line at a distance of 65 mm below the top of 

the head restraint, the reference line being kept in its displaced position in 

accordance with paragraph 6.4.3.2. above. In the case of simultaneous testing 

of bench seats, the force shall be applied to all head restraints as present on 

the bench seats simultaneously." 

Paragraph 6.4.3.6., amend to read: 

"6.4.3.6.  To check the effectiveness of the head restraint, the initial load specified in 

paragraphs 6.4.3.3. and 6.4.3.3.2. is increased to 89 daN unless the breakage 

of the seat or seat-back occurs earlier. At the request of the manufacturer the 

load of paragraph 6.4.3.2. is increased simultaneously to 53 daNm for seating 

positions without head restraints only to allow simultaneous compliance with 

paragraphs 5.15. and 6.2." 

    

 


