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Paragraph 6.1.3., amend to read: 

"6.1.3. Load Test Three (applicable to doors that open in a vertical direction) 

6.1.3.1. Each primary door latch system shall not disengage from the fully latched position 
when a vertical load of 9,000 N is applied in the direction of the axis of the hinge 
pin." 

Paragraph 6.1.5.1.(d), amend to read: 

"6.1.5.1. ... 

(d) On doors which open in a vertical direction, not separate when a vertical 
load of 9,000 N is applied." 

Paragraph 6.2.4.2.1., amend to read  
 

"6.2.4.2.1. A separation which permits a sphere with a diameter of 100 mm to pass 
unobstructed from the interior of the vehicle to the exterior of the vehicle, while 
the required force is maintained." 

Annex 3,  

Paragraph 1., amend to read: 

"1. Purpose.   
  
 These tests are … direction. For doors which open in a vertical direction, the tests 

are intended …" 

Paragraph 2.1.2.1.1., amend to read: 

"2.1.2.1.1. Attach … to the linkage of the test fixture. Mount the test fixture ..." 

Paragraph 2.1.2.2.1., amend to read: 

"2.1.2.2.1. Attach … to the linkage of the test fixture …" 

Paragraph 2.3., amend to read: 

"2.3. Load Test Three (For doors that open in a vertical direction)" 

Figure 3-3, the title, amend to read: 

"Figure 3-3 - Door Latch – Tensile Testing Fixture for Load Test Three 
(For doors that open in a vertical direction)" 
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Annex 4, 

Paragraph 2.3.3.5., amend to read: 

"2.3.3.5. Vertical Setup 1. (Applicable to doors that open in a vertical direction). Orient the 
door …" 

Paragraph 2.3.3.6., amend to read: 

"2.3.3.6. Vertical Setup 2. (Applicable to doors that open in a vertical direction). Orient the 
door …" 

Annex 5, 

Paragraph 1., amend to read: 

"1. Purpose 

 These tests are conducted to determine the ability of the vehicle hinge system to 
withstand test loads: 

  (a) In the longitudinal and transversal directions and, in addition; 

  (b) For doors that open in a vertical direction, vertical vehicle direction." 

Paragraph 2.1.3., amend to read: 

"2.1.3. Vertical Load Test (For doors that open in the vertical direction)" 

Title for Figure 3-3, amend to read: 

"Figure 5-2 – Static load test directions for doors that open in the vertical direction." 

Annex 6, 

Paragraph 3.6.3., amend to read: 

"3.6.3. The force application plate is positioned such that the long edge of the plate is as 
close to, and parallel to, the interior edge of the door as possible, but not such that 
the forward edge of the plate is more than 12.5 mm from the interior edge. 

Paragraph 3.7.3., amend to read: 

"3.7.3. The force application plate is positioned such that the long edge of the plate is as 
close to, and parallel to, the interior edge of the door as possible, but not such that 
the forward edge of the plate is more than 12.5 mm from the interior edge." 

----- 


