ECONOMIC COMMISSION FOR EUROPE

INLAND TRANSPORT COMMITTEE

World Forum for Harmonization of Vehicle Regulations (WP.29)
(One-hundred-and-thirty-fourth session,
16-19 November 2004, agenda item 5.2.18.)

PROPOSAL FOR DRAFT SUPPLEMENT 7 TO REGULATION No. 91
(Side-marker lamps)

Transmitted by the Working Party on Lighting and Light-Signalling (GRE)

Note: The text reproduced below was adopted by GRE at its fifty-second session and is transmitted for consideration to WP.29 and AC.1 (TRANS/WP.29/GRE/52, para. 7). It is based on para. 6 of the report.

This document is a working document circulated for discussion and comments. The use of this document for other purposes is the entire responsibility of the user.
Documents are also available via the INTERNET:
Paragraph 7.1.2., amend to read (including a reference to footnote 2/ and the footnote 2/):

"7.1.2. Maximum intensity

<table>
<thead>
<tr>
<th>Maximum intensity</th>
<th>Within the specified angular field 2/</th>
<th>25.0 cd</th>
<th>25.0 cd</th>
</tr>
</thead>
</table>

2/ In addition, for red side marker lamp, in the angular field from 60° to 90° in horizontal direction and ± 20° in vertical direction towards the front of the vehicle, the maximum intensity is limited to 0.25 cd."