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Paragraph 3.6.2., amend to read:
"3.6.2.	Run-up
3.6.2.1.	For gas-discharge light sources having an objective luminous flux which exceeds 2,000 lm:
When measured according to the conditions specified in Annex 4, the gas-discharge light source shall emit at least:
After 1 second: 25 per cent of its objective luminous flux;
After 4 seconds: 80 per cent of its objective luminous flux.
The objective luminous flux as indicated on the relevant data sheet.
3.6.2.2.	For gas-discharge light sources having an objective luminous flux which does not exceed 2,000 lm and does not contain black stripes:
When measured according to the conditions specified in Annex 4, the gas-discharge light sources shall emit at least 800 lm after 1 second and at least 1,000 lm after 4 seconds.
The objective luminous flux as indicated on the relevant data sheet.
3.6.2.3.	For gas-discharge light sources having an objective luminous flux which does not exceed 2,000 lm but does contain black stripes:
When measured according to the conditions specified in Annex 4, the gas-discharge light sources shall emit at least 700 lm after 1 second and at least 900 lm after 4 seconds.
The objective luminous flux as indicated on the relevant data sheet.
3.6.2.4.	For gas-discharge light sources having more than one objective luminous flux, and at least one objective luminous flux does not exceed 2,000 lm:
When measured according to the conditions specified in Annex 4, the gas-discharge light sources shall emit at least 800 lm after 1 second and at least 1,000 lm after 4 seconds.
The objective luminous flux as indicated on the relevant data sheet."
			
2
3
image1.png




