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Annex |

Proposal to amend RID/ADR

1. In chapter 4.1.4.1 amend Packing InstructiorO® @aragraph 10 letter v to read (new
text is underlined):
“v. (1) The interval between inspections for steel cylisd@xeeptother than
refillable
— refillable welded steel cylinders faiN numbers 1011, 1075, 1965,
1969 and 1978lgquefied-petrolgases{LRP@)ay be extended to 15
years:

(a) with the agreement of the competent authostytH{orities) of the country
(countries) where the periodic inspection and #reiage take place; and

(b) in accordance with the requirements of a texdincode or a standard
recognised by the competent authority.

(2) For refillable welded steel cylinders fdyN
numbers 1011, 1075, 1965, 1969 and 1978-RGinterval may be extended
to 15 years, if the provisions of paragraph (12}hd packing instruction are

applied’
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2.

In chapter 4.1.4.1 insert in packing instruct®B00 anew paragraph 12to read:

(12)

r Aninterval of
15 vears for the periodic inspection of refillablelded steel cylinders may be granted
in accordance with special provisiewn (2)* of paragraph (10) if the following
provisions are applied.

1. General Provisions

112 For the application of this section, the compegarthority shall not delegate its
tasks and duties to inspection bodies of tyfEB-(Xb bodies) or In-house
inspection services (IS bodies).

123 The owner of the cylinders shall apply to the petent authority for granting
the 15 year interval, and shall demonstrate that rdquirements ofub
paragraphswmber2, 3teand4 are met.

134 [—TFhe-Cylindersmusthave-beemanufacturesgince 1 January 1999 shall
have been manufactur@d conformity with thefollowing standardgrovisions
of RID/ADR/ADN in accordance with

- EN 1442since-1January-1996r
- inaceordance-witEN 13322-1since-1-—January-2008r

- annex | parts 1 to 3 to Council Directireonfermity-with-directive

84/527/EE(footnote required)

as applicableccording to the table in 6.2.4 of RID/ADR

Other Ccylinders manufacturedbeforgerier to—the 1. January 2009 in

conformity with RID/ADR in accordance with a textal code accepted by
the national competent authority may be accefaed 15 year interval, if
they are of equivalent safety to the provisiarisRID/ADR/ABN as
applicable at the time of application.

145 The ownehas-tahall submit documentary evidence to the competent atigtho
demonstrating that the cylinders comply with thevisionsirof sub paragraph
1.43. The competent authority shall verify that thesaditions are met.

156 The competent authority shall check whether thevipions of sub
paragraphsamber2 and 3 are fulfilled and correctly applied. Ifll a
provisions are fulfilled, it shall authorise thg-fear interval for the cylinders. In
this authorisation, the type of cylinder (as sfiediin the type approval) or a
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group of cylinders (see note) covered shall be artle identified. The
authorisation shall be delivered to the owner;dbmpetent authority shall keep a
copy. The owner shall keep the documents for ag las the cylinders are
authorised for a 15 year interval.

Note: A group of cylinders is defined by the duction dates of identical
cylinders for a period, during which the applicalgrovisions of RID/ADR and
of the technical code accepted by the competahbaty have not changed in
their technical content. Example: Cylinders ofritdeal design and volume
having been manufactured according to the prowmsicof RID/ADR as
applicable between-1anuary 1985 and 31. December 1988 in combination
withwith a technical codex accepted by the competent authority applicable
for thessame period, form one group in terms of the proms of thisseetion

paragraph

The competent authority shall monitor the owndr the cylinders for
compliance with the provisions of RID/ABRBN and the authorisation given as
appropriate, but at least every three years or vdim@amges to the procedures are
introduced.

Operational Provisions

Cylinders having been granted a 15 year iatdior periodic inspection shall
only be filled in filling centres applying a docunted quality system to ensure
that all the provisions oP—206aragraph(7) of this packing instructiomnd the
requirements and responsibilities of EN 1439:2008 falfilled and correctly
applied.

The competent authority shall verify that thesquirements are fulfilled and
check this as appropriate, but at least every tiie@s or when changes to the
procedures are introduced.

The ownerhas—tghall provide documentary evidence to the competent
authority that the filling centre complies with thevisions ofsub paragrapB.1.

If a filling centre is situated in a diffetesContractingpParty to ADR/COTIF
m_MemberSstate, the ownehas-tghall provide additional documentary evidence
that the filling centre is monitored accordingly the competent authority of that

Contracting Party to ADR/COTIF Member Sedetracting-party/member-state

To prevent internal corrosion, orlyrGgasesof high quality with very low
potential contamination shall be filled into theliegiers. This is deemed to be
fulfilled, if enhyrthe gasdsPG conforming to the corrosion contaminates level of
EN 1440:2008, annex E.1, letteris-filed-in-




INF.43
page 4

3

3.1

3.2

3.3

3.4

Provisions for qualification and periodic inspecion

Cylinders of a type or group already in use which a 15 year interval has
been granted and to which the 15 year intesiial-bédas beemppliedte, shall
be subject to a periodic inspection according 20365.

Note: Forthedefinition of a group of cylinders, see Notestd paragrapHl.6.

If a cylinder with a 15-year interval failsetlinydraulic pressure test during a
periodic inspection e.g. by bursting or leakage, ¢hwner shall investigate and
produce a report on the cause of the failure aothiér cylinders (e.g. of the same
type or group) are affected. In the latter cabe, ownere shall inform the
competent authority. Th€competent authority shall then decide on appropriate
measures and inform tHecompetentAauthorities of all othelCOTIF Member
States/Contracting Partiés ADR accordingly.

If internal corrosion as defined in the staddgpplied (sesub paragrapth.34)
has been detected, the cylinder shall be withdréfem use and shall not be

granted any further period for filling amdrriagéransporiwith-LRPG,

Cylinders having been granted a 15 year vateshall only be fitted with
valves designed and manufactured for a minimumeks period of use according
to EN 13152:2001 + A1:2003 or EN 13153:2001 + AD20After a periodic
inspection, a new valve shall be fitted to the roydir, except that manually
operated valves, which have been refurbished gpetted according to EN
14912:2005 may be re-fitted, if they are suitableanother 15 year period of use.
Refurbishment or inspection shall only be carrietl ly the manufacturer of the
valves or according to his technical instructionamyenterprise qualified for such
work and operating under a documented quality syste

4. Marking

Cylinders having been granted a 15 year intergalpkriodic inspectionn accordance
with this paragraphshall additionally benarked clearly and legiblyelearlyvisibe-and

durabb-be-markedwith “P15Y”. This marking shall be removed the cylinder is no
longer authorised for a 15 year interval.”

Notef{ This marking shall not apply to cylindebeing-subjectefto -the transitional
provision in 1.6.Xor the provisions of v (1) of paragraph (10) dfist packing
instructionp??
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3. Add anew transitional provision to chapter 1.6 to read:

“1.6.X: The provisions ofehapter—4-1packing instruction P 200 (1®pecial
packing provision “v” of 4.1.4. .+ RIB/ADBR-as applicableenuntil 31

December 2010 may be applied 6pOTIF Member StatesContracting
Partiesto ADR to cylindersconstructedmanufacturd unti-before 311
Januanbecembe(0145.




INF.43
page 6

Refillable welded steel cylinders for thercage of gases of UN 1011, UN
1075, UN 1965, UN 1969 or UN 1978 granted 15 yewervals for
periodic inspection in accordance with packing ringion P 200 (10)
special packing provision “v” of 4.1.4.1 as apptittauntil 31 December
2010 by the competent authority of the country/¢nes of carriage may
continue to be periodically inspected accordinthtzse provisions.

1.6.Y




