Acronyms
Condensation damage
Friction coefficients
Specific packing and securing calculations


Inspection criteria for freight containers
Damages which might affect the cargo in the CTU or impede effective transport
I.1.1 General:
odour, infestation, debris
vents blocked, not weathertight or missing
I.1.2 Floor:
delamination of floor planks
holes other than nail holes
I.1.3 Side panels, front panel, roof:
dents into cube which reduce the internal width by more than 50 mm from inner corrugation or more than 70 mm from the floor to roof inner corrugation
dents exceeding the outer face of corner castings more than 40 mm
panels holed, torn or cut
I.1.4 Lashing rings:
rings broken, cracked, missing or non-functional
I.1.5 Door:
door holed, torn or broken
missing or broken parts affecting door operation or weathertightness
I.1.6 Understructure:
cross members bowed up by more than 50 mm or below line of corner castings
Damages which might impede safe transport of the CTU (structural deficiencies) 
I.1.7 Top rail:
local deformation to the rail in excess of 40 mm
separation or cracks or tears in the rail material in excess of 10 mm in length.
I.1.8 Bottom rail:
local deformation perpendicular to the rail in excess of  60 mm
separation cracks or tears in the rail’s material:
a) of flange in excess of 25 mm in length or
b) of web in any length
I.1.9 Header:
local deformation to the header in excess of 50 mm
cracks or tears in excess of 10 mm in length
Sill:
local deformation to the sill in excess of 60 mm
cracks or tears in excess of  10 mm in length
I.1.10 Corner posts:
local deformation to the post in excess of 30 mm
cracks or tears in any length
I.1.11 Corner and intermediate fittings:
missing corner fittings
any through cracks or tears in the fitting
any deformation of the fitting that precludes full engagement of the securing or lifting fittings
any weld separation of adjoining components
any reduction in the thickness of the plate containing the top aperture that makes it less than 26 mm thick 
I.1.12 Understructure:
one or more cross members are missing or detached.
I.1.13 Door:
[bookmark: _GoBack]one or more locking rods are non-functional
