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	Allowable stacking mass
	[bookmark: _GoBack]The maximum total mass of containers that may be stacked on the CTU

	Ambient temperature
	the temperature of a surrounding body. The ambient temperature of a container is the atmospheric temperature to which it is exposed,

	Anchor points
	eyes, rings or hoops fitted to the bottom side rail of containers and other CTC for anchoring lashing equipment.

	Articulated vehicle
	any motor vehicle with a trailer having no front axle and so attached that part of the trailer is superimposed upon the motor vehicle and a substantial part of the mass of the trailer and its load is borne by the motor vehicle.  Such a trailer shall be called a semi-trailer or articulated trailer.

	Barge
	non sea-going conveyance used on inland or protected coastal waters to carry loose cargo or containers in small volumes

	Basket wagon
	a rail wagon with a demountable sub frame, fitted with devices for vertical handling, to allow the loading and unloading of semi-trailers or road vehicles, also known as spine wagon or packet wagon.

	Big bag
	a removable internal liner, strong enough to be lifted and to carry bulk cargoes of different types, also known as a flexible intermediate bulk container (FIBC)

	Bulk cargo
	cargo which are intended to be transported without any intermediate form of containment in bulk packagings or portable tanks,

	Bull rings
	cargo–securing devices mounted in the floor of containers; allow lashing and securing of cargo, see also anchor points.

	Cargo
	any goods, wares, merchandise and articles of any kind which are intended to be transported

	Cargo transport unit (CTU)
	a freight container, swap-body, vehicle, railway wagon or any other similar unit [in particular when used in intermodal transport] 

	Carrier
	any person or entity who, in a contract of carriage, undertakes to perform or to procure the performance of carriage by rail, road, sea, air, inland waterway or by a combination of such modes.

	Centre of gravity
	a virtual position within a body or group of bodies of distinguished arrangement which practically represents the body or group of bodies in all statistical and dynamical respects of mass and inertia; it is therefore also referred to as centre of mass

	Chassis
	a trailer composed of a simple frame comprising of longitudinal main beams, transverse beams and wheels, also known as skeletal trailer   

	Combined transport
	European term to describe intermodal transport where part of the journey is by rail, inland waterways or sea and any initial and/or final legs carried out by road.

	Compacting
	application of securing devices in order to compact a group of cargo units; there is no direct or indirect transfer of forces to the CTU structure. Thus compacting must necessarily always be combined with means of direct securing or friction securing

	Consignee
	A person to whom a cargo is consigned under a contract of carriage or a transport document or electronic transport record.

	Consignment
	any package or packages, or bulk cargo presented by a consignor for transport and sent under a single contract of carriage

	Consignor
	the party who prepares a consignment for transport; normally, this is the producer or the distributor of the goods. If the consignor contracts the transport operation with the carrier, the consignor is also the shipper

	Consolidation
	the grouping together of several consignments into a full load

	Consolidator
	A person or firm performing a consolidation service for others. The consolidator takes advantage of lower full carload (FCL) rates, and passes on the savings to shippers.

	Container
	an item of transport equipment that is of a permanent character and accordingly strong enough to be suitable for repeated use; it is designed to transport a number of receptacles, packages, unit loads or overpacks together from the packing point to its final destination by road, rail, inland waterway and/or sea without intermediate separate handling of each package or unit load.

	Container terminal
	a docking, unloading and loading area within a port designed to suit the sizes and needs of container ships

	Corner fitting
	fixed points usually located at the top and bottom corners of a container into which twistlocks or other devices engage to enable the container to be lifted, stacked and secured.  See also intermediate fittings

	Dangerous goods
	packaged dangerous, hazardous or harmful substances, materials or articles, including environmentally hazardous substances (marine pollutants) and wastes, covered by the International  Dangerous Goods Regulation

	Direct securing
	application of lashings, shores, blocking arrangements or locks in order to directly transfer external forces acting on the cargo to the CTU structure; such securing devices should be arranged as close as possible in the direction of the desired force transfer

	Discharge
	unloading of liquid or solid bulk cargo from a containment under pressure or by gravity

	Dolly
	a set of wheels that support the front of a semi-trailer; used when the tractor unit is disconnected or to form a full trailer from a semi-trailer.

	Dunnage
	material used around cargo to prevent breakage or shifting, normally provided by shipper. Its weight is included in the rating.

	Flexitank
	A bladder that is designed to fit inside a general freight container and which converts that freight container into a non-hazardous bulk liquid transport unit.  It is not an approved form of packaging for the carriage by sea of dangerous goods classified under the International Maritime Dangerous Goods (IMDG) Code.

	Forwarder
	the party who delivers goods for shipment either on its own behalf or for a consignor, normally based on a transport contracts with one or several carriers

	Freight container
	Another term used to describe a container

	Freight forwarder
	the party who organises shipments for individuals or other companies and may also act as a carrier. A forwarder is often not active as a carrier and acts only as an agent, in other words as a third-party (non-asset-based) logistics provider who dispatches shipments via asset-based carriers and that books or otherwise arranges space for these shipments

	Friction securing
	application and pre-tensioning of lashings in a way to increase the vertical force to the stowage place on the CTU and thereby create additional friction; other names for this securing technique are "over-the- top lashing", "tie-down lashing", "friction loop"

	Full container load (FCL)
	A single consignment packed into a container, irrespective of the volume used.  May also refer to full truck load (FTL), full car load (FCL) or full wagon load (FWL).

	Full trailer
	a trailer supported by front and rear axles and pulled by a drawbar; the full trailer may comprise of a semi trailer and a detachable dolly

	Fumigated container
	a closed cargo transport unit containing goods or materials that either are or have been fumigated within the unit; the fumigant gases used are either poisonous or asphyxiant and are usually evolved from solid or liquid preparations distributed within the unit

	Gantry crane
	an overhead crane comprising a horizontal gantry mounted on legs which are either fixed, run in fixed tracks or on rubber tyres with relatively limited manoeuvre; the load can be moved horizontally, vertically and sideways

	Gross mass
	the combined mass of the CTU, all the packages, any dunnage used and the securing materials. 

	Groupage
	See Consolidation

	Half loop
	a lashing placed in a half turn around a cargo unit, most frequently vertically, but it can also be applied horizontally . Both ends of the half loop are secured to the same side; this lashing has a positive securing capacity and counts as two lashings to the side where it is secured to the CTU; the half loop is allocated to the direct securing principle
a lashing placed in a half turn around a cargo unit, horizontally or vertically, where both ends are secured to the same side; this lashing has a positive securing capacity and counts as two lashings to the side where it is secured to the CTU; the half loop is allocated to the direct securing principle

	Handling
	the operation of loading or unloading/discharging of a ship, railway wagon, vehicle or other means of transport

	
Intermediate bulk container (IBC)
	a portable packaging that:
- has a capacity of not more than 3 m3;
- is designed for mechanical handling;
- is resistant to the stresses produced in handling and transport, as determined by tests

	Intermediate fitting
	fixed points usually located along the length of the top and bottom rails of a container into which twistlocks or other devices engage to enable the container to be lifted, stacked and secured.  See also corner fittings

	Intermediate lift truck
	a truck equipped with devices such as arms, forks, clamps, hooks etc. to handle any kind of cargo, including cargo that is unitised, overpacked or packed in CTUs

	Intermodal
	refers to the movement of CTUs on all forms of surface transport modes (road, rail and sea) without the need for adjustment or alteration to the CTU or transport mode

	Intermodal loading units (ILU)
	See cargo transport unit

	Less than container load  (LCL)
	Common term for an amount of goods to be shipped and which do not fill an entire container.  Also less than truck load (LTL), less than car load (LCL) and less than wagon load (LWL).

	Logistics
	the process of designing and managing the supply chain in the wider sense; the chain may extend from the delivery of supplies for manufacturing, through the management of materials at the plant, delivery to warehouses and distribution centres, sorting, handling, packaging and final distribution to point of consumption

	Manifest
	Entire listing of all cargo on board a vessel as required by the relevant local authorities e.g. customs.
Same as cargo manifest.

	Mass
	the absolute quantity of a substance measured in lbs, kg, tons or tonnes 

	Maximum gross mass
	the maximum permissible mass of cargo packed into a CTU combined with the mass of the CTU, also referred to as the rating and would normally be marked onto CTUs as appropriate

	Maximum payload
	the maximum permissible mass of cargo to be packed into or onto a CTU. It is the difference between the maximum gross mass or rating and the tare mass, which are normally marked on CTUs as appropriate

	Misdeclared
	term used to describe the action of not accurately stating the gross mass or cargo being shipped.

	Multimodal
	refers to CTUs that are designed for use on more than one mode of transport

	Multimodal transport
	carriage of goods by two or more modes of transport

	Net mass
	mass of the goods alone without any immediate packaging.

	Out of gauge (OOG)
	cargo which exceeds the internal dimensions of the CTU in width, length or height

	Overloaded
	a CTU where the combined mass of the cargo and the CTU is greater than the maximum permissible gross mass

	Overpack
	an enclosure used by a single shipper to contain one or more packages and to form one unit for convenience of handling and stowage during transport

	Overweight
	a CTU where the combined mass if the cargo and the CTU is greater than the  maximum permissible on one or more modes of transport, but less than the maximum permissible gross mass of the CTU.

	Packages
	the complete product of the packing operation, consisting of the packaging and its contents as prepared for transport

	Packaging
	receptacles and any other components or materials necessary for the receptacle to perform its containment function

	Packer
	the party that places the goods within the CTU; the packer may be contracted either by the consignor, by the shipper or by the carrier; if the consignor or the shipper packs a CTU within his own premises, the consignor or the shipper is also the packer

	Packing
	the stowage, securing and verification of the mass of packaged and/or unitized or overpacked cargoes into CTUs

	Pallet
	a term used for a load-carrying platform onto which loose cargo is stacked before being placed inside a container; it is designed to be moved easily by fork-lift trucks

	Platform
	specific-purpose container that has no superstructure whatever, but has the same length, width, strength requirements and handling and securing features as required for interchange of its size within the ISO family of containers

	

Reach stacker
	tractor vehicle with front equipment for lifting, stacking or moving CTUs

	Receiver
	the party who unloads the goods from the CTU; the receiver may by contracted either by the consignee or by the carrier; if the consignee unloads a CTU within his own premises, the consignee is also the receiver

	Reefer
	industry term for an insulated container, equipped with an automated system to control a pre-definable condition of temperature, humidity and gas concentration, requiring power supply

	Roll on – roll off (RO-RO)
	loading and unloading of a road vehicle or a wagon on or off a ship on its own wheels or wheels attached to it for that purpose 

	Securing arrangement

	a suitable arrangement of securing devices

	Securing device

	a suitable combination of securing elements forming a lashing or a blocking arrangement

	Securing element

	a single piece of securing equipment like a lug, shackle, turn buckle, wire, wire clip, chain, fibre belt or a securing point on the cargo unit

	Semi-trailer
	a non-powered vehicle for the carriage of goods, intended to be coupled to a motor vehicle in such a way that a substantial part of its weight and of its load is borne by the motor vehicle; semi-trailers may have to be specially adapted for use in combined transport

	Ship
	a seagoing or non-seagoing watercraft, including those used on inland waters

	Shipment
	the specific movement of a consignment from origin to destination

	Shipper
	Legal entity or person named on the bill of lading or waybill as shipper and/or who (or in whose name or on whose behalf) a contract of carriage has been concluded with a carrier.
Also known as consignor.

	Silly loop
	the silly loop is a lashing placed around a cargo unit with its ends fastened and tightened to opposite sides. This lashing gives only little protection against sliding of the cargo unit if the friction between the lashing and the unit is insufficient to retain the cargo. This loop is called "silly" because it falsely pretends to give two independent lashings. The silly loop is allocated to the friction securing principle

	Spreader
	Adjustable fitting on lifting equipment designed to connect with the upper corner fittings of a CTU; spreaders may have in addition grappler arms that engage the bottom side rails of a CTU

	Spring lashing
	a lashing which is drawn around an end section of a cargo unit from one side of the CTU to the other and thus prevents sliding and tipping forward or backward.  The spring lashing supports the direct securing principle

	Stacking
	storage or carriage of CTUs on top of each other

	Stowage
	the positioning of packages, IBCs, containers, swap-bodies, tank-containers, vehicles or other CTUs on board ships, in warehouses and sheds or in other areas such as terminals.

	Straddle carrier
	a rubber-tyred overhead lifting vehicle for moving or stacking containers on a level reinforced surface

	Stripping
	unpacking cargo from a CTU

	Stuffing
	packing cargo into a CTU

	Swap body
	a freight carrying unit optimised to road vehicle dimensions and fitted with handling devices for transfer between modes, usually road/rail, most frequently used in Europe

	Tare mass
	mass of a CTU without cargo

	TEU
	twenty-foot Equivalent Unit; a standard unit based on an ISO container of 20 feet length (6 m), used as a statistical measure of traffic flows or capacities; one standard 40' ISO container equals 2 TEUs

	Top over lashing
	a lashing placed in a vertical plane over a cargo unit from one side to the other. Its securing effect depends solely on the pre-tension and the applicable friction coefficient between the cargo unit and the stowage ground; the top over lashing is allocated to the friction securing principle

	Trailer
	any road vehicle without a motive power unit, and includes semi-trailers, semi-trailers with front axle dollies, full trailers and drawbar trailers  

	Transport
	the movement of cargo by one or more modes of transport

	Twistlock
	standard mechanism on handling equipment which engages and locks into the corner or intermediate fittings of CTUs; also used on ships and vehicles to fix CTUs

	Unit load
	a number of packages that are:
· placed or stacked on and secured by strapping, shrink-wrapping or other suitable means to a load board such as a pallet; or
· placed in a protective outer enclosure such as a pallet box; or
· permanently secured together in a sling

	Unpacking
	the removal of cargo from CTUs

	Vehicle
	a road vehicle (including an articulated vehicle, i.e. a tractor and semi-trailer combination), railroad car or railway wagon. Each trailer shall be considered as a separate vehicle.

	Vessel
	any seagoing vessel or inland waterway craft used for carrying cargo



