ECONOMIC COMMISSION FOR EUROPE

INLAND TRANSPORT COMMITTEE

World Forum for Harmonization of Vehicle Regulations (WP.29) (One-hundred-and-thirtieth session, 24-27 June 2003, agenda item 4.2.15.)

DRAFT CORRIGENDUM 3 TO SUPPLEMENT 2 TO THE 01 SERIES OF AMENDMENTS TO REGULATION No. 67

(Equipment for liquefied petroleum gas)

Transmitted by the Working Party on Pollution and Energy (GRPE)

Note: The text reproduced below was adopted by GRPE at its forty-fifth session, and is transmitted for consideration to WP.29 and AC.1. It is based on document TRANS/WP.29/GRPE/2003/9, as corrected in French language only (TRANS/WP.29/GRPE/45, paras. 59 and 60).

This document is a working document circulated for discussion and comments. The use of this document for other purposes is the entire responsibility of the user. Documents are also available via the INTERNET:

Annex 10.

Insert a new paragraph 2.3.6.2.2., to read:

"2.3.6.2.2. Test interpretation

The container shall comply with the external leak test requirements as defined in paragraph 2.3.6.3. The container shall achieve a minimum burst pressure of 85 per cent of the burst pressure."

Paragraph 2.3.6.2.2. (former), renumber as paragraph 2.3.6.2.3.