ECONOMIC COMMISSION FOR EUROPE
INLAND TRANSPORT COMMITTEE
World Forum for Harmonization of Vehicle Regulations (WP.29)

AMENDMENTS TO DRAFT CORRIGENDUM 1 TO THE DRAFT REGULATION ON HEATING SYSTEMS
(Heating system of vehicles)

Transmitted by the Administrative Committee

Note: The following amendments have been adopted by the Administrative Committee (AC.1) of the amended 1958 Agreement at its thirty-first session, following the recommendation by WP.29 at its one-hundred-and-thirty-seventh session (TRANS/WP.29/1047, paras. 56. and 83.).

Annexe 8

Page 2, paragraph 1.
After USE insert IN MOTOR VEHICLES

Page 3, paragraph 1.1.6.2.

For the existing text substitute

1.1.6.2. no uncontrolled release due to an accidental disconnection can occur. Means shall be provided to stop the flow of LPG by installing a device directly after or in a cylinder or container mounted regulator or if the regulator is mounted remote from the cylinder or container, a device shall be installed directly before the hose or pipe from the
cylinder or container and an additional device shall be installed in, or after the regulator.

Page 3, paragraph 2.

After ONLY insert IN MOTOR VEHICLES AND THEIR TRAILERS