ECONOMIC COMMISSION FOR EUROPE

INLAND TRANSPORT COMMITTEE

World Forum for Harmonization of Vehicle Regulations

One-hundred-and-forty-third session
Geneva, 13-16 November 2007
Item 4.2.11. of the provisional agenda

1958 AGREEMENT

Consideration of draft amendments to existing Regulations

Proposal for Supplement 14 to Regulation No. 23

(Reversing lights)

Submitted by the Working Party on Lighting and Light-signalling

The text reproduced below was adopted by the Working Party on Lighting and Light-signalling (GRE) at its fifty-seventh session. It is based on ECE/TRANS/WP.29/GRE/2007/16, not amended, and ECE/TRANS/WP.29/GRE/2006/54, as amended by para. 69 of the report. It is submitted to WP.29 and AC.1 for consideration (ECE/TRANS/WP.29/GRE/57, paragraphs 45 and 69).
Insert a new paragraph 1.4., to read:

"1.4. References made in this Regulation to standard (étalon) filament lamp(s) and to Regulation No. 37 shall refer to Regulation No. 37 and its series of amendments in force at the time of application for type approval."

Paragraph 2.2.2., amend to read:

"2.2.2. a brief technical description stating in particular, with the exception of lamps with non-replaceable light sources:
(a) the category or categories of filament lamp(s) prescribed; this filament lamp category shall be one of those contained in Regulation No. 37 and its series of amendments in force at the time of application for type approval; and/or
(b) the light source module specific identification code."

Insert new paragraphs 5.4. to 5.4.3., to read:

"5.4. In the case of replaceable filament lamp(s):
5.4.1. Any category or categories of filament lamp(s) approved according to Regulation No. 37 may be used, provided that no restriction on the use is made in Regulation No. 37 and its series of amendments in force at the time of application for type approval.
5.4.2. The design of the device shall be such that the filament lamp can be fixed in no other position but the correct one.
5.4.3. The filament lamp holder shall conform to the characteristics given in IEC Publication 60061. The holder data sheet relevant to the category of filament lamp used, applies."

Paragraph 6.5., amend to read:

"6.5. In the case of a single lamp containing more than one light source, the lamp shall comply with the minimum intensity required when any one light source has failed and when all light sources are illuminated the maximum intensities shall not be exceeded. A group of light sources, wired so that the failure of any one of them causes all of them to stop emitting light, shall be considered to be one light source."

Paragraph 7., amend to read (including the insertion of a reference to a new footnote 3/ and a new footnote 3/):

"7. TEST PROCEDURES
7.1. All measurements, photometric and colorimetric, shall be made:
7.1.1. In the case of a lamp with replaceable light source, if not supplied by an electronic light source control gear, with an uncolored standard filament lamp of the category prescribed
for the device, supplied with the voltage necessary to produce the reference luminous flux required for that category of filament lamp.

7.1.2. In the case of a lamp equipped with non-replaceable light sources (filament lamps and other), at 6.75 V, 13.5 V or 28.0 V respectively.

7.1.3. In the case of a system that uses an electronic light source control gear, being part of the lamp 3/ applying at the input terminals of the lamp the voltage declared by the manufacturer or, if not indicated, 6.75 V, 13.5 V or 28.0 V respectively.

7.1.4. In the case of a system that uses an electronic light source control gear not being part of the lamp the voltage declared by the manufacturer shall be applied to the input terminals of the lamp.

7.2. The Technical Service shall require from the manufacturer the light source control gear needed to supply the light source and the applicable functions.

7.3. The voltage to be applied to the lamp shall be indicated in the communication form, specified in Annex 1 of this Regulation.

7.4. For any lamp, except those equipped with filament lamps, the luminous intensities measured after one minute and after 30 minutes of operation, shall comply with the minimum and maximum requirements. The luminous intensity distribution after one minute of operation can be calculated from the luminous intensity distribution after 30 minutes of operation by applying at each test point the ratio of luminous intensities measured at HV after one minute and after 30 minutes of operation.

7.5. The limits of the apparent surface in the direction of the reference axis of a light-signalling device shall be determined.

3/ For the purpose of this Regulation "being part of the lamp" means to be physically included in the lamp body or to be external, separated or not, from the lamp body but supplied by the lamp manufacturer as part of the lamp system."

Annex 1,

Item 9., amend to read:

"9. Concise description:
Number, category and kind of light source(s): .................................
Voltage and wattage: ..........................................................
Application of an electronic light source control gear:
(a) being part of the lamp: yes/no 2/
(b) being not part of the lamp: yes/no 2/
Input voltage(s) supplied by an electronic light source control gear: .................
........................................................................................................
........................................................................................................
Electronic light source control gear manufacturer and identification number (when the light source control gear is part of the lamp but is not included into the lamp body):

Light source module: yes/no 2/
Light source module specific …. "

Annex 3.

Paragraph 3., amend to read:

"3. Photometric measurement of lamps equipped with several light sources

The photometric performance shall be checked:

3.1. For non-replaceable light sources (filament lamps and other):

with the light sources present in the lamp, in accordance with relevant subparagraphs of paragraph 7.1. of this Regulation.

3.2. For replaceable filament lamps:

...."

Annex 4, amend to read:

".... on Illumination (ICI) shall be used.

These colorimetric characteristics, shall be measured under conditions described in paragraph 7. of this Regulation.

However, for lamps equipped with non-replaceable light sources (filament lamps and other), the colorimetric characteristics should be verified with the light sources present in the lamp, in accordance with relevant subparagraphs of paragraph 7.1. of this Regulation."

Annex 5.

Paragraph 1.2., amend to read:

"1.2. With respect to photometric performances, the conformity of mass-produced lamps shall not be contested if, when testing photometric performances of any lamp chosen at random according to paragraph 7. of this Regulation, respectively:"
Paragraph 1.2., amend to read:

"1.2. With respect to photometric performances, the conformity of mass-produced lamps shall not be contested if, when testing photometric performances of any lamp chosen at random according to paragraph 7. of this Regulation, respectively:"

Paragraph 1.3., amend to read:

"1.3. The chromaticity coordinates shall be complied when tested under conditions of paragraph 7. of this Regulation."