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Annex 1

UN/SCETDG/35/INF.60

COMMITTEE OF EXPERTS ON THE TRANSPORT OF

DANGEROUS GOODS AND ON THE GLOBALLY

HARMONIZED SYSTEM OF CLASSIFICATION

AND LABELLING OF CHEMICALS 
Sub-Committee of Experts on the

Transport of Dangerous Goods

Thirty-fifth session 

Geneva, 22 - 26 June 2009

Item 11 of the provisional agenda

OTHER BUSINESS
Corrections to the 16th revised edition of the UN Recommendations
on the Transport of Dangerous Goods, Model Regulations
Note by the secretariat

1.
4.1.4.1, P003, third sentence
For
Outer packagings constructed of suitable material of adequate strength and designed in relation to the packaging capacity and its intended use shall be used.
Read
Outer packagings constructed of suitable material, and of adequate strength and designed in relation to the packaging capacity and its intended use, shall be used.

2.
4.1.4.1, P904 (1), second sentence
For
Outer packagings constructed of suitable material of adequate strength and designed in relation to the packaging capacity and its intended use shall be used.
Read
Outer packagings constructed of suitable material, and of adequate strength and designed in relation to the packaging capacity and its intended use, shall be used.

3.
4.1.4.1, P907, second sentence
For
Dangerous goods in machinery or apparatus shall otherwise be packed in outer packagings constructed of suitable material of adequate strength and design in relation to the packaging capacity and its intended use, and meeting the applicable requirements of 4.1.1.1.

Read Dangerous goods in machinery or apparatus shall otherwise be packed in outer packagings constructed of suitable material, and of adequate strength and design in relation to the packaging capacity and its intended use, and meeting the applicable requirements of 4.1.1.1.
- - - - -
