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A.

PROPOSAL

Paragraph 6.2.1., amend to read:

"6.2.1. As a minimum, this information shall consist of a label containing a pictogram and text
warning, an example of which is as indicated below.
Label outline, vertical and
horizontal line black

Circle and line red with
white background
Artwork black with yellow
white background

Bottom text black with
white background
Top text and symbol black
with yellow background

The overall dimensions shall be 120 x 60 80 x 40 mm or the equivalent area, as a minimum.
The label shown above may be adapted in such a way that the layout differs from the example

above; however, the text content shall meet the above prescriptions."
Paragraph 6.2.2., delete.
Paragraph 6.2.3., renumber as 6.2.2 and amend to read:

"6.2.2. In the case of a frontal protection airbag on the front passenger seat, the warning shall be
durably affixed to each face of the passenger front sun visor in such a position that at least one
warning on the sun visor is visible at all times, irrespective of the position of the sun visor.
Alternatively, one warning shall be on the visible face of the stowed sun visor and a second
warning shall be on the roof behind the visor, so, at least one warning is visible all times. The
text size must allow the label to be easily read by a normal sighted user seated on the seat
concerned.
In the case of a frontal protection airbag for other seats in the vehicle, the warning must be
directly ahead of the relevant seat, and clearly visible at all times to someone installing a rearfacing child restraint on that seat. The text size must allow the label to be easily read by a
normal sighted user seated on the seat concerned.
This requirement does not apply to those seats equipped with a device which automatically
deactivates the frontal protection airbag assembly when any rearward facing child restraint is
installed."
Paragraph 6.2.4., renumber as 6.2.3.

B.

JUSTIFICATION

The representative from the European Commission outlined in WP29-145-08 the content of the new
EU General Safety Regulation. This Regulation has amongst others as aim to simplify EU legislation.
Part of this process is the repealing of about 50 Directives and replacing them with their UNECE
Regulation counterparts.
Also the Directive on frontal collision will be repealed and replaced by Regulation 94. This has as
consequence that the airbag warning label will be mandated in the EU.
Whilst today a manufacturer has the option to either use the EU Directive or the UNECE Regulation,
once the EU General Safety Regulation repeals the Directives and replaces them with the UNECE
Regulations, this will no longer be the case.
The warning label as described in Regulation 94 includes text. These language requirements are
specified in paragraph 6.2.2 which reads:
"6.2.2. At the time of type approval, the label shall be in at least one of the languages of the
Contracting Party where the application for approval is submitted. The manufacturer shall
declare his responsibility for ensuring the warning is provided at least in one of the languages
of the country in which the vehicle is to be sold."
In order to simplify the situation, it is consequently proposed to replace the current requirements by a
pictogram which would ensure that the minimum required information is readily given to the
consumer, whereby all further details would be found in the owner's manual.
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