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In accordance with the programme of work of the Inland Transport Committee for 2010–2014
(ECE/TRANS/208, para. 106, ECE/TRANS/2010/8, programme activity 02.4), the World Forum will
develop, harmonize and update Regulations in order to enhance the performance of vehicles. The
present document is submitted in conformity with that mandate.
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I.

Proposal
Paragraph 2.7.30.1., amend to read:
"2.7.30.1.

"Interdependent lamp marked "Y""means a device operating as part of an
interdependent lamp system. Interdependent lamps operate together when
activated, have separate apparent surfaces in the direction of the reference
axis and separate lamp bodies, and may have separate light source(s)."

Insert a new Paragraph 2.7.32., to read:
"2.7.32.

"Lamps marked "D"" means independent lamps, approved as separate
devices in such a way that they are allowed to be used either
independently or in an assembly of two lamps to be considered as a
"single lamp"."

Paragraph 2.16.1., amend to read:
"2.16.1.

"A single lamp" means:
(a)

A device or part of a device having one lighting or light-signalling
function, one or more light source(s) and one apparent surface in the
direction of the reference axis, which may be a continuous surface or
composed of two or more distinct parts; or

(b)

Any assembly of two independent lamps marked "D", whether
identical or not, having the same function; or, both approved as type
"D" lamp and installed so that:

(c)

(i)

The projection of their apparent surfaces in the direction of the
reference axis occupies not less than 60 per cent of the smallest
quadrilateral circumscribing the projections of the said
apparent surfaces in the direction of the reference axis; or

(ii)

The distance between two adjacent/tangential distinct parts
does not exceed 15 mm when measured perpendicularly to the
reference axis; or

Any assembly of two independent retro-reflectors, whether identical
or not, that have been approved separately; or and are installed in
such a way that:
(i)

The projection of their apparent surfaces in the direction of the
reference axis occupies not less 60 per cent of the smallest
quadrilateral circumscribing the projections of the said
apparent surfaces in the direction of the reference axis; or

(ii)

The distance between two adjacent/tangential distinct parts
does not exceed 15 mm when measured perpendicularly to the
reference axis.

or
(d)
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Any interdependent lamp system composed of two or three
interdependent lamps marked "Y" approved together and
providing the same function., approved together as type "Y" and
installed so that the distance between adjacent apparent surfaces in the
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direction of the reference axis does not exceed 75 mm when measured
perpendicularly to the reference axis."
Paragraph 2.16.2., amend to read:
"2.16.2.

"Two lamps" or "an even number of lamps" in the shape of a band or strip,
means two lamps with a single light emitting surface, in the shape of a band
or strip if such band or strip is placed symmetrically in relation to the median
longitudinal plane of the vehicle, extends on both sides to within at least 0.4
m of the extreme outer edge of the vehicle, and is not less than 0.8 m long;
the illumination of such surface shall be provided by not less than two light
sources placed as close as possible to its ends; the light emitting surface may
be constituted by a number of juxtaposed elements on condition that the
projections of the several individual light emitting surfaces on a transverse
plane occupy not less than 60 per cent of the area of the smallest rectangle
circumscribing the projections of the said individual light emitting surfaces.
providing such a band or strip is placed symmetrically in relation to the
median longitudinal plane of the vehicle."

Paragraph 5.7.2., amend to read:
"5.7.2.

Where the apparent surface of a single lamp is composed of two or more
distinct parts, it shall satisfy the following requirements: Single lamps"

Paragraph 5.7.2.1., amend to read:
"5.7.2.1.

Either the total area of the projection of the distinct parts on a plane tangent
to the exterior surface of the outer lens and perpendicular to the reference
axis shall occupy not less than 60 per cent of the smallest quadrilateral
circumscribing the said projection, or the distance between two
adjacent/tangential distinct parts shall not exceed 15 mm when measured
perpendicularly to the reference axis. This requirement shall not apply to a
retro-reflector.
Single lamps as defined in paragraph 2.16.1. (a), composed of two or
more distinct parts, shall be installed in such a way that:
(a)
either the total area of the projection of the distinct parts on a
plane tangent to the exterior surface of the outer lens and perpendicular
to the reference axis shall occupy not less than 60 per cent of the smallest
quadrilateral circumscribing the said projection; or
(b)
the minimum distance between the facing edges of two
adjacent/tangential distinct parts shall not exceed 75 mm when
measured perpendicularly to the reference axis.
These requirements shall not apply to a single retro-reflector.

Paragraph 5.7.2.2., amend to read:
"5.7.2.2.

Or, in the case of interdependent lamps, the distance between adjacent
apparent surfaces in the direction of the reference axis does not
exceed 75 mm when measured perpendicularly to the reference axis.
Single lamps as defined in paragraph 2.16.1. (b) or (c), composed of two
lamps marked "D" or two independent retro reflectors, shall be installed
in such a way that:
(a)
either the projection of the apparent surfaces in the direction of
the reference axis of the two lamps or retro reflectors occupies not less
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than 60 per cent of the smallest quadrilateral circumscribing the
projections of the said apparent surfaces in the direction of the reference
axis; or
(b)
the minimum distance between the facing edges of the apparent
surfaces in the direction of the reference axis of two lamps or two
independent retro reflectors does not exceed 75 mm when measured
perpendicularly to the reference axis.
Two lamps included into the same lamp body and composing single
lamps shall fulfil the requirements of this paragraph but shall not be
considered as lamps marked "D"."
Insert a new Paragraph 5.7.2.3., to read:
"5.7.2.3.

Single lamps defined as in paragraph 2.16.1(d). shall fulfil the
requirements of paragraph 5.7.2.1.
Two or more lamps and/or two or more separate apparent surfaces
included into the same lamp body and/or having a common outer lens
shall not be considered as an interdependent lamp system.
However, a lamp in the shape of a band or strip may be part of an
interdependent lamp system."

Insert a new Paragraph 5.7.2.4., to read:
"5.7.2.4.

Two lamps or an even number of lamps in the shape of a band or strip
shall be placed symmetrically in relation to the median longitudinal
plane of the vehicle, extending on both sides to within at least 0.4 m of
the extreme outer edge of the vehicle, and are not less than 0.8 m long;
the illumination of such a surface shall be provided by not less than two
light sources placed as close as possible to the ends; the light-emitting
surface may be constituted by a number of juxtaposed elements on
condition that these individual light-emitting surfaces, when projected
on a transverse plane fulfil the requirements of paragraph 5.7.2.1"

II. Justification
1.
The definitions and requirements in UN Regulation No.48, associated with the
installation of "single lamps", "lamps marked D" and "Interdependent lamps" present
problems due to their apparent lack of clarity. This lack of clarity is leading to type
approval authorities granting approvals based upon various interpretations that are then
being disputed by other type-approval authorities. Under these conditions, manufacturers
and official test laboratories are faced with uncertainties when preparing for type approval.
2.
The proposed amendments have been developed with the intention of clarifying the
requirements and include changes to the definitions in section 2 of the Regulation to
remove specific requirements that are moved into the paragraph 5.7.2.
3.
A more detailed explanation of the interpretation problems that this proposal for
amendment is intended to address will be provided as an informal document that will be
distributed for the seventieth session of GRE.
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