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ECE/TRANS/WP.15/AC.2/2017/1

General

Examination objective 1: General

Number Source Correct answer
110 01.601 Agreement B
What is the abbreviation for the European Agreement concerning th
International Carriage of Dangerous Goods by Inland Waterways?
A AITMD
B ADN
C ADR
D RID
110 01.602 1.1.2.1 D
What does ADN govern?
A Transport of all goods by vessel
B Transport of dangerous goods by inland navigation routes for
which carriage by raibr road is prohibited
C Transpprt of dangerous goods only by tank vessels in inland
navigation
D The conditions in which dangerous goods may be transportec
inland waterways
110 01.603 2.1.1.1 D
FheWhere does thdist of classes of dangerous go@igeas under
which-numbein ADN?
A 4.1
B 3.1.1
C 1111
D 2111
110 01.604 3.2.1,3.2.3 A

Where in ADN can you read which goods are authorized for transpc
tank vessels?

A In chapter 3.2, Tables A and C

B In the shifds certificate

C In section 3.2.2, Table B

D In the definitionsshderin section1.2.1
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General

Examination objective 1: General

Number

Source Correct answer

110 01.605

8.1.2.1 A

Under ADN, which texts must be on board a vessel transporting
dangerous goods?

A ADN

B Only Part 7 of ADN and the instructions in writing

C Only Part 8 of ADN

D ADN, and if the shipment is taken up from road ADR

110 01.606

7.1.3 B

During the transport of dangerous goods in dry cargo vessels, gene

service requirements appihat-numbers-df/here do these
requirements appear in ADN-de-such-reguirementsp@arunde?

A In sections2.1.1t0 2.1.4

B In subsections7.1.3.1 to 7.1.3.99
C In subsections2.2.43.1 to 2.2.43.3
D In subsections7.2.3.1 to 7.2.3.99

110 01.607

7.2.3 D

During the transport of dangerous goods in tank vessels, general se
requirrments applyWhere do these requirements appear ithat

numbers-oADN-do-such-reguirements-appearfder
In sections2.1.1t0 2.1.4

In subsections7.1.3.1to 7.1.3.99
In subsections2.2.43.1 to 2.2.43.3
In subsections7.2.3.1 to 7.2.3.99

OO0 W >

110 010-08

Deleted (07.06.2005)

110 01.609

8.2.1,8.6.27.1.3.15, 7.2.3.15 C

How do you understand the meaningiexperd in ADN?

A The consignds safety adviser. As he or she knows the produc
best, that person is considered to be the expert yxidr

B Because of their function, members of the river police are exg
under ADN

C A person who has a special knowledge of ADN and who can
prove it by means of a certificate from a competent authority

D [Because ofheirhis or her training] and gene knowledge,
every holder of aboatmastéds arelicence is anexpers under
ADN
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General

Examination objective 1: General

Number Source Correct answer
110 01.010 8.6.1 C
In which part of ADN can you find models for the certificate of appro
and the provisional certificate of approval?
A Part 1
B Part 2
C Part 8
D Part 9
11001.011 8.2.1.27.1.3.15,7.2.3.15 C
Who is an expert under ADN in the meaning of 8.2.1.27
A Each boatmaster
B A holder of a boatmastér licence
C A person able to prove his or her knowledge of ADN by mean
a certificate from a compent authority
D The person responsible for the cargo transfer station
110 01.612 8.2.1.4,8.2.2.8 B
What is the validity period of a certificate of special knowledge
under ADN?
A 1 year
B 5 years
C 10 years
D Unlimited
110 01.013 1.1.2.1 C
What is the purpose of the ADN rules?
A ADN only contains the rules for protection of waterways agair
pollution
B ADN is exclusively for ensuring the specific safety of transpor
tankvessels
C ADN specifies the conditions in which dangerous goods loeay
transported by inland navigation
D ADN is intended to ensure special safety for the transport of
dangerous goods by road, rail or air
4 GE.1618936
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General

Examination objective 1: General

Number Source Correct answer

110 01.014 Part9, 9.3.3 A

Where in ADN can you find construction requirements for type N tar
vessels?

A Part 9, insection9.3.3
B Part 9, inchapter 9.1
C Part 9, inchapter 9.2
D Part 9, insection9.1.3

110 01.615 Part9, 9.1 B

Where in ADN can you find construction requirements for the
construction of dry cargo vessels?

A Part 9, insection9.3.3
B Part 9, inchapter 9.1
C Part 9, inchapter 9.2
D Part 9, insection9.1.3

GE.1618936 5
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General

Examination objective 2: Construction and equipment

Number Source Correct answer
11002.601 7.1.3.31,7.2.3.31 C
A vessel is loaded with dangerous goods.
What is the maximum flash point of the fuel authorized for use in the
boardinternal combustion metersengine®
A <23°C
B <55°C
cC O 55 AC
D 0 23 Ac
11002.602 8.1.5.3 B
A toximeter is required under Chapter 3.2, Table A. Must the toxime
also be on board pushed barges with no accommodation?
A Yes. There are no exceptions
B No, it is enough if the pusher tug or the vessel propelling the
sideby-side formation is equipped with such equipment
C Yes, if the pusher tug has an engine room
D No, it is sufficient if the owner of the pusher tug designates a
responsible person, that the person in question has such
equipment and that he or she can be called quickly in case of
need
110 02.603 7.1.3.31,7.2.3.31,9.1.0.31, 9.2.0.31, 9.3.1.31, ®38,2.3.3.31 A
Which fuel is prohibited for usen-bearefor internal combustion
moeterengineson board vesselsarrying dangerous good3
A Fuel having a flash point < 55 °C
B Fuel having a flash point < 65 °C
C Fuel having a flash point < 75 °C
D Fuel having a flash point < 100 °C
110 02.604 9.1.0.31.2,9.3.1.31.2,9.3.2.31.2,9.3.3.31.2 D

What distance must there be from the protected area or the cargo a
the air intakes of theaternal combustion engines?

A At least 3.00 m
B They must b located in the protected area
C At least 2.50 m
D At least 2.00 m

GE.1618936
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General

Examination objective 2: Construction and equipment

Number

Source Correct answer

110-02-005

provisionally deleted 26.9.2018:4-3-347%2-3-34-9-1.0-31.1, C
9.3.1.31.1,9.3.2.31.1,9.3.3.31.1

110 02.606

9.1.0.34.2,9.3.1.34.2,9.3.2.34.2, 9.3.3.34.2 C

A vessel is subject to ADN.

Which of these devices must be in the exhaustgilp
A A fire detector

B A nonrreturn valve

C A spark arrester

D A goose neck

110 02.607

9.1.0.34.1,9.3.1.34.1,9.3.2.34.1,9.3.3.34.1 A

What is the minimum distance from the exhaust pipes to the protect
area or the cargo area?

A 200m
B 3.00m
C 4.00m
D 5.00 m

110 02.608

+1341.3,742341.9.1.041.2,9.3.1.41.2,9.3.2.41.2,9.3.341.2 D

A boiler in the engine room is fuelled with liquid fuel. What fuel is
authorized?

A Fuel with a flash point O=
B Fuel with a flash point €605 °C

C Fuel with a flash point < 55 °C

D Fuel with a flash point O 5!
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General

Examination objective 2: Construction and equipment

Number Source Correct answer
11002.609 9.1.0.34.1,9.3.1.34.1,9.3.2.34.1,9.3.3.34.1 A
What is the minimum distance that there nhesbetween thaternal
combustionengine exhaust pipes and the tank openings and cargo :
A 2.00 m
B 250m
C 3.00m
D 1.00 m
110 02.6010 9.1.0.32.1,9.3.1.32.1,9.3.2.32.1, 9.3.3.32.1 B
ht is he minimum depothe
double bottonof a hold area or a hold spacditted out as a fuel tank?
A 0.80m
B 0.60m
C 1.00 m
D 0.50 m
110 02.611 9.1.0.88,9.2.0.88,9.3.1.8,9.3.2.8,9.3.3.8 B
Under ADN, which vessels must be built under survey of a recogniz:
classification society and classed by it in its highest class?
A All vessels transporting dangerous goods
B Certain doubléull dry cargovessels and all tank vessels
transporting dangeus goods
C All vessels transporting dangerous goods except seagoing ve
covered by chapter 9.2
D Only vessels used for the transport of chemicals
11002.612 7.1.25,7.2.25 D

The instructions for the use oftmward devices must be in which
language(s)?

A At least in English

B In Dutch, English, German and French

C In the languages of the countries where the vessel sails durin
voyage

D In German, French or English and, if necessary, in the langue

normally spoken on board

GE.1618936
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General

Examination objective 2: Construction and equipment

Number Source Correct answer

110 @.0-13 8.1.6.3 A

Who is responsible for checking and inspecting the special equipme
required by ADN?

A A person authorized for this purpose by the manufacturer or t
competent authority

B Themanufactureras it alone knows how the device shoogd
checked

C A company or person authorized by the competent authority
D An independent company authorized by the manufacturer

110 02.614 8.1.5.3 B

The special equipment required by ADN for pushed convoys oibside
side formations must be locatedevh?

A On board thevessebr the pusher tug where the dangerous go«
are loaded

B On board the pusher tug or the vessel propelling the formatio
C On board each unit comprising the assembly of vessels

D On board gushertug with accommodation that is paf the
assembly of vessels

110 02.015 Deleted (03.12.2008)
11002.616  9.1.0.52.49.3.1.52.2,9.3.2.52.2, 9.3.3.52.2 D

Can accumulators be located in the protected area or the cargo are
A Yes
B Yes, but only if they are in specially designesiogs

C Yes, but only if they are in specially designed casings fitted w
ventilation gridsprotectedagainst explosions

D No, except when chapter 1.6 applies

11002.6017 1.21 B

What is the meaning of a rescue winch in ADN?

A A portable stripping pmp to make it possible to pump water ot
of the vessel in theventof a leak

B A device for hoisting persons from closed spaces such as cal
tanks

C A stretcher for carrying an accident victim from the vessel to |

W)

A secondstrippingpump permanenglfixed in the engine room,
capable independently of pumping water out of the vessel in 1
event of a leak

GE.1618936 9
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General

Examination objective 2: Construction and equipment

Number Source Correct answer

11002.618 1.2.1 A

Under ADN, what kinds of vessels have protected areas?

A Only Bdry cargo vessels

B Dry cargo vessels and tank vessels

C Pusher tugs with a certificate of approval
D Only Ftank vessels

11002.619 7.1.25,7.2.2.5 D

The instructions for the use of devices and equipment required by A
must be on board. What language or languages must they be in?

A Dutch, German, Englh and French

B Dutch, German, French and Spanish
C Dutch and German
D

German, French dEnglish and if necessary in the language
normally spoken on board

11002.620 1.2.1,9.3.1.52.1,9.3.2.52.1,9.3.3.52.1 D

What types of vessels have zones classiin ADN as comparable to a
fizone @?

A Dry cargo vessels

B Both dry cargo vessels and tank vessels
C Pusher tugs that may push tank barges
D Tank vessels

11002.621 1.21 C

What is the meaning in ADN of a suitable escape device?

A A mask progcting the usés respiratory organs for escape fron
danger area

B A maskprotectingthe usefs eyes and ears for escape from a
danger area

C A respiratory protection device which can be easily put on,
covering the wearé mouth nose and eyes and faoape from
a danger area

D A rowing boat for escape from a danger area

10 GE.1618936
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General

Examination objective 2: Construction and equipment

Number Source Correct answer

11002.622 9.1.0.52.4,9.3.1.52.2,9.3.2.52.2, 9.3.3.52.2 A

Under ADN, where may accumulators be located?

A On board tank vessels and dry cargo vessels, outside the car
areaand the protectedrea except when chapter 1.6 applies

B On board tank vessels outside the cargo area, but on board ¢
cargo vessels, in thgrotectedarea

C On board tank vessels and dry cargo vessels, outside the car
area and the protectedea provided they are placed in a specis
casing

D On both tank vessels and dry cargo vessels, only in a special
casing located directlgehindthe wheelhouse, on the roof of the
accommodation

GE.1618936 11



ECE/TRANS/WP.15/AC.2/2017/1

General

Examination objective 4. Measurement techniques

Number Souce Correct answer

11004.601 8.1.5.1 C

Gas detectors and toximeters must have what documentation?
A A certificate of origin

B A declaration of conformity

C Instructions for their use

D A copy of the invoice

11004.602 1.2.1 B

On the vasel, how can you know if dangerous concentrations of toxic
gases are emitted by the cargo?

A With a gas detector

B With a toximeter

C With an oxygen meter
D With daily checks

110 04.603 8.1.6.3 C

Who is responsible for checking the gas detectioregy3t

A The ADN expert

B The system does not need to be checked; it does however hav
be replaced after each use

C Persons authorized to do so by the manufacturer or the compe
authority

D The crew, once a year

110 04.604 Basic general knowlegpe C
How is the explosive range of a substance established?
A Between the upper explosive limit and 100% in volume
B Between the lower explosive limit and 10% in volume
C Between the lower and upper explosive limits
D Between 0% in volume and the upp&plesive limit

12 GE.1618936
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General

Examination objective 4: Measurement techniques

Number Souce Correct answer

110 04.805 Basic general knowledge A

The explosive range of a flammable liquid is:

A Between the lower and upper explosive limits
B Above the upper explosive limit

C Under the lower explosive limit

D At the lower explosive limit

11004.006 8.1.6.38.1.5.1 B

When and by whom should the equipment referred to in 8.1.5.1 be
checked?

A Once a year, by the manufacturer

B In accordance with the instructions of the manufacturer, by per
authorized to do so by the manufacturether competent authority

C Once every two years, by a safety adviser

D Before each departure by a person who has undergone ADN
training

110 04.607 Deleted(01.03.2009)

110 04.608 Deleted(01.03.2009)

110 04.809 Basic general knowledge A

What dbes 1 ppm mean?

A 1 part per million parts
B 1 part per mass

C 1 part per metric tonne

D 1 part per milligram

110 04.010 Basic general knowledge A

What happens when a gas concentration is ignited between the lowel
explosive limit and the upper explosilimit?

A An explosion
B Nothing at all
C No explosion, as the mixture is too rich
D No explosion, as the mixture is too lean

GE.1618936 13
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General

Examination objective 4: Measurement techniques

Number

Souce

Correct answer

110 04.611

Basic general knowledge

B

The oxygen concentration in an-boardspace is 30% by volume. What
applies in tlis situation?

A The situation presents no danger at all

B There is a high risk of fire

C The situation may be considered to be normal
D The situation is highly toxic

110 04.612

Basic general knowledge

What is meant by &éleard mixture when speakingf a risk of explosion?
A There is little outside air

B There is little nitrogen

C There is little flammable substance

D There is little oxygen

110 04.613

Basic general knowledge

A person must enter a space that has been closed for an extenddd p
What is the greatest danger faced by such a person?

A Too many noble gases

B Too little nitrogen

C Too much oxygen

D Too little oxygen

110 04.014

Basic general knowledge

What is the normal oxygen concentration in the ambient air?
A 21% by volume
B 19% by volume
C 17% by volume
D 15% by volume

14
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General

Examination objective 4: Measurement techniques

Number Souce Correct answer

110 04.015 Basic general knowledge, 7.1.3.1.6, 7.2.3.1.6 D

It is possible to enter holds, cargo tanks and dehblespaces safely anc
without a selfcontained breathing apparatus when there agangerous
goods. In such a case, what is the minimum measured oxygen level

required?
A 15%
B 16%
C 17%
D 21%
11004.616 1.2.1 B

What measurement tool is used to measure toxic substances?
A A gas detector

B A toximeter

C An ohmmeter

D An oxygen meter

11004.017 1.21 B

Which tool is used to determine whether there is a risk of explosion?
A A nitrogen meter

B A flammable gas detector

C A toximeter

D An oxygen meter

110 04.018 Basic general knowledge C

What does the abbreviation ppm mean?
A Perperson measured

B Propane propene measured

C Parts per million

D Polypropylene methyl

GE.1618936 15
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16

General

Examination objective 4: Measurement techniques

Number Souce Correct answer
110 04.019 Basic general knowledge C
Certain gas samplers have a tube placed in front of them. What purpc
does the tube serve?
A To read the value of the maxirm acceptable concentration at th
work station
B To read the ppm value
C To collect humidity and impurities
D To verify reliability
110 04.020 Basic general knowledge D
How can you ensure that a sampler is still reliable?
A By seeing if there has bea colour change
B By seeing if it has humidity inside
C By testing it
D By checking whether the expiry date has passed
110 04.021 Basic general knowledge B

In what unit of measurement is the risk of explosion measured?

A In ppm

B In percentage of vame

C In micrograms

D In threshold limit value at the work station

GE.1618936
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General

Examination objective 5: Knowledge of products

Number Source Correct answer
11005.601 2.1.1.1,2.2.2 A
Class 2 covers which dangerous goods?
A Gases
B Flammable liqids
C Organic peroxides
D Explosive substances
11005.602 2.1.1.1,2.2.2 C
In what class are gases?
A Class 1
B Class 5.2
C Class 2
D Class 3
11005.603 2.1.1.1,2.2.3 B
In what class are flammable liquids?
A Class 6.1
B Class 3
C Class 2
D Class8
11005.604 2.1.1.1,2.2.3 B
What dangerous goods are in class 37?
A Gases
B Flammable liquids
C Organic peroxides
D Explosive substances
110 05.605 2.1.1.1,2.2.8 D

What is the main risk associated with a dangerous liquid of class 8?

A Pressure

B Flammability
C Toxicity
D Corrosiveness

17
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18

General

Examination objective 5: Knowledge of products

Number Source Correct answer
110 05.606 2.1.1.1, 2.2.52 C
Organic peroxides are in which class?
A Class 4.2
B Class 5.1
C Class 5.2
D Class 6.2
110 05.607 2.1.1.1,2.2.8 A
What dangerous goods are in class 8?
A Corrosive sibstances
B Radioactive material
C Substances liable to spontaneous combustion
D Infectious substances
110 05.608 2.1.1.1, 2.2.62 B
What dangerous goods are in class 6.27?
A Radioactive material
B Infectious substances
C Substances liable to sponéaus combustion
D Substances which, in contact with water, emit flammable gases
11005.609 2.1.1.1,2.2.3 B
What is the main risk associated with a dangerous liquid of class 3?
A Pressure
B Flammability
C Toxicity
D Radioactivity
11005.610 2.11.1,2.2.61 B

What is the main risk of a flammable liquid of class 6.1?

A Flammability
B Toxicity

C Corrosiveness
D Radioactivity

GE.1618936
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General

Examination objective 5: Knowledge of products

Number Source Correct answer

110 05.011 2.1.2.1, Table A B

Under ADN, can dangerous goods present several different risks?
A No

B Yes

C No, there are no goods with several risks in ADN

D No, ADN always cites only the main risk

11005.612 1.2.1 B

What is the selfgnition temperature?

A The temperature of a liquid at which a mixture of gases above th
liquid can be lit

B The lowest teperature of a hot surface, determined in line with
prescribed test conditions, at which a combustible liquid ignites &
gas/air or vapour/air mixture

C The temperature at which a substance explodes

D The lowest temperature at which a substance magrited when
supplied with a great deal of oxygen

11005.613 1.2.1 A

What is the flash point?

A The lowest temperatuie a liquid substancat whichits vapour
mixed with airformsa flammablemixture

B The temperature at which a substance ignite its own
C The temperature at which a substance explodes

D The lowest temperature at which a substance ignites on its own "
supplied with a great deal of oxygen

110 05.014 3.3.1, special provision 598 B

You are ordered to take a load of di@magedautomobile batteries. Are
these dangerous goods?

A No, automobilebatteries are not dangerous goods
B Yes,damagedatteries are dangerous goods

C No, damagedatteries are not dangerous goods
D

No, whendamagedatteries are packed in special tzners, they
are not dangerous goods

GE.1618936 19
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General

Examination objective 5: Knowledge of products

Number Source Correct answer

110 05.8015 Basic general knowledge B

Why is flammable dust particularly dangerous?

A Mainly because of its toxicity

B Because if stirred, it may produce a dust explosion
C The dust can cause a breakdowthie air conditioning
D Dust acts like any other flammable substance

110 05.016 Basic general knowledge D

What does toxicity mean?
A Ignition of a substance
B Combustion of a substance
C The maximum amount of a substance that can be inhaled per hc
D Toxicity of a substance
110 05.017 Basic general knowledge C
How does UN No. 1203, PETROL, act when heated?
A It solidifies
B Heating does not change the ligiEd/olume

C It expands
D It concentrates

110 05.6018 2.2.2.1.3 C

What is the meging of the letters TF in the following designation: UN Nc
1053, HYDROGEN SULPHIDE, class 2, 2 TF?

A Chemically unstable, toxic
B Not flammable, toxic
C Toxic, flammable

D No special meaning

110 05.6019 2.2.61.1.4 A

What doegacking group Il meafor substances of class 6.1?
A Toxic

B Harmful to health

C Highly toxic
D

Corrosive

20 GE.1618936
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General

Examination objective 5: Knowledge of products

Number Source Correct answer

110 05.620 2.2.3.1.3 C

What do packing groups I, Il and Ill mean for substances of class 37
A They indicate the miscibility with water

B They provide informatio on the required danger labels

C They indicate the degree of danger
D

They provide information on the appropriate means with which tc
extinguish a fire

11005.621 1.2.1,2.2.3.1.3 D

What is the meaning of packing group | for substances of class 3?
A Substance without subsidiary risk

B Substance presenting low danger

C Substance presenting medium danger

D Substance presenting high danger

11005.622 1.2.1,2.2.8.1.3 A

What is the meaning of packing group Il for substances of class 87
A Slightly carosive substance

B Substance without subsidiary risk

C Corrosive substance

D Highly corrosive substance

110 05.623 Basic general knowledge B

What danger is produced by a leak of the following gases when they ar
heavily cooled and liquefied: heliumitrogen, carbon dioxide?

A Production of gaseous mixtures with a risk of spontaneous

combustion
B Danger of asphyxia for humans and animals
c Increase of the risk of fire

D Production of flammable gases through the effect of cooling

110 05.624 3.2, Talle A C

Which of the following gases is flammable?

A UN No. 1066, NITROGEN, class 2, 1A

B UN No. 1006, ARGON, class 2, 1A

C UN No. 1978, PROPANE, class 2, 2F

D UN No. 2451, NITROGEN TRIFLUORIDE, class 2, 2TO

GE.1618936 21
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General

Examination objective 5: Knowledge of products

Number Source Correct answer

11005.625 2.1.1.1,2.2.51 D

What s the main danger posed by a hazardous substance of class 5.1°

A Danger of radiation

B Danger of seHgnition

C Danger of intoxication
D Oxidizing substances

110 05.626 Basic general knowledge A

What is the significant characteristic of PROPANIR®@ON and
CARBON DIOXIDE?

A Heavier than air

B Toxic

C Heavier than water
D Readily flammable

11005.627 2.1.1.1,2.2.8 B

What is the main risk associated with a dangerous liquid of class 8?
A Flammability

B Corrosiveness

C Toxicity

D Explosivenss

11005.628 2.1.1.1,2.2.61 A

Which ADN class contains substances whose main risk is toxicity?

A Class 6.1
B Class 2
C Class 3
D Class 5.1
11005.029 2.1.1.1,2.2.51 B

Which ADN class contains substances whose main risk is oxidization?

A Class 2
B Class 5.1
C Class 3
D Class 4.2

22 GE.1618936
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General

Examination objective 5: Knowledge of products

Number Source Correct answer

11005.630 2.1.1.1,2.2.9 C

Which dangerous goods are in class 9?

A Radioactive material

B Gases

C Miscellaneous dangerous substances and articles
D Organic peroxides

11005.631 2.1.1.1,2.2.8 A

Which dangerous goods are in class 8?
A Corrosive substances

B Toxic substances

C Oxidizing substances

D Radioactive material

11005.632 2.1.1.1,2.2.7 B

Which dangerous goods are in class 77?
A Organic peroxides

B Radioactive material

C Explosive subtances

D Infectious substances

110 05.633 2.1.1.1, 2.2.62 C

Which dangerous goods are in class 6.27?
A Flammable liquids

B Toxic substances

C Infectious substances

D Corrosive substances

11005.034 2.1.1.1,2.2.61 D

Which dangerous goods aredlass 6.17?

A Gases

B Flammable liquids

C Corrosive substances
D

Toxic substances
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110 05.635 2.1.1.1, 2.2.52 A

Which dangerous goods are in class 5.2?

A Organic peroxides

B Miscellaneous dangerous substances and articles
C Gases

D Corrosivesubstances

11005.636 2.1.1.1,2.2.51 B

Which dangerous goods are in class 5.17?

A Substances liable to spontaneous combustion
B Oxidizing substances

C Flammable solids

D Flammable liquids

110 05.6037 2.1.1.1,2.2.43 C

Which dangerous goods dreclass 4.3?

A Organic peroxides

B Corrosive substances

C Substances which, in contact with water, emit flammable gases
D Gases

11005.6038 2.1.1.1,2.2.42 B

Which dangerous goods are in class 4.2?

A Radioactive material
B Substances liable &pontaneous combustion
C Flammable solids

D Flammable liquids

11005.6039 2.1.1.1,2.2.41 D

Which dangerous goods are in class 4.17?

A Substances liable to spontaneous combustion
B Flammable liquids

C Oxidizing substances

D Flammable solids
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11005.040 2.1.1.1,2.2.2 B

Which dangerous goods are in class 2?

A Miscellaneous dangerous substances and articles
B Gases

C Radioactive material

D Organic peroxides

11005.641 2.1.1.1,2.2.3 C

Which dangerous goods are in class 3?

A Substancebable to spontaneous combustion
B Flammable solids

C Flammable liquids

D Oxidizing substances

11005.642 2.1.1.1,2.2.3 A

Flammable liquids should be assigned to which class?

A Class 3
B Class 4.1
C Class 6.1
D Class 8
11005.643 2.1.1.1,2.Z C

Radioactive material should be assigned to which class?

A Class 6.1
B Class 8
C Class 7
D Class 9
11005.044 2.1.1.1,2.2.8 B

Bases-and-aci@rrosive substanceshould be assigned to which class?

A Class 9
B Class 8
C Class 5.2
D Class 43
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110 05.645 3.2,Table AorC A
To which class does UN No. 1134, CHOLOROBENZENE belong?
A Class 3
B Class 6.1
C Class 7
D Class 8
110 05.646 Basic general knowledge B
Compared with the density of air, the density of liquid vapours is oftest
A The same
B Higher
C Lower
D None of the above answers is correct
110 05.647 Basic general knowledge D
What is the latin name of oxygen?
A Ferrum
B Hydrogenium
C Nitrogenium
D Oxygenium
110 05.648 Basic general knowledge B
What is he meaning ofiNo in chemical formulas?
A Carbon
B Nitrogen
C Hydrogen
D Oxygen
110 05.849 Basic general knowledge A

What is the symbol of carbon?

A C

B H
C K
D O
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110 05.850 Basic general knowledge C

What is the meaning of the boilingipt of a liquid?
A The pressure of the liquid at 100

B The quantity of liquid that has reached the temperature at which
boils

C The temperature at which, at atmospheric pressure, a substance
passes from the liquid state to the gaseous state

D The temperature of a liquid at which a flammable mixture may fo
at its surface

110 05.651 Basic general knowledge C

The state (solid, liquid, gas) of a substance depends on what?
A Density

B Composition

C Pressure and temperature

D Viscosity

110 05.0852 Basic general knowledge C

What is the meaning of tH@ormal)boiling point of a liquid?
A The pressure of the liquid at 100

B The quantity of liquid that has reached the temperature at which
boils

C The temperature at which, atmmal atmospheric pressure a
substance passes from the liquid state to the gaseous state

D The volume of the liquid at a temperature of 2@0and a pressure
of 100kPa (normal pressure)

110 05.853 Basic general knowledge D

The passage from a liquethteto a gaseoustateis known as:
A Condensation

B Fusion

C Sublimation
D

Evaporation
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110 05.654

Basic general knowledge

A

What does oxidize mean?

A Reactionof a substance with oxygen
B Cleavageof oxygen

C Reactionof a substance withydrogen
D Reactionof a substance with nitrogen

110 05.655

Basic general knowledge

What often provokes polymerization?
A An inhibitor

B An excess of nitrogen

C An increase in temperature

D A decrease in temperature

110 05.656

Basic general knowlge

When, in a tank, the vapour over a liquid is in a state of equilibrium witt
liquid, the vapour is said to be saturated. What happens when the
temperature decreases?

A Part of the vapour condenses
B Part of the vapour solidifies

C Part of the apour freezes

D Part of the vapour evaporates

110 05.657

Basic general knowledge

Flammable liquids are categorized in particular by their ffashts.
Substances in which flashpoint group are the most readily flammable?

A Under 23 °C

B From 23 € to 60 °C
C From 60 °C to 100 °C
D Over 100 °C
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110 05.858 Basic general knowledge, 1.2.1 A

How is the flashpoint indicated?

A In°C
B Ing
C Inm®
D In %
110 05.859 Basic general knowledge A

What is the meaning of the coefficient of cubigpansion of a liquid?
A Value of volume expansion of the liquid per °C

B Value of the increase in weight of the liquid

C Increase in vapour pressure of the liquid

D Amount of vapour over the liquid

110 05.860 Basic general knowledge A

Where doeshe evaporation of a liquid occur?

A Directly on the surface of the liquid
B 20 cm over the surface of the liquid
C 30 cm over the surface of the liquid
D 40 cm over the surface of the liquid

110 05.861 Basic general knowledge D

What is the meaningf the termfiviscosityo of a liquid?

A Density
B Colour
C Miscibility
D Internal friction
110 05.862 Basic general knowledge D

What is the internal friction of a liquid called?
A Density

B Elasticity

C Homogeneity

D Viscosity
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110 05.863 Basic general knowledge C

What generally happens when the temperature of a substance increast

A The speed of the molecules decreases

B The speed of the molecules remains the same

C The speed of the molecules increases

D The speed of the moleculesnstantly varies between fast and slov

110 05.664 Basic general knowledge A
At what temperature is the kinetic energy of the molecules at zero?
A -273 °C
B 212 K
C 273 K
D -100 °C
110 05.865 Basic general knowledge B
To avoid polymerization ofertain goods, a substance is added. What is
substance?
A A base
B An inhibitor
C A catalyser
D A peroxide
110 05.666 Basic general knowledge B
What is the mass of 1%of pure water at 4 °C?
A 900 kg
B 1,000 kg
C 1,100 kg
D 1,200 kg
110 05.667 Basic general knowledge B

At what temperature does ff pure water have a mass of 1,000 kg?

A 0°C
B 4°C
C 15°C
D 20 °C
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110 05.868 Basic general knowledge C

Why is nitrogen a problematic gas?
A Because it is flammable
B Becausat is heavier than air

C Because it is odourless
D Because it is corrosive

110 05.669 Basic general knowledge B

Why should gas cloudsom cargobe avoided?

A Because they always contain an explosive mixture
B Becausgin most caseshey lowerthe oxygen content
C Because they are always flammable

D Because they are always toxic

110 05.670 Basic general knowledge A

Which of the substances below may be absorbed by the body through-
skin and pose a health risk?

A Benzene
B Butane

C Casbr oll
D Water
110 05.071 Basic general knowledge D

When skin enters into contact with one of the substances below, seriot
injuries result. Which substarize

A Diesel fuel

B Motor spirit or gasoline or petrol
C Toluene

D Sulphuric acid

110 05.672 Basic general knowledge C

Which of the substances below is an inert gas?
A Ozone

B Air

C Nitrogen
D Oxygen

GE.1618936 31



ECE/TRANS/WP.15/AC.2/2017/1

General

Examination objective 5: Knowledge of products

Number Source Correct answer
110 05.673 Basic general knowledge A
To avoid polymerization, what should be added?
A An inhibitor
B A catalyser
C A peroxide
D Heat and light
110 05.674 Basic general knowledge A
What is the pH of atrong acid?
A 0to3
B 7
C 810 10
D 4106
11005.075 2.1.1.1 B
What is the characteristic of substances in class 5.1?
A They are radioactive
B They are oxidizing
C Theyare corrosive
D They arenfectious
110 05.076 Basic general knowledge C
What is polymerization?
A A kind of polyester
B A physical reaction
C A chemical reaction
D A catalyser
110 05.077 3.2,Table A B
UN No. 1230, METHANOL, is flammabldyut also poses
a subsidiary risk. The subsidiary risk is under which class?
A Class 5.2
B Class 6.1
C Class 6.2
D Class 8
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11005.678 2.1.1.1,2.2.1 A

Explosive substances and articles are in which class?

A Class 1

B Class 4.1
C Class 5.2
D Class 6.1
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11006.601 1.1.3.3 B
Your fuel tanks have eapacity of 42,000 | of diesel. Are supplies in thi
quantity considered to be dangerous goodder ADN?
A Yes
B No, the diesel fuel carried in the vessdliel tanks for the ves<sl
propulsion is not considered to be a dangerous substance und
ADN
C Quantities of supplies of this scope are subject to the same
provisions of ADN as goods afass 3 packed in packages
D All liquid fuels are fully subject to ADN, whatever their use
110 06.002  Deleted(07.06.2005)
110 06.603 8.3.1.1 A
A vessel is transporting dangerous goods. Are persons authorized to
board if they are not membes§the crew, they do not normally live on
board or are not on board for official reasons?
A No, never
B Yes, up to two persons
C Yes, provided they do not smoke outside the accommodation
D Yes, but only on boats for which certificates of approval are
requied
110 06.604  1.1.4.6 71477247 B

During loading and unloading, are provisions other than those of ADI
applicable? If so, which?

A
B

No, everything is governed by ADN

Yes, thelocal requirementsf-the-competentauthority-are
applicable for instance the port regulations

Yes, local requirements, but only if the river or port police maki
request to this effect

Yes, the port regulations, if their provisions are posted at the p
entry clearly and legibly for the crews of incoming vessels
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11006.605 7.1.4.9,7.2.4.9 B

Can dangerous goods be tratgpped from one vessel to another?
A No
B Yes, with the authorization of the competent authority

C Yes, but only if the vessel receiving the traafgpment does not
have other dangerousaps on board

D Yes, if both the vessel unloading and the vessel loading the
dangerous goods have given their express consent

11006.606 1.1.4.1 B

According to the requirements of ADN, what packages containing
dangerous goods may not be transported?

A Packages for transport not authorized by the competent police

B Packages not meeting the requirements of international regula
on dangerous goods

C Packages with a packaging thickness of less tham 2
D Fireworks

110 06.607 8.3.1.1 A

A vessel icarrying infectious substances of class 6.2. Are persons wl
are not members of the crew, who do not normally live on board or w
are not on board for official reasons authorized to be on board?

A No

B Yes, but only if the dangerous goods are loadedwdkxk and if
the hatchway openings are closed

C Yes, under the special provisions for class 6.2 applicable to su
substances, the vessel is not subject to the provisions of 8.3.1

this case
D Yes, provided there is a special authorization from a edemp
authority
110 06.608  CEVNI, article 1.02, para. 4 A

Who is responsible on board for the vesSelarking with blue
cones/lights?

A The master

B The consignor

C The loadingunloading company
D The shipping company
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110 06.609

CEVNI, article1.02, para. 4

B

A vessel has a blue cone/light marking. Who is responsible for remo\
this marking?

A The consignee

B The master

C The expert who issued the certificate attestingfgses condition
D The shipping company

110 06.610

Deleted(30.09.D14)

110 06.611

Deleted(07.06.2005)

110 06.612

3.2, Tables Aand C

Which regulations contain the provisions relating to the marking of
vessels carrying dangerous goods?

A CEVNI or national regulations based on CEVNI, as well as AD
B CEVNI or mational regulations based on CEVNI, as well as ADI

C The vessel does not require any marking; on the other hand, tt
packages should bear danger labels in accordance with part 5
ADN

D An finternational regulatioin accordance with 1.2.1 of ADN

110 6.0-13

Deleted

110 06.014

CEVNI, article 1.02, paragraph 4

Who is responsible on board for the application of the requirements ¢
ADN during the transport of dangerous goods?

A The river police

B The shipmeris consignee
C The navigation service
D

The master
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110 06.015 3.2, Table A and Table C, 7.1.5.0, 7.2.5.0 B
CEVNI, article 3.14

How can you tell if your vessel should bear fh&ue cone/light
marking?

A From the diagram in 9.3.1.15.2
B FromTable A and 7.1.5.02, drable C and 7.2.8.

C From the checklist under 8.6.3
D From the certificate of approval

11006.6016  7.1.4.9,7.2.4.9 B

When can a cargo be traskipped onto another vessel outside a trans
shipment place approved for this purpose?

A There are no special requiremeimtshis regard

B When the competent authority has authorized it
C During transshipment in a harbour

D When it is done away from residential areas

110 06.617  Basic general knowledge C

A tank holding 50,000 litres of gasoline/petrol is att@ The
temperature rises to 2. The expansion coefficient of the
gasoline/petrol is 0.001 per °C.

How much gasoline/petrol is now in the tank?
A 50,005 litres
B 50,050 litres
C 50,500 litres
D 50,000 litres

11006.018 7.1.4.9,7.2.4.9 B

A vessel loaded witdangerous goods cannot continue its voyage. Thi
cargo has to be trarshippedonto another vessebutsidea handling
facility . What are the requirements of ADN in this case?

A The cargo can be traishipped on site

B The transshipment can only take plaeéth the authorization of
the competent authority

C Transshipment is strictly prohibited

D Transshipment may take place only in a harbour basin
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110 06.019  CEVNI, article 8.01 C

Under CEVNI or national regulations based on CEVNI,fAbBe not
appoacto signal is:

A Only a sound signal

B Only a light signal

C A combined sound and light signal

D Waving of the red flag (distress signal)

11006.620 7.1.5.4.27.25.4.2 B

Berthed vessels for which marking is prescribed undefmaleA or C
must(if not exempted by the competent authorajvays have:

A A rowing boat berthed next to the vessel
B An expert in accordance with 8.2.1.2 on board
C An onshore guard

D A link with the nearest traffic control post

11006.621 7.1.5.43,7.2.5.43 B

Your vessel has a blue cone. What distance must you maintain wher
waiting before a lock or a bridge?

A 50m
B 100 m
C 150 m
D 200 m
110 06.622 7.1.5.43,7.2.5.43 C

Your vessel has two blue cones. What distance must you maintain w
waiting before dock or a bridge?

A 50m

B 100 m
C 150 m
D 200 m
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11006.623 7.1.5.4.2,7.2.5.4.2 D

What must vessels carrying dangerous goods permanently have on t
when berthedif not exempted by the competent authdtity

A A look-out on the shore

B Contad with the nearest traffic monitoring station
C An evacuation boat with oars at their side

D An expert in accordance with 8.2.1

11006.624 7.1.4.7.1,7.2.4.10.1, 8.6.3 B

What is the purpose ofthe means of evacuation referred to in ADN in
loading and unloading stations for dangerous goods

A To allow the police to board the vessel

B To allow personson board to move from danger to safety
C To make it possible to reduce a leak in the cargo
D

To allow staff of the handling facility to move to safety on
board in the eventof an incident

11006.625 7.1.4.7.1,7.2.4.10.1, 8.6.3 A

Why must means of evacuation be available at loading and unloading
stations for dangerous good3

A To make it possible to leave the vessel in an emergency
B To allow the river police to board the vessel

C To allow the vessel to be unloaded more quickly in the event o
an incident

D To allow small/initial fires to be tackled in time

110 06.026  1.4.2.2.1(d), 1.4.3.1.1(f), 1.4.3.3(q) B

Who is responsible for ensuring thathe prescribed means of
evacuation are available at alangerous goodsoading station?

A The owner of the port facility

B The loader or filler, together with the carrier
C The river police
D

The consignor or the consignee

GE.1618936 39




ECE/TRANS/WP.15/AC.2/2017/1

General

Examination objective 6: Loading, unloading and transport

Number Source Correct answer
110 06.627 1.4.2.2.1(d), 1.4.3.1.1(f), 1.4.3.3(q) D
Who is responsible for providing the means of evacuation at a
dangerous goods loading statigh
A The navigation administration
B The owner of the port facility
C The filler or unloader
D Primarily the filler, together with th e carrier
11006.628 1.4.2.2.1(d), 1.4.3.7.1(g) D
When must the carrier provide a second means of evacuation for the
unloading of UN No. 12037
A Always
B Never
C With the lifeboat, a second means of evacuation is always
available
D When the unloaderhas only provided one means of evacuatior
11006.629 7.1.4.7.1,7.1.4.77, A
You want to unload a cargo of dangeoussubstanceUN No. 1208 in
tank-containers at an unloading facility that has no means of
evacuation. What must you ddefore beginning b unload?
A Request authorization from the competent authority before
unloading
B Nothing. You unload as planned. The lifebotis enough
During the voyage, you purchase a lifejacket for each member
of the crew.
D You inform the firefighters responsiblefor the unloading
procedure.
11006.630 7.2.4.10.1,7.2.4.77 B

A petroleum products unloading station has no means of evacuation.
When can you begin to unload your tankvesse?

A When you have received the approval of the consignee
B In no case

C When you have launched the lifeboat

D

When you have received authorization from the person in
charge of the shore facility
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11006.631 1.2.1 B

What does a protection area on board a vessel consisfof
A A guardralil

B A water spray system

C Movable bulkheads

D A safe haven

11006.632 1.2.1 C

For how long must an onboard protection areaprovide protection
from risks associated withthe cargad?

A 15 minutes
B Half an hour
C An hour

D Until the cargo is consumed

11006.633 1.2.1,7.1.4.77,7.2.4.77 A

When is the lifeboat sufficient as the only means of evacuation during
the loading or unloading of dangerous goods

A Never
B Always
C Only for dangeroussubstances of Class 2

D When it is made from fire resistant material

110 06.634  7.2.4.77,3.3.2 Table C C

A tank-vesseht a loading stationneeds to load dangerous substance
UN No. 1830SULPHURIC ACID containing more than 51% of acid.
An escape route is available outside the cargo area. Is an additional
means of evacuatiomecessary

A Yes
B Yes, depending on the weather conditions
C No
D

No, depending on the number ofpersonson board
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110 06.635

7.1.4.77,3.2.1 Tabl&

C

A dry goods vessel is carryingJN No. 1365 COTTON; WET.Which
means of evacuation are not authorize?l

A

An escaperoute outside the protected area and a safe haven o
board the vessel at the opposite end

An escape route inside the protected area and a safe haven ol
board the vessel in the opposite direction

One or more evacuation boats

A lifeboat and an evacudion boat
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110 07.601 5.4.1.1,8.1.2.1 B

For any dangerous googsesentedor carriagein accordance with ADN

a document duly filled in and issued by the consignor ineginboard. It
includes all the information that is required under part Seample, the
proper name of the goods, the bmber/substance identification numbe
the class and, where assigned, the packing group.

What is this document called?

A Spedal bill of lading

B Transport document

C Instructions in writing

D Dangerous goods manifest
110 07.602 Deleted(03.12.2008)

110 07.603 5.4.1.1,8.1.2.1 A

What is the purpose of the transport document under ADN?

A To identify dangerous goods cadiander ADN

B As proof of delivery

C As proof of approval of a vessel for the carriage of dangerous go
D As a basis for calculating freight surcharges for dangerous good:

110 07.604 5.4.1.1 A

What information on the transported dangerous goods apgstar in the
transport document?

A The information required under 5.4.1

B The indications mentioned in CEVNI or in national regulations be
on CEVNI

C Only the indications on action to be taken in case of fire

D The indications provided by the manufa@r of the dangerous
goods on the physical and chemical properties of the goods

110 07.605 5.4.1 C

Under ADN, of the following information, which must appear in the
transport document?

A The address of the manufacturer of the goods
The European vasl number

B
C The name and address of the consignee(s)
D

The expiration date of the certificate of approval
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110 07.606

541

C

Under ADN, of the following information, which must appear in the
transport document?

A The address of the manufartr of the goods and the information
given by it on the physical and chemical properties of the goods

B The European vessel number, the number of the \@8s$sspection
certificate and the number of the certificate of approval

C The proper name of thgoods, the UN number or the substance
identification number and where assigned, the packing group

D The expiry date of the certificate of approval

110 07.607

5.4.3.2

Is it the masteés duty to ensure that all the crew members concerned ar
informed of the instructions in writing?

A No, as each crew member must, before loading, inform himself ¢
the contents of the instructions in writing

B No, guidance regarding the dangers that may arise should be gi
before loading by a representativetiod shore facility

C Yes, otherwise the persons-board would not be able to react
properly in the event of an incident

D Yes, but only if the instructions in writing have to be returned to t
representative of the shore facility after the loading

110 07.608

8.1.2

Some documents must be-baard during the transport of dangerous goc
Which of the following documents are among those that must ‘bearu
under ADN?

A The general technical requirements

B The transport document

C The licensingegulations

D A map of the route of the voyage (most recent)

110 07.609

5.4.3.2

Who must provide the master with the instructions in writing that must t
onboard during the transport of dangerous goods by inland water trans

A The customsesvice

B The carrier

C The consignor

D The manufacturer of the goods
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110 07.610

1.16.2.1 C

Who issues the certificate of approval?
A The competent police bodies

B A classification society recognized by all the Contracting Parties
the ADN agreerent

C The competent authority of a Contracting Party to the ADN
agreement

D The port authority competent for the loading of the vessel

110 07.611

8.1.84 C

What is the maximum period of validity of a certificate of approval, not
counting extensions?

A Two years
B Three years
C Five years
D Ten years

110 07.612

5.4.3 D

As an aid during an accident emergency situation that may occur or ari
during carriage, the carrier has to present a document to the master be
loading begins. The master mussare that all crew members understanc
the content of this documeandare able to apply it correctly. The master
must also ensure that the documeneglily available in the wheelhouse.
What is this document called

A The ADN manifest
B The certifiate of approval
C The transport document

D The instructions in writing

110 07.613

543 C

Which document sets out the action to be taken in case of an accident
incident?

A The certificate of approval

B CEVNI or national regulations based on CEVNI
C The instructions in writing
D

The transport document
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110 07.014

14221543

B

Who is responsible for making the instructions in writing available to the
master?

A The port authority competent for the loading
B The carrier

C The consignor

D The manufacturer of the goods

110 07.615

543.1

What is the purpose of the instructions in writing covered by 5.4.3.1 of
ADN?

A To replace the transport documents required under 5.4.1

B To provide instructions on action to be taken in emergencstsits
resulting from an accident

C To provide instructions on measures to observe for the stowage
dangerous goods

D To provide instructions for officers or officials who check the ves:
when it is carrying dangerous goods (police, customs service)

110 07.016

Deleted(03.12.2008)

110 07.617

5.4.3.1

An accident has occurred with dangerous goods. Which document sets
the urgent actions to be taken, if they can be taken safely in practice?

A The certificate of approval
B The instructions invriting
C Part 1 of ADN

D The transport document

110 07.618

5434

Which document describes the types of danger that may arise in exceg
situations during carriage of certain dangerous goods?

A The navigation certificate
B The instructionsn writing
C The certificate of approval
D Part 2 of ADN
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110 07.619 5.4.3.2 C
The instructions in writing must be in which languages?
A In German and French
B In English, German, Dutch and French
C In one of the language(s) that the mastertardexpert can read anc
understand.
D In an official language of at least one Contracting Party of the AL
agreement
110 07.620 5.4.3.1 B

When a vessel is transporting dangerous goods, where and how shouls
instructions in writing be kept eboard?

A In my accommodation, with my licence

B In the wheelhouse, in a readily available location
C As a sticker on the hull or the tank in question

D In a specially marked envelope in the wheelhouse

110 07.621 5.4.3.2 C

Who is responsible for ensng that the crew understands the instruction:
writing and applies them correctly?

A The expert

B The place of loading of the dangerous goods concerned
C The master

D The consignor

110 07.622 5.4.3.2 C

The master is responsible for ensuring thatinstructions in writing are
understood and can be carried out by whom?

The personnel on land at the place of unloading

B The consignee of the goods
C The members of the crew concerned
D The personnel on land at the place of loading
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110 07.023 5.4.3.2 A

A vessel is transporting dangerous goods. What is the master responsi

ensuring?

A The master is responsible for ensuring that the members of the ¢
concerned understand the instructions in writing and are capable
carryingthem out properly

B Under ADN the master has no special obligations related to the
carriage of dangerous goods

C The master has no obligations, as the members of the crew are
responsible for informing themselves of the content of the
instructions in writiny

D The master is under no special obligation to inform the crew whe
the vessel is specially fitted out for the dangerous goods being
carried

110 07.624 Deleted(03.12.2008)
110 07.625 5.4.3.3 A

When must you become aware of the content ofrtsteuctions in writing?

A Before the start of loading

B At the first opportunity after the vessel sets off

C Immediately after an accident or incident

D Immediately before unloading the dangerous goods in question

110 07.626 5.4.3 C

Which accompanyig document describes the dangerous characteristics
the dangerous goods carried?

A

B
C
D

The certificate of approval
The ADN certificate
The instructions in writing

The shigs certificate
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110 07.627 5.4.1.4.1 C

When dangerous goods are transpiftom the Netherlands to Austria, th
entries made in the transport document presented by the consignor mu
in what language(s) at least?

A Dutch

B German and Dutch

C Dutch and additionally in German, French or English
D German and French

110 070-28 5.4.3.1 B

What is done with the instructions in writing?
A They should be returned after the unloading

B During carriage they should be kept in the wheelhouse

C Once they have been read, they are to be returned to the cargo
transfer station

D If possible, they are to be returned quickly to tumsignee of the
cargo

110 07.629 5.4.3.1 C

Where must the instructions in writing be kept?

A In the wheelhouse and the accommodation
B In the accommodation
C In the wheelhouse
D In the cargo a&a and in the wheelhouse
110 07.630 5.4.3 A

Which document describes the actions to be taken in the event of an
accident or an incident?

A The instructions in writing
B The stowage plan

C The transport document
D The checklist ADN
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110 07.631

5.4.3.3

A

The members of the crew are responsible for finding out about the actic
be taken in the event of an accident or an incident with dangerous goot
Which document describes this action?

A The instructions in writing
B The checklist ADN

C The transport document
D The bill of lading

110 07.632

Deleted(03.12.2008)

110 07.633

Deleted(03.12.2008)

110 07.634

5433

Where can the crew read which measures must be taken in the event ¢
accident or an incident?

A In the transpd document
B In the navigation certificate
C In the checklist

D In the instructions in writing

110 07.635

1.16.13.28.1.8.7

A vessel has been damaged. What authority is authorized to withdraw |
certificate of approval?

A The river police
B The authority that issued the certificate of approval
C The port authority

D The fire service

110 07.636

1.16.1.3.1 (b)8.1.9.1 (b)

After sustaining damage, a vessel no longer meets the requirements ol
of ADN and is issued with a provisionatificate of approval. How long is
this certificate valid?

A One year

B One semester

C Three months

D For just one voyage, and for a specified cargo
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110 07.637 5.4,1.1.18 D

In which document must it be mentioned that the substance careieehts
a danger for the environment?

A In the certificate of approval
B In the classification certificate
C In the instructions in writing
D In the transport document

110 07.638 Deleted (20/03/2013)
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Number Source Correct answer
110 08.601 Basic general knowledge B
For carriage of certain dangerous goods, the protection equipment und
8.1.5.1 is not sufficient. How does the master find out which additional
protection equipm& must be on board?
A By-asking-colleagudde information is in the measurement
certificate
B From the additional information provided by the consignor (e.g. t
safety data sheet)
C It is for masters to decide the exact composition of the equipomer
the basis of indications in the transport document and their own
experience
D It is noted in the certificate of approval in the section marked
fimiscellaneous
110 08.602 Basic general knowledge B
Your arm has come into contact with a corrosivestatice. What is the firs
thing to do?
A Call the doctor
B Rinse the arm carefully with water, remove clothing
C See if the arm becomes red, then decide
D Treat the arm with cool packs
110 08.603 Basic general knowledge B
When the filling pipes wereistonnected, some diesel fuel landed on yot
arms. What do you do?
A Let it dry in the air
B Remove clothing, wash the arms with soap and water
C Nothing, as diesel fuel is harmless
D Call a doctor
110 08.804 Basic general knowledge C

A vessel is caging dangerous goods. There is an accident on the deck
a person has been injured. What is the first thing to do?

A Inform the shipping company
B Block off the place of the accident

C Keep calm and assess the general situation. Administer first aid
while keeping your personal protection gear on

D Inform the police
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Number Source Correct answer

110 08.805 Basic general knowledge A

A vessel is carrying toxic substances. Following an accident on the dec
the vessel with this substance, there has been personal injury. WHeat is
first thing you do?

A Put on protection equipment and remove the injured from the da
area

B If possible, seal the leaks
C Activate thefiDo not approaabsignal
D Read the instructions in writing

110 08.606 Deleted(03.12.2008)

110 08.807 Basdc general knowledge A

When the vessel is damaged large quantities of readily flammable liqui
are spilled into the water. Are there any resulting hazards?

A Yes, at the surface, gas/air mixtures may form and can catch fire
lead to explosions at wefar away locations

B No, as the spilled liquid evaporates immediately, the liquid in the
water produces no hazard

C No, the dangerous goods mix with the water; there is thus no ha

D No, at first the water is polluted, but it becomes pure again as thu
readily flammable liquid separates from the water by evaporatior

110 08.608 Basic general knowledge D

A hand extinguisher no longer has its safety pin. What should be done
the extinguisher?

A No action is necessary, its extinction capacithéssame after a
short use

B Nothing, the pressure of the @@nk remains the same even if the
extinguisher has been used once

C The hand extinguisher should have a stickiig longer for use with
anything but small fires

D The hand extinguisher shoulé bnmediately replaced or checked
by a person accredited by the competent authority
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Number
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Correct answer

110 08.609

Basic general knowledge 5.4.3.4

A

What must the master do immediately following an accident or incident
involving dangerous goods?

A Take the measuresdicated in the instructions in writing
B Inform the consignee or consignor

C Inform the press

D Make appropriate notes in the service book

110 08.610

8.1.4

A vessel icarryingdangerous goods.

Thevessekhould have at least how many additiorahth extinguishers
containing esuitable fireextinguishing agent for fighting fires involving th
dangerous goods carrigd

A From one to eight additional hand extinguishers, depending on tl
danger presented by the dangerous goods carried. The number
indicated in the instructions in writing

B At least two additional hand extinguishers

C One additional hand extinguisher installed at a visible place easi
accessible from the wheelhouse

D Three additional hand extinguishers, to be distributed everthgin
cargo area or the protected area of the vessel

110 08.611

13224

What group of people entering the hold, or in the case of tank vessels,
certain belowdeck spaces, is authorized to wear a-selftained breathing
apparatus operating withrgssurized air?

A Persons trained in the handling of such devices and physically a
to bear the additional constraints

B All members of the crew
C Only holders of the ADN specialized knowledgertificate

D Any member of the crew who has undergone ABGQigxrtion
training
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110 08.612 8.3.4 C

A vessel is carrying dangerous goods. Is smoking permitted on board?
A Only on board container vessels and open-fygank vessels
B Only on unladen vessels

C Smoking is prohibited on board. The prohibitiaed not apply to
the accommodation or the wheelhouse, provided their windows,
doors, &ylights and hatches are closed

D In the transshipment zones smoking is prohibited, however when
under way it is allowed

110 08.6013 8.3.4 D

How is the prohibition o smoking on board made known?

A Verbal notification by the master to all those on board

B Not at all, as it is governed by ADN

C By a regulation issued by the competent authority

D By notice boards located at appropriate places on board

110 08.6014 8.16.1 A

You learn that it has been over two years since the last time your
extinguishers were checked. What measure should you take?

A Check the extinguishers immediately, or replace them with
extinguishers whose inspection certificates are still valid

B The fact that the expiry date has passed poses no problem until
end of the voyage

C Wait until the shipping company provides a new extinguisher

D A period of one half year is allowed after the expiry date. During
period the extinguishers can be leged or checked

110 08.615 8.1.6.1 C

How often should the extinguishers on your vessel be checked?
A At least once a year

B At least once every three years

C At least once every two years
D

Each time the certificate of approval is extended, or ifisuc
extension is not necessary, each time thefslugrtificate is
extended
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Number Source Correct answer
110 08.016 8.1.6.1 General knowledge D
How can you check that an extinguisher has been checked?
A Using a manometer
B By the indications of the pressurized gas car&ridg the inside
C By the colour of the inspection plate
D By the poof of inspection affixed on thextinguisher and the intact
seal located on thectivation handle
110 08.017 Basic general knowledge A
]\C(Vh’()ere should you be located with the extirsipgir when you are fighting a
ire?
A With the wind at your back as you face the fire
B With the wind at your front as you face the fire
C At a distance of at least seven metres from the fire
D To the side of the fire, to be able to observe how it spread
11008.618 7.1.3.51.2,7.2.3.51.2 A
In the protected area and in the cargo area, the use of movable electric
cables is prohibited. Is it permissible to use gangway lighting in this zor
A Yes, the prohibition is not applicable to electric cables fo
connecting signal lights or gangway lighting, provided the socket
permanently fixed on board the vessel close to the signal mast o
gangway
B No, the prohibition allows no exceptions
C Yes, the prohibition is applicable only to cables of a lengtiess |
than 5 m
D No, the prohibition is applicable only to circuits of otV
110 08.019 Basic general knowledge C

What purpose is served by connecting a grounding cable to a tank duri
filling?

A To provide mass for safety against overfilling

B To supplement the grounding of the accumulator
C To discharge static electricity
D

To reduce the friction between the tank wall and the liquid
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110 08.620

8.1.6.1 C

How often do the extinguishers have to be checked?
A Only after use

B Annually

C Evely two years

D When the certificate of approval is renewed

110 08.621

8.1.4 D

A vessel is carrying dangerous goods.

In addition to the fireighting appliances prescribed in the general techn
requirements, under ADN the vessel should be equipjithdatMeast two
additional hand extinguisherBhe fire-extinguishing agent contained in
these extinguishers should be suitdblefighting fires involving the

dangerous goods carriedihich-paragraph-contaighere in ADN can

this requiremenbe found?

A In section1.2.1
B In section5.1.4
C In subsection9.2.0.40
D In section8.1.4

110 08.622

8.3.4 A

A vessel is carrying dangerous goodéatpartefVhere in ADN-sets-out
is the requirement to post no smoking sigesout?

A In section8.3.4
B In section1.2.1
C In section5.1.4

D In Chapter 3.2, Table A

110 08.623

7.1.3.1/7.23.1 D

You have to immediately enter a closed space where there is a lack of
oxygen. What must you absolutely do?

A Wear a lifesaving appliance

B Activate the stripmg pumps

C Open the hatchway cover for 1 minute
D

Wear a selcontained breathing apparatus
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110 08.824 Basic general knowledge C

How can the mechanical production of a spark occur?
A By static electricity

B By a short circuit

C By metal strikingmetal

D By raising the temperature

110 08.625 Basic general knowledge C

What raises the risk of electrostatic charge?
A Air bubbles in liquid

B Liquid in free fall

C Heating of a liquid

D Stirring a liquid

110 08.626 9.1.0.74,9.3.1.74, 9.3.2.7438B.74 C

Where must ashtrays be provided?

A Only in the accommodation

B Only in bedrooms

C Close to each exit of the accommodation and the wheelhouse
D There is no obligation to provide ashtrays

110 08.627 8.1.4 B

In addition to the firefighting gppliances prescribed by the general
technical requirements, vessels subject to ADN must have additional h
extinguishersuitable for dangerous good&t least how many?

A 1
B 2
C 3
D 4
110 08.828 Basic general knowledge A

Which fire-fighting sulstance is also calldiiry iced?
A CO,

B AFFF

C Halon 1301

D Spray foams
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110 08.829 Basic general knowledge D

Why should the masks known as filter masks never be used in closed
spaces?

A They do not provide full face protection

B They do not protet against toxic gases

C They protect only against explosive gases

D They are dependent on the oxygen content of the ambient air

110 08.030 Basic general knowledge A

How does a powder extinguisher work?
A Essentially by negative catalysis
B Essentialy by blocking oxygen

C Essentially by cooling

D Essentially by isolating oxygen

110 08.031 Basic general knowledge C

You have to go into a space where smoke is being produced. What pel
protection equipment should you choose?

A Wet towels

B A breahing apparatus (dependent on ambient air)

C A breathing apparatus (independent from ambient air)
D A dust mask

110 08.032 Basic general knowledge B

What protection is meant liappropriate eye protection
A Simple eyeglasses

B Protective goggles

C A half-mask

D A dust mask

110 08.033 Basic general knowledge B

Where should crewmembers on deck go as quickly as possible if a gas
cloud leaks out?

A To a place in the direction of the wind

B To a place in the direction against the wind
C The engine rom

D The accommodation
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110 08.634 Basic general knowledge A
What can filter masks be used for?
A Work on the deck
B Work in a cargo tank when the gas concentration is under 50%
volume
C To enter ballast tanks
D For work in closed spaces
110 B.0-35 Basic general knowledge B
For what work can filter masks be us&hout having previously checked
the oxygen content?
A Work in cargo tanks when the gas concentration is under 50% fr
the lower explosive limit and when there is sufficientgedy in the
cargo tank
B Work on the deck
C Work in the cofferdams
D Work in the wing tanks
110 08.036 Basic general knowledge C
Where or how should absorbent filter masks not be used under any
circumstances?
A On the deck
B As a life-saving appliance
C In closed spaces
D As an escape mask
110 08.037 Basic general knowledge A

What is the only equipment to be used when entering spaces with oxyc¢

levels
A

B
C
D

under 21%7?

A self-contained breathing apparatus
An ABEK filter mask

A P3 filter

A half-mask with a wrapped filter
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110 08.038 Basic general knowledge C

What extinguishing agent is suitable for fighting a gasoline/petrol fire?
A An extinguishing cover

B Sand
C Extinguishing powder
D Water
110 08.039 Basic general knowledge A

A handextinguisher is marked for use with fire class C. The extinguishe
particularly suited for fighting:

A A gas fire

B A light metal fire

C A solid embers fire
D A liquid fire

110 08.640 Basic general knowledge A

What extinguishing agent is suitalfte fighting fires in live electrical
facilities?

A CO,

B Foam

C Extinguishing covers
D Water

110 08.641 Basic general knowledge D

Which statement is correct?

A Oxygen is flammable

B Oxygen is explosive

C Oxygen is toxic

D Oxygen is conducive to comstion

110 08.642 Basic general knowledge C

For a fire to occur, three factors must be present. Which of the followin
not among them?

A Fuel
B Ignition source
C Nitrogen

D Oxygen
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110 08.643 Basic general knowledge D

When is it not apropriate to use an NBC powder extinguisher?
A When fighting gasoline/petrol and gas fires

B When fighting electrical fires

C When fighting solid material fires

D When fighting metal fires

110 08.644 Basic general knowledge C

Why is hosing down with ater used to fight fires?

A It is suited for all fires

B The person extinguishing the fire has to remain wet

C The fire can be extinguished better thanks to the cooling effect
D The fire extinction is better directed

110 08.645 Basic general knowledge D

Your vessel is loaded with toxic substances. It is damaged and some ¢
leaks. What is the first thing for the master to do?

A Turn off the blue light and remove the blue cones
B Read the written instructions

C Inform the consignee

D Activate thefiDo not approactisignal

110 08.646 Basic general knowledge B

Why is hosing down with water used in fighting a fire?
A The water has a great mechanical effect

B The water has a good cooling effect

C Little water is required

D The fire extinction is direed well

110 08.647 Basic general knowledge A

What is the most appropriate fifighting equipment for extinguishing a
fire in a fuse box?

A CG,

B Water mist
C Foam

D Water
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110 08.648 Basic general knowledge C

How can you best check whethéifira is raging in a closed space?
A Open the door

B Apply a thermometer

C Carefully feel the walls or door

D Wait

110 08.649 Basic general knowledge A

An accident occurs, causing personal injury. The person administering
aid must first pay attdion to what?

A Hazards to himself (the person giving aid)
B Whether the police have been notified

C Whether the victim is lying down and dry
D Whether the victim can be transported

110 08.050 Basic general knowledge A

A person is having difficulty lmathing because of a certain substance. W
is the first thing to do?

A Take the person in question outside into the open air
B Lie the person down in a calm place

C Call the doctor

D Give the person in question oxygen

110 08.651 Basic general knowledygy A

When someone on board has to be taken to hospitairdisdmga
dangerous substance, what do you send thiéperson?

A Information from the transport document on the dangerous subs
in question

B The service record
C Passport
D Personal guipment

110 08.052 Basic general knowledge C

How can toxic substances enter into the human body?
A Only through the respiratory tract

B Only through the nose and mouth

C Through the nose, mouth and skin

D Only through the mouth
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110 08.053 Bast general knowledge A

What is the first thing to do when someone loses consciousness?
A Loosen any tight clothing on the person

B Initiate mouthto-mouth resuscitation

C Put a blanket over the person

D Clear out the persds mouth

110 08.054 Basic geeral knowledge D

Why should clothing not be removed from a burn victim?
A The person could become cold

B The persoés clothing could be lost

C It would add to the persé@s pain

D To avoid making the wound bigger

110 08.055 Basic general knowledge D

What is generally the first thing to do when parts of the body have com
into contact with dangerous goods?

A Treat with a burn cream

B Go to an ambulance station

C Keep the parts of the body in question warm
D Rinse abundantly with water

110 08.656 Deleted(03.12.2008)

110 08.857 Basic general knowledge D

What must be done when acid has come into contact with a femmEs?
A Cover the eyes with dry gauze
B Cover the eyes with wet gauze
C Apply an ophthalmic ointment
D

Rinse abundantly with water
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110 08.058 Basic general knowledge D

What must never be done when a corrosive substance has been swallc
by someone?

A Give the person a glass of water to drink
B Give the person a glass of milk to drink

C Give the person a glass of water tonkwith two spoonfuls of salt
dissolved in it

D Induce vomiting

110 08.859 Basic general knowledge D

What is an example of first aid for burns?
A Apply a burn ointment

B Grease the skin

C Remove clothing

D Rinse abundantly with cold water

110 08.060 Deleted(03.12.2008)
110 08.861 Basic general knowledge C

What is the only thing to use to cool burns?
A Disinfectants

B Heavy water

C A lot of water

D A soapy solution

110 08.662 Basic general knowledge A

What describes a loss of consciousfes

A The victim does not react, or hardly reacts
B The victim looks blue

C The pulse and breathing have stopped

D The victim is no longer breathing

110 08.663 Basic general knowledge D

How are eyes treated that have been in contact with dangerous?good
A Padding them dry
Having the victim drink milk

B
C Rinsing abundantly with saline solution
D

Rinsing abundantly with water
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110 08.864 Basic general knowledge

C

A person has swallowed a toxic substance. How do you treat the persc

board?
A You pump the persds stomach
B You give the person some stomdahlets
C You have the person drink a lot of water
D If it was an acid, you have the person drink a base, and vice vers
110 08.865 Basic general knowledge C
What first aidshould be administered when consciousness is lost?
A Calm the person who has fainted, and cool the person
B Seek out the cause and take steps to avoid further loss of
consciousness in the future
C Put the person in a position lying on one side to avoitiyagation,
and check thahe victim continues to breathe
D Make the person breathe and/or provide the person with oxygen
110 08.666 Basic general knowledge C
Whatactionshould beaken ifvictims who have swallowed corrosive
substancekse consciosness?
A In all cases, induce vomiting
B In some cases, induce vomiting
C Never induce vomiting
D Administer acid
110 08.867 Basic general knowledge D

What do you do in the event of an accident involving electricity?

A

B
C
D

Wait for an expert to arrive
Think only of your own safety
Try to reduce the voltage

Try, safely, to turn off the current
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110 08.868 Basic general knowledge B

What are the basic rules when providing first aid?

A Assess the danger, do not consider material damage, loaiictim
directly at the place of the accident

B Assess the danger, determine the state of the victim, if possible .
the victim on the spot, calm the victim

C Administer proper first aid, in no case give information to the poli
determine the state e victim, assess the danger

D Administerfirst aid, offer to help the police and the emergency
services personnel, notify othegssels

110 08.869 Basic general knowledge B

You assume that someone is in shock. What do you do?

A You let him coolhis head with a lot of water

B You do not let him cool himself or drink

C You have him lie down with something cool supporting his neck
D You have him run hard so that he remains warm

110 08.070 Basic general knowledge B

What is the purpose of firsta?

A Avoid disability

B Avoid more serious injury
C Put teaching into practice
D Self-affirmation

110 08.071 Basic general knowledge C

What is the first thing you do when treating a burn?
A Apply powder

B Cover in blankets

C Cool with water
D

Cover wth grease
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Number Source Correct answer
110 08.672 Basic general knowledge C
A person has been injured by a dangerous shipment. In this case what
documents should you have him give the doctor?
A Passport
B The service record
C Information from the transport document on thegkrous substanc
in question
D The certificate of approval
110 08.073 8.1.5.3 B
A pusher tug is pushing four pushed barges. Two barges are loaded wi
corrosive substances of class 8. Where should the special equipment
kept?
A On all four barges
B Only on the pusher tug
C On the two barges loaded with dangerous substances and on th
pusher tug
D On at least one of the barges
110 08.674 8.1.5.1 D
For whom must there be appropriate-kf@ving appliances on board?
A For persons on board who dot hold an ADN certificate
B Only for the crew
C For each member of the crew and for officials carrying out
supervisory functions
D For every person on board
11008.075 7.1.3.41.1,7.2.3.41.1 C

The use of fire or naked light is prohibited most plame®oard. Where car
fire or naked light be used?

A In the accommodation and the engine rooms
B In the engine rooms and service spaces

C In the accommodation and the wheelhouse
D In the engine rooms and the wheelhouse
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11008.676 1.3.2.2.4 C

A tankvessel is carrying dangerous goods. Access to certain areas bel
deck in the cargo area is only autlzed to persons with a breathing devic
independent of the ambient air. Which persons are aaétbtd wear such
breathing devices?

A Only holders of aertificate of special knowledge of the ADN
B All members of the crew

C Persons trained in the usktbese devices and physicadiple to
deal with the additional constraints

D All members of therew who have followed an NBC training
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Number Source Correct answer
110 09.601 9.1.0.93.2,9.2.0.93.2,9.3.3.13.2 C
On what basis should the basic values for the stability calculation
determined?
A Only by means of an inclining experiment conducted when"
vessel is fully loaded
B Only by means of an inclining experiment conducted before
vessel is equipped
C By means of an inclining experiment or detailed mass and
moment calculation
D Only by means of a calculated inclining experiment
110 09.002 9.1.0.93.2,9.2.0.93.3.3.1.13.2,9.3.2.13.2,3.3.13.3 A
What is the purpose of the intact stability calculation?
A To provide proof of sufficient stability for all stages of loadin
of the vessel
B To provide proof of sufficient stability solely fahe vessel
loading stage
C To provide proof of sufficient stability solely when the vesse
loaded with containers
D To provide proof of sufficient stability solely when the vesse
loaded to less than 50% of the maximum draught
110 09.003 9.1.0.952,9.2.0.95.2,9.3.3.15.2 D

After damage, at the stage of equilibrium (final stage of flooding),
what is the maximum permissible angle of heel of a dehblke

vessel?

A 6 degrees
B 8 degrees
C 10 degrees
D 12 degrees
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110 09.604 9.1.0.95.3 B

At the stage of equilibrium (final stage of flooding), what is the
maximum permissible angle of heel of a douidl cargo vessel
conforming to the additional construction rules set forth in ADN an
loaded with containers which have not been secured?

A 3 degees
B 5 degrees
C 6 degrees
D 12 degrees

110 09.605 7.24.21.3 C

The maximum permissible degree of filling of the tank according t
3.2.3.2 table C is 95%, the relative density of the cargo to be load:
2. The maximum permissible relative densitcording to the
certificate of approval is 1. However, the substance appears in the
vessels substance list. The vessel has 4 cargo tanks. What filling |
admissible?

A 95% for all cargo tanks

B Cargo tanks 1 and 3 at 95% and cargo tanks 2 and 4 empty
C All the cargo tanks at 50%
D

All cargo tanks empty since carriage of the substance is not
allowed

110 09.606 General knowledge B

While going through a curve, centrifugal force causes the vessel t
significantly. How can the list be reducedameliable way?

A By steering in the opposite direction
B By reducing speed

C By increasing speed
D

By reducing the radius of the turn

GE.1618936 71



ECE/TRANS/WP.15/AC.2/2017/1

72

General

Examination objective 9: Stability

Number Source Correct answer
110 09.607 7.2.3.15 D
The principal master responsible for a convoy is the only expert ol
board. The motorizedhk vessel has been unloaded but not yet
degassed. The tank barge has to be unloaded in a service installa
Is the motorized tank vessel allowed to leave?
A Yes, it is only required that one member of the crew who is
aware of the situation stays withettank barge
B Yes, if the principal master stays on board the tank barge a
expert and one of the other masters on board takes charge
the motorized tank vessel
C No, there must be masters who are also experts on board k
vessels
D Yes, if an expe is made available on the tank barge from th
shore who is responsible for loading and unloading as well
ballasting of the tank barge
110 09.608 7.2.3.20.1 C
A tank vessel, the tanks of which do not have a median longitudin
compartment, has take on ballast in the doubhaull spaces to
navigate on a canal. Is this operation allowed?
A No, ballasting of tank vessels with no median longitudinal
compartment is strictly prohibited
B Yes, if the ballast tanks are filled before loading
Yes, ifit has been taken into account in the intact and
damage stability calculationsr-exemption-is-mentionéd
| - o £ i | i
and this is allowed for the substance concerned
D Yes, if the ballast tanks are notigang any cargo
110 09.609 Basic general knowledge A
What effect does considerable length or short length have on the
stability of a vessel?
A Negative effect
B Positive effect
C Neutral effect
D Passive effect
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110 09.610 Basic general knowlegt B

By what calculation procedure is the common centre of gravity for
several bodies determined?

A Percentage calculation
B Moment calculation
C Buoyancy calculation

D Experimental calculation

110 09.611 Basic general knowledge B

What do you undetand byristability of a vessél?

A The capacity of the steel hull of a vessel to bamd then
return to its original form

B The capacity of a vessel to right itself from a listing position

C The solidity of the vessé hull in relation to the solidityfahe
material and to the wear and tear of the material

D The solidity of the transversal and longitudinal reinforcemer
in relation to the stress suffered by the veassealill

110 09.612 Basic general knowledge D

What may constitute a threat to ttability of a vessel?

A A large freeboard
B Slow speed in a curve
C A low centre of gravity

D Free liquid surfaces in the vessel

110 09.613 Basic general knowledge C

What improves the stability of a vessel?
A A high centre of gravity

B Small distace above the waterline
C A low centre of gravity
D

A small freeboard
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Number Source Correct answer
110 09.014 Basic general knowledge C

When does the intact stability of a double hull vessel have to be

checked?

A At every change of crew

B Every hour, based on fuel consumption

C Before every modification of the weight of the cargo

D Only at each planned visit to the shipyard

110 09.615 1.2.1,9.3.2.13.3,9.3.3.13.3 B

What makes up the damage control plan?

A The placement of extinguishers and other rescue measures

B All the closing devices which have to be closed during the
journey

C All the electrical installations which have to be switched off
the event of a leak

D The number of operations carried out to stop leaks

110 09.016 Basic general knowledge A

Where is thaveight of the vessel in its unloaded state indicated?

A In the documents concerning stability

B In the megatest

C In the certificate of approval

D In the certificate of inspection

110 09.617 General knowled D

Whatis thefresidual safety distano®f a vessel?

A The residual safety distance indicates the distance betweer
transvesal and longitudinal reinforcemenitsrelation-to-the
stress-suffered-by-the-vesEahull

B The residual safety distance indicaties force of the residual
lift of the veselt-marks-the-displacemeatused-by-the
submerged-structure

C The capacity of the vessel to keep above the water a part o
volume which displaces wateFhis-capacity-protects-the-vess

. : ik

D When the vessel is listing, the vertical distance between the
water level and the lowest point of the submerged side, abc
which the vessel can no longer be considered watertight
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110 09.018 Basic general knowledge A

What types of stabiy characterize intact stability?
A Stability of form and stability of weight

B Stability of the keel

C the flexing of the vessel

D the stability of the course

110 09.619 General knowledge C

What forces are determinant for the stability of the wina vessel?
A The level force of the central part of the vessel

B The angle of list of the vessel

C The forces of gravity Fand lift

D The angle of trim of the vessel

110 09.620 General knowledge D

What factor is determinant for the stabilityafiessel?
A Mass

B Lift

C The centre of gravity of the waterline

D The metacentre of the vessel

110 09.621 General knowledge C

What is the general effect of free surfaces on the stability of a ves
A Positive effect

B No effect

C Negative effect
D

Hardly noticeable effect
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120 02.601 7.1.3.31 B
A dry cargovessel is transporting dangerous goods in packages. M
portable strippig pumps running on liquid fuel be used outside the
protected area?
A No
B Yes, if the liquid fuel has a flashpoint of 36 or above
C Yes, if the hold hatchways are closed
D Yes, if the packages do not include goods of Class 1
120 02.002  9.1.0.11.1(a) B
By what should the holds dliry cargo vessels transporting dangerou:
goods be bounded fore and aft?
A Cofferdams
B Watertight metal bulkheads
Cc Pseudo cofferdams
D Wooden bulkheads
120 02.603 9.1.0.34.1 A
At what minimum distance from theatchway openings should the
exhaust outlets ahternal combustion engines be located?
A 2.00m
B 250m
C 3.00m
D 1.00 m
120 02.004 9.1.0.11.1 C

Each hold should be bounded fore and aft by bulkheads. How shot
these bulkheads be?

A Gastight

B Spra proof
C Watertight
D Dustproof
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Number Source Correct answer

120 02.605 9.1.0.11.3 B

A dry cargo vessel is transporting dangerous goods. May tarpaulin:
used to cover the hatchways of the holds concerned?

A No

B Only if the tarpaulins do not readily ignite

C Only if the dangerous goods are transported in packages
D

Only if an additional ventilator is installed in the hold to preve
the formation of water condensation

120 02.606 9.1.0.121 A

Dry cargo vessels transporting dangerous goods must in many cas
capable bventilating the holds mechanically. What capacity should
ventilators have?

A Together they should provide at least five changes of air per
hour based on the volume of the empty hold

B Together they should provide at least 10 changes of air per |
based on the volume of the empty hold

C There is no requirement in respect of ventilation capacity

D This depends whether the ventilator fan extracts air from the
hold or blows fresh air into the hold

120 02.607 9.1.0.32.1 C

May the double bottoms witth the hold area be arranged as oil fuel
tanks?

A No, this is prohibited
B No, unless specifically authorized by the competent authority

C Yes, provided that their height is not less than 0.60 m and th
the pipes and openings to such tanks do not peedtratholds

D Yes, provided that their height is not less than 0.50 m and th
the pipes and openings to such tanks do not penetrate the h
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Correct answer

120 02.608

9.1.0.40.1

D

Dangerous goods are being transported on a barge without its owr
means of propsion. Are fire pumps required on board?

A Yes, at least two fire pumps permanently installed
B No, no fire pumps

C Yes, at least one maridae or ballast pump in thprotected
area

D Yes, at least one fire or ballast pump

120 02.609

9.1.0.40.2

Engine rooms are provided with a permanently fixeddixgnguishing
system. From which point should it be possible to activate it?

A From a suitable location outside the premises to be protecte

B From the wheelhouse
C From the entrance to thegine room

D From the accommodation

120 02.610

9.1.0.40.1

With what should the piping of the fiextinguishing system be fitted
to ensure that no gases can escape from the cargo zone through: tl
extinguishing system into the accommodation ovise spaces?

A Alid
B A valve
C A stop valve

D A springloaded norreturn valve

120 02.611

9.1.041.2

What appliances may be used for cookimgboard dry cargo vessels
carrying dangerous good3

A Electrical appliances

B Gasfuelled appliances

C Appliances fuelled with liquid fuels
D

Appliances fuelled with liquid or solid fuels
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120 02.612 7.1.3.70.2 B

What minimum distance should be maintained betvisetgerous
substances or articles of Class 1 and aerials for electronic apparati

on baarddry cargo vesseldransporting-dangerous-godds

A 3.00m
B 2.00m
C 4.00 m
D 1.00 m
120 02.613 9.1.0.74.3 D

What should be provided close to each exit of the accommodation
the wheelhousen board a dry cargo vesgel

A A sign bearing théext: fiPlease close this door immediately

B A sign bearing the texfiMay be opened without theastefs
permission. After opening, close immediately

C A sign bearing the texfiDo not open without the maséer
permission

D An ashtray

120 02.6014 9.10.91.2 A

On dry cargo vessels conforming to the additional construction rule
doublehull vessels set forth in ADN, what minimum distance shoulc
respected between the sides of the vessel and the longitudinal bull
of the hold if no additionaleinforcements have been made compare
with the scantlings specified in the rules for construction published
recognked classification society?

A 0.80m
B 0.90m
C 1.00 m
D 1.10 m

120 02.015 Deleted (29.03.2012)

120 02.616 Deleted (29.03.2012
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120 02.617

9.1.0.91.3

C

On a doublehull dry cargo vessel conforming to the additional
construction rulesn doublehull vesselset forth in ADN, what should
the depth of the double bottom be?

A It should correspond to the width of the dablll space
B It should not exceed 0.50 m
c It should be at least 0.50 m
D It should be at least 0.60 m

120 02.018

9.1.091.1

How should the protected area of a dothuld dry cargo vessel
conforming to the additional construction ruteasdoublehull vessels
set forth in ADN be arranged?

A It should be built with doublaull spaces
B It should be built with doublull spaces and a double bottom

C It should be equipped with doubleill spaces and a double
bottom in the engine room

D It should & least be built with doubtaull spaces and a double
bottom, and doublaull spaces in the engine room

120 02.619

9.1.091.3

In dry cargo vessels conforming to the additional construction rules
doublehull vessels set forth in ADN and equippeithssuction wells
with a capacity of 0.04 fnwhat should the minimum space between
the bottom of the vessel and the bottom of the suction well be?

A 0.40m
B 0.50 m
C 0.30m
D 0.60 m

120 02.620

Deleted (2012)

120 02.621

Deleted (2012)

120 02.622

Deleted (2012)

120 02.623

Deleted (2012)
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120 02.624 9.2.0.34.1 B

Under ADN, on seagoing vessels complying with Chaptér II
Regulation 54, of the SOLAS requirements, where should the exha
pipe outlets be located?

A They should be locateatbt less than 1 m from the hold
hatchways

B They should be located not less than 2 m from the hold
hatchways

C They should always be located behind the wheelhouse

D They should be located not less than 3 m from the hold
hatchways

120 02.625 9.1.041.2 A

Under ADN, when are cooking appliances permitted in the wheelhc
of a dry cargo vessel?

A When the wheelhouse has a metal floor
B Such appliances are absolutely prohibited

C When the separation distance between the wheelhouse and
holds is at leasA m

D When the separation distance between the wheelhouse and
holds is at least 3 m

120 02.626 9.1.0.17.2 C

On board a dry cargo vessel, what provisions apply to accommoda
doors facing the holds?

A It must be windowless

B It must be sprugpto ensure that it can close immediately after
being opened

C A gastight closing appliance must be provided

D A watertight closing appliance must be provided
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120 02.627 7.1.41.17.14.13 A
Whichat previsiensstatementapplesy to the transpdrof goods of
Class 7, with the exception of UN N@&912, 2913, 2915, 2916, 2917
2919, 2977, 2978 and 3321 to 3333
A They mg only be transported by doubteill vessels
conforming to the additional rules set forth in ADN
B They may only be transpodédy vessels with steel hatchways
Pursuant to ADN, they may be transported either by single
or doublehull vessels
D They may only be transported by vessels with aluminium
hatchways
120 02.628 9.1.0.12.1 B
You-arereguired-to-transpeidngerais goods for which additional
ventilators are prescribetked to be transported¥eu-instat-two
pertable-ventilatordVhere should the extraction ducts be positionec
A The extraction ductshould be positioned at leastriabove the
bottom of the hold
B The extraction ducts should be positioned at the extreme en
the hold and>x@end down to not more than 5@m above the
bottom
C The extraction ducts should be positioned at the front of the
and extend down to not more than 50 mm above the bottom
D The extraction ducts should be positioned at the back of the
and extend down to not more than 50 mm above the bottom
120 02.629 9.1.0.20 D

You-are-havingOn board a dry cargo vessel with doubtheill spaces

and a double bottomay eenstructedYou-wishto-arrangdhe
doublehull space®e arrangedas ballast tankss-this-permitte@

A No, the doubléhull spaces serve as a safety area and should
therefore always be empty

B No, because if the doublall spaces were filled with water, th:
stablity of the vessel would be jeopardized

C Yes, since the doublleull spaces can be emptied3f minutes

D Yes, the doubkull spaces may be arranged for being filled
with water ballast
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120 02.630 9.1.0.40.3 A

Under section8.1.40f ADN Yeu-are-equired-to-transport-dangerous
goedeenr-boarda-crrearge-vesor d maeeardaneowitE oy
are-required-to-hatleere must betwo additional hand fire
extinguishers on boamldry cargo vessetransporting dangerous
goods Where should these twoditlonal extinguishers be located?

A In the protected area or nearby
B Outside the protected area

C Outside the wheelhouse, so that, in case of emergency, they
be located rapidly and used also by other persons

D In an appropriate place designatedanyexpert

120 02.631 9.1.041.1 C

Under ADN, should the outlets of funnels on dry cargo vessels hav
specific equipment?

A Yes,devices to prevent the escape of sparks
B Yes, devices to prevent the entry of water

C Yes, devices to preventdlescape of sparks and the entry of
water

D No, ADN contains no stipulations in this regard

120 02.632 9.1.052.1 D

What provisions of ADN apply to electrical equipment which is loca
in the protected area on the deck of a dry cargo vessel andtdze
isolated by means of a central switch?

A It should be of thécertified safétype

B It should be fireproof in accordance with IEC 60a/%
C It should be watertight to prevent short circuits
D

It should be of thélimited explosion risk type
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120 03.601 3.21, Table A, 7.1.6.12 C
A vessel is transporting UN No. 1435 ZINC ASHES in bulk. What
sheouldyou-dmust be doe during the voyage?
A Leave the windows and doors open
B Seal the holds so as to ensure that no gas escapes
C Ventilate the spaces adjacent to the holds containing the zinc
ashes
D Degas the holds every half hour
120 03.602 7.1.4.12.1 D
A ro-ro-vessel is loaded with vehicles. How many times per hour mi
the air be replaced?
A 30 times
B 20 times
C 10 times
D 5 times
120 03.603 3.21, Table A, 7.1.6.12 C
A vessel is transporting UN No. 2211 POLYMERIC BEADS,
EXPANDABLE, packaged. When muste holds be ventilated?
A Always, when the goods are stowed in the holds
B Throughout the voyage, for 15 minutes per hour
C Where after measurement it has been established that the
concentration of gases exceeds 10% of the lower explosive |
D Whereafter measurement it has been established that the
concentration of gases is less than 10% of the lower explosiv
limit
120 03.604 3.21, Table A, 7.1.6.12 A

A vessel is transporting UN No. 1408 FERROSILICON in bulk or
without packaging. After measment it is established that the
concentration of gases exceeds 10% of the lower explosive limit. H
should the holds be ventilated?

A With the ventilators operating at full power
B With the ventilators on standby

C For 15 minutes per hour
D

Once evenB hours
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120 03.605 3.21, Table A, 7.1.6.12 A

You-are-on-boardMdry cargo vessel with four holdgeou-haves
transporting 300 tonnes of UN No. 1408 FERROSILICON in bulk ir
hold 2. Which holds or spaces should be ventilated for the voyage?

A Hold 2 and all adjacent holds and spaces
B Hold 2

C All the holds, i.e. holds 1, 2, 3 and 4

D This bulk cargo does not require ventilation

120 03.606 3.21, Table A, 7.1.6.12 D

A vessel is transporting UN No. 1398 ALUMINIUM SILICON
POWDER, UNCOATED|n bulk. After measurement it is establishec
that the concentration of gases given off by the cargo exceeds 10%
the lower explosive limit. What should be done with the holds?

A The holds should be ventilated

B The holds should be ventilated with a vexior
C The holds should not be ventilated
D

The holds should be ventilated with the ventilators operating
full power

120 03.607 3.21, Table A, 7.1.6.16 C

You-are-on-board-a-dry-cargo-vesseland-arerequired-to-tdN Mb.
2211 POLYMERIC BEADSEXPANDABLE must be unloaded. The
cargo is being carried in bulk.

Which of the following measures should be takews+tebefore

unloadingmay begir?

A The windows and doors of the accommodation should be
hermetically sealed to prevent toxic substances &scaping

B The master should measure the concentration of gases in tht
holds concerned

C The consignee should measure the concentration of gases ir
holds concerned

D The consignee should measure the toxicity in the holds
concerned
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120 03.608

3.2.1, Table A, 7.1.6.16

D

You-are-on-board-a-dry-cargo-vesseland-are-reguired-to-tdN iMb.
2211 POLYMERIC BEADS, EXPANDABLENust be unloaded The
cargo is being carried in bulk. Below what value must the concentre
of gases be before unloading nisey started?

A At least 10% below the lower explosive limit
B At least 20% below the lower explosive limit
C At least 40% below the lower explosive limit
D At least 50% below the lower explosive limit

120 03.609

3.21, Table A, 7.1.6.12, 7.1.6.16

POLYMERIC BEADS EXPANDABLEmust be Ioaded The cargo is

being carried in bulkfeu-arerequired-to-measure-the-concentration
gasesWhen shouldhe concentration of gasefesebe
measurdmentsbe-takef?

A Immediately after loading and one hour later
B Every eight hours after loading

C During loading, up to one hour after loading and then one ho
prior to unloading

D During transport, there is no need to make measurements

120 03.610

3.2.1, Table A, 7.1.6.12

You-are-on-boardMdry cargo vesseind-you-have-load@icarrying
UN No. 2211 POLYMERIC BEADS, EXPANDABLE.

The cargo is being carried in bulk. During the voyages-arereguired
to-measurthe concentration of gasesist bemeasuredin the holds
where the polymeric beads, expandable, are located.

What measures should be taken i¥eou-discoverathe gas
concentrations 20% above théswerexplosive limit\What-measures

should-youtake®

A Inform the competent authority

B Ventilate the holds

C Inform the consignee of the cargo or the loader
D

No additional measures, since the maximum value is 50% of
lower explosive limit
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120 03.611 3.21, Table A, 7.1.6.12 D
You-are-transpertintdN No. 1408 FERROSIICON is being

transported in bulk. Under normal conditions of operation, when
should the concentration of gases in the hold be measured?

A Never
B Immediately after loading, one hour later and then every eigt
hours
C Immediately after loading, one hourdatand then every hour
D Immediately after loading and one hour later
120 03.012 7.1.4.15.1 D

Under what conditions is it necessary to clean the hold according tc
ADN when carrying bulk?

A When the previous cargo comprised goods of Class 4.1
B When tle previous cargo comprised goods of Class 4.2
C When the previous cargo comprised goods of Class 4.3
D

When the new cargo comprises the same goods as the previ
cargo

120 03.613 3.21, Table A, 7.1.6.12 A

intyN No. 3101 ORGANIC PERXIDE TYPE B,
LIQUID, is beingtransported in a dry cargo vessel.

Should the accommodation be ventilated, bearing in mind the natur
these goods?

A No, this is not necessary

B Yes, this is prescribed for these goods
C No, unless the goods are loadedbink

D Yes, if the goods have escaped

120 03.014 7.1.4.15.1 B

A hold is contaminatedftergoods of Class Bave been unloadeWhat
should be done?

A The hold should be cleaned with a specialized cleaning prod
before new cargo may be loaded

B The hold should bearefully cleanedunless the next cargo is th
sameas the previous bulk cargo

C The hold should bearefullycleaned unless the new cargo
comprises goods of Class 8

D The hold should always be decontaminated by a specialized
company before new cargo may be loaded in it
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120 03.015 3.21, Table A, 7.1.6.11 C
You-are-required-to-transpddN No. 2506 POTASSIUM
HYDROGEN SULPHATEs beingtransported in bulk.
What measures should be taken in respect of the holds?
A Prior to bading, the holds should be ventilated for at least on
hour
B Prior to loading, the holds should be specially dried
C The inner surfaces of the holds should be lined or coated so
prevent corrosion
D The inner surfaces of the holds should be linedoaited such
that they are not liable to impregnation by the cargo
120 03.016 3.21, Table A, 7.1.6.11 D
You-arereguired-to-transpddN No. 1334 NAPHTHALENE, CRUDE,
is beingtransported in bulk.
What measures should be taken in respect of the holds?
A Prior to loading, the holds should be wiped so as to ensure tt
they are free of water
B Prior to loading, the holds should be ventilated with an inert ¢
such that they are not flammable during loading
C The inner surfaces of the holds should bedinecoated so as fc
prevent corrosion
D The inner surfaces of the holds should be lined or coated suc
that they are natadily flammable and ndiable to
impregnation by the cargo
120 03.017 7.1.351.4 B

A dry cargo vessel is transporting exgilee substances and articles.
What must be done with all the electrical installationthe hold®

A They should be removed from the protected area

B They should be switched off in the holaisd protected against
unintentionakonnection

C Electiical installations normally located in the holds should be
removed

D They should be switched off in the holds during loading and
unloading
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120 03.618 7.1.4.12.2 C

On-youA dry cargo vesselou-ards transporting some containers
containing goodsfdClass 5.2. When shoulgbu-ventilatethe open
holdsbe ventilated?

A For this cargo, the holds should always be ventilated

B On container ships with open holds, the holds need never be
ventilated

C The holds should be ventilated where damagedontaineor
release of content inside the contaiisesuspected

D For this cargo, the holds only need to be ventilated during
loading and unloading

120 03.619 7.1.4.12.2 D

On-yowA dry cargo vesseleu-ards transporting some containers
contahing goods of Class eu-suspedt seemsthata-one of the
containes is not defectivdeakproof.

What measures shouje-be taken on board?

A The outlets of the engine room and the accommodation door
and windows should be closed immediately

B The condiiner should be covered with a sheet
C The container should be sprayed in order to cool it
D The hold should be ventilated
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120 6.001 5.2.2.2.2 D

What does the above label mean?

A The dangerous goods in question are flammg@igjeid substances
B The dangerous goods in question are flammégdukd substances)
C The dangerous goods in questare corrosive

D The dangerous goods in question are radioactive

120 06.602  3.3.1 Special provision 800 C

A vessel is transporting oil seeds, crushed seeds and seedcake cont
vegetable oil, treated with solvents, not subject to spontaneous
comtustion. Are these goods subject to ADN?

A Plant products are not dangerous goods since thayare
mentioned iNPADN

B Yes, in all cases, even if they have been prepared or treated tc
ensure that they cannot give off dangerous gases in dangerou
quantities(no risk of explosion) during transport

C In principle, yes, unless they have been prepared or treated to
ensure that they cannot give off dangerous gases in dangerou
quantities (no risk of explosion) during transport. If this is
mentioned in the transpodocument, they are not subjectADN

D Yes, unless prior to loading they have been stored in dry air fo
least three days

12006.603 5.2.2.2.2,5.3.4 C

Packages may bear RID, ADR or IMDG Code danger labels. Wik
yeu-findcan the meaning fothese danger labels found?

A In CEVNI, annex 3

B In theinstructionsinwritingransport document eentained-in
under section5.413 of ADN

C In ADN, Part 5

D In the approval certificate
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120 06.604 5.2.2.2.2 C

Which danger label does a pade contaiing flammable liquids of
Class3 bear?

(black/white)

B (black/whitefed)

(black/red)

(black/white/red)

91



ECE/TRANS/WP.15/AC.2/2017/1

Transport by dry cargo vessels

Examination objective 6: Loading, unloading and transport

Number Source Correct answer

120 06.605 5.2.2.2.2 C

Which danger label is used for dangerous goods of Class 4.3?

(black/orange)

B (black'white/red)

(white or black/blue)

(black/white/red)
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120 06.606  5.2.2.2.2 D

What does the danger label below mean?

(black/red/yellow)

Explosive

Flammable (flammable solids)

O W r

Liable to spontaneous combustion

D Organic peroxide

120 06.607 1.1.3.6.1 A

A vessel is transporting packages of UN No. 1428 SODIUM, Class 4.
Packing Group I. What is the maximum mass of such packages so tF
only section 1.1.3.6.2 of ADN is applicable?

A 300kg
B For this substance, there is n@mpted quantity
C 3,000 kg
D 30,000 kg
120 06.608 1.1.3.6.1, 3.2, Table A B

A vessel is transporting packages of UN No. 3102 ORGANIC
PEROXIDE TYPEB, SOLID, Class 5.2. What is the maximum mass ¢
such packages so that only section 1.1.3.6.2 of ADdpjdicable?

A 300kg

B For this substance, there is no exempted quantity
C 3,000 kg

D For Class 5.2, there is no quantity limitation
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12006.609 1.1.3.6.1 A
A vessel is transporting packages of corrosive substances of Class 8
Packing Group IlIWhat is the maximum mass of such packages so tt
only section 1.1.3.6.2 of ADN is applicable?
A 3,000 kg
B 300 kg
C 30,000 kg
D For Class 8, there is no exempted quantity
120 06.610 8.3.1 D
In addition to 1,000 tonnes of steel coilsgra vessHs cargo contains
30tonnes of UNNo. 1830 SULPHURIC ACID in packages (Class 8).
May you take on board persons who are not members of the crew, di
normally live on board or are not on board for official reasons?
A In this case, yes, since no appabeertificate is needed to
transport sulphuric acid anyway, the acid being neither flamme
nor explosive
B Yes, but only with the vessel owideragreement
C Yes, subject to special authorization by the competent authorit
D Transport of such personspsohibited
12006.611 7.1.54.3 B
Your-A vessel has three blue cones. What is the minimum disjance
that mustbe keept from enclesedurban zonescivilengineering
structures{such-as-a-lock-ora-bridgnll tank storage sites whesu-are
berthedoutside the berthing areas specifically designated by the
competent authority?
A 50m
B 100m
C 500m
D 1,000m
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120 06.012 7.1.4.3.1 A

May goods of Classes 6.1 and 8 be stowed together in the same holc
IBCs?

A Yes, provided thegre separated by a minimum horizontal
distance of 3 m and are not stowed one on top of the other

B Yes, they may be stowed together without any conditions

No, goods of these two classes must be separated by a watert
cargo bulkhead

D No, goods of Clas6.1 must never be stowed in the same hold
together with goods of other classes

120 06.613 7.1.4.3.4 A

May goods of Class 1 of different compatibility groups be stowed
together in the same hold?

A Yes, as long as this is in accordance with théetatb7.1.4.3.4
B No

C There is no prohibition on mixed loading, but the stacking
requirements must be respected

D Only with the agreement of an expert on explosives

12006.6014 7.1.4.3.3 D

A vessel is transporting woodenboxesgoods of Class 1 forhich
marking with three blue cones or three blue lights is prescribed in Tal
of Chapter3.21. May goods of Class.2 be stowed together in tekame
hold?

A No, goods of these two classes may not be transported on the
vessel

B Yes, as long athe compatibility groups permit it
No, only with the agreement of an expert

D Yes, but only if they are separated by a distance of not less th¢
12m
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12006.615 7.1.4.3.2 C
May packages containing UN No. 1614 HYDROGEN CYANIDE,
STABILIZED, and pakages containing UN No. 2309 OCTADIENE be
stowed together in the same hold?
A No, goods of these two classes may not be transported on the
vessel
B Yes, as long as the minimum horizontal distance of 3 mis
respected
C No, irrespective of thguantity, dangerous goods for which
marking with two blue cones or two blue lights is prescribed in
column (12) of Table A o€hapter3.21 must not be stowed in the
same holdegetherwitlasflammable goods for which marking
with one blue cone or one ladight is prescribed in column (12)
of Table A ofChaptei3.21
D Yes, there is absolutely no prohibition on mixed loading of thes
two goods
12006.6016 7.1.4.3,7.1.4.4,7.1.45 C
Provisions on the prohibition on mixed loading apply to the cgeioa
dangerous gooda packagesWhere in ADN can these provisions be
found?
A In section3.21, Table A
B In section3.21, Table C
C In subsectiors 7.1.4.3t0 7.1.4.5
D In subsectionsl.1.3.1t0 1.1.3.6
12006.017 7.1.4.3 D
May packages containg different dangerous goods be loaded side by
side?
A Yes, but the danger labels must be visible
B In principle, no
C Yes, only the prohibition on stacking packages applies
D Yes, but only if the prohibition on mixed loading is respected
96 GE.1618936



ECE/TRANS/WP.15/AC.2/2017/1

Transport by dry cargo vessels

Examination objective 6: Loading, unloading and transport

Number Source Correct answer

120 6.0-18 7.1.4.11 B

¥ourA single hullvessekaswith an approval certificateteu+receive
the-ordethasto take on board the following substances and artidles
Class 1in accordance with ADN:

A 20 tonnes of UN No. 0340 NITROCELLULOSE (Classification
Code 1.1D)

A5 tonnes of UNNo. 0131 LIGHTERS, FUSE (Classification Code
1.4S)

A 10 tonnes of UN No. 0238 ROCKETS, LINBEHROWING
(ClassificationCode 1.2G)

Canyeu-transperthis cargdbe transported while respecting the quantit
limitations prescribed?

A Yes, in accordance with the table of quantity limitations for Cla
1, the maximum quantity permitted has not been exceeded

B No, one of the three cargoes exceeds the maximum net mass

Yes, if the nitrocellulose is loaded in the hold at the front extyer
and the fuse lighters are loaded in the hold at the rear extremit

D Yes, there are no quantity limitations for these substances

12006.619 7.1.5.2 A

A vessel is loaded with explosive substances and arfaeghich 3.2,
Table A, column (12), mscribes marking with three blue cones or thre
blue lights What distance is such a vessel required to keep from othe
vessels when under way, if possible?

A 50 m
B 100 m
C 10m
D 20m

GE.1618936 97



ECE/TRANS/WP.15/AC.2/2017/1

98

Transport by dry cargo vessels

Examination objective 6: Loading, unloading and transport

Number

Source

Correct answer

120 06.620

1.1.3.6.1, 3.2, Table A

A

On-youtA dry cargovesselyourcargo-includelas to take on board25
tonnes of UNNo. 1223 KEROSENE in packages (steel drumsyelsr

the vessel required to be marked with one blue cone or one blue light
because of this cargo of dangerous goods?

A No, for KEROSENE no arking is prescribed
B No, since the gross mass of the cargo does not excdedris

C Yes, all vessels transporting goods of Class 3 are required to t
marked with one blue cone or one blue light

D Yes, since the gross mass of 3,000 kg has been exceeded

120 06.621

1.1.3.6.1, 3.2, Table A

On-yowA dry cargo vesséias to take on boarg-yeurcargo-include30
tonnes of UN No. 1263 PAINT or PAINT RELATED MATERIAL,

Packing Group |, in packages (steel drumsyselsrthe vessel required to
be markedvith one blue cone or one blue light because of this cargo
dangerous goods?

A Yes, since the gross mass of this cargo exceedk@00

B Yes, all vessels transporting goods of Class 3 are required to t
marked with one blue cone or one blue light

C No, no particular marking is required on account of this additiol
cargo

D No, marking with one blue cone or one blue light is only requirt
for tank vessels

120 06.622

3.21, Table A,7.1.4.11

A single-hull dry cargo vesselthat has a certificate ofapproval¥eud
areis transporting only UN No. 3101 ORGANIC PEROXIDE TYPE B,

LIQUID, in package#-a-singlehull-drny-cargo-vessdhat-has-a
certificate-of-apprevaWhat is the maximum quantity permitted?

300,000 kg
100,000 kg
50,000 kg
15,000 ky

O 0O ® >r
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120 06.023  Basic general knowledge A

What is themain purpose of marking packages with danger labels?

A The symbols enable the hazards presentesdtly dangerous
eargegoodsto be recognized

B The consignee needs to know which packageténded for him

The master needs to know to load all packages with ddalgels
only on the deck

D Packages are marked with danger labels above all in order to
facilitate customs clearance of frontinossing traffic

120 06.624 5.2.2.2.2 B

Which ofthese danger labels means that a package poses a corrosiv
hazard?

(black/white)

(black/white)
(black/white)
5.1
D (black/yellow)
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120 06.625 5.2.2.2.2 A
Which of these danger labels means that a package poses a toxic hs
(black/white)
5.1
B (black/yellow)
4
C (black/white/red)
(black/white)
120 06.626 5.2.2.2.2,5.3 C

In ADN, where are the danger label models prescribed by the
international regulations found?

A

B
C
D

In PartLsection1.2.1

In Partsection3.2.2, Table B
In RPartChapters5:5.2 and 5.3
In Partsubsectior; 7.1.5.0.2
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120 06.027 5.2.2,3.21, Table A A

What does it mean when two different labels are affixed to the same
package?

A The package poses several hazards

B The package may onbe transported within port areas and not ¢
the open river

C Mixed loading with other dangerous goods is always prohibitec

D The police must be informed that dangerous goods are being
transported

120 06.028 Basic general knowledge A

Certain goods oflass 3 present another hazard in addition to a fire
hazard. In the case of packages, how can attention be drawn to this «
hazard?

A By marking the packages with additional danger labels
B By including a statement in the transport document

C By addng the UN number of the dangerous goods above the
danger label in print at least 3 cm high

D By highlighting (underlining in red) the additional hazard in the
instructions in writing

12006.629 7.1.4.4.2 B

Under which conditions may goods of Clas6elsand 8 stowed in
separate containers with complete metal walls be loaded in the same
hold?

A In no circumstances may they be loaded in the same hold
B Always, without any conditions

C Goods of different classes must be separated by a horizontal
distance of at least 3 m

D They may be loaded in the same hold, but not stacked
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12006.630 7.1.4.33,7.1.4.14.2,7.1.4.14.3 C
You-arerequired-to-loadN No. 1716 ACETYL BROMIDE in packages
is loaded Which of the following statements is false?
A Packages containing ACETYL BROMIDE must be separated b
not less than 1 m from the accommodation, the engine rooms,
wheelhouse and any sources of heat
B The packages must Beparated by a distance of not less than 1
m from otherdangerous goods favhich marking with three blue
cones or three blue lights is prescribed
C Packages containing ACETYL BROMIDE must be separated f
packages not containing dangerous goods
D The packages must be protected against the effects of weathe
12006.631 1.1.3.6.1, 3.2, Table A C
A vessel is transportingN No. 1428 SODIUM in package¥vhat
guantitymayyeu-be transporedin packagesn a vessel befor&DN is
applicable?
A 50 kg
B For Class 4.3, there is no exempted quantity
C 300 kg
D 5,000 kg
120 06.032 7.1.4.11 B
You-are-required-to-transportinpackagesfosmgle type of dangerous
goodsenly, of Class 2, with danger label No. 2t#s to be transported
in bulk. What is the maximum gross mass permitted if the vessel is n
doublehull vessel within the meaning of ADN?
A 50,000 kg
B 120,000 kg
C 300,000 kg
D Unlimited
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120 06.633 5.2.2.2.2 B

(red, white, black)
What does the danger label reproduced here mean?

A The dangerous goods which carry this label are flamm{iqldd
substances)

(o9)

The dangerous goods which carry this label are flammable (so
substances)

C The dangerous goods which carry this label emit flammable ge
contact with water

D The dangerous goods which carry this label are explosive

12006.634 5.2.2.2.2 A

(green, black)
What does the danger label reproduced here mean?

A The dangerous goods which carry this label are aflaommable
non-toxic gas

w

The dangerous goods which carry this label are an organic pel

The dangerous goodshieh carry this label are a corrosive
substance

D The dangerous goods which carry this label are a toxic substal
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120 06.035 5.2.2.2.2 B
(black, white)
What does the danger label reproduced here mean?
A The dangerous goods which carry thilsel are a noflammable
gas
B The dangerous goods which carry this label are a corrosive
substance
C The dangerous goods which carry this label are an organic pel
D The dangerous goods which carry this label are a toxic substal
120 06.036  5.22.2.2 B

(white, black)
What does the danger label reproduced here mean?

A The dangerous goods which carry this label emit flammable ge
contact with water

B The dangerous goods which carry this label are an infectious
substance

C The dangerosigoods which carry this label are a toxic substanc

D The dangerous goods which carry this label must not be loade
together with other substances in the same vessel

GE.1618936



ECE/TRANS/WP.15/AC.2/2017/1

GE.1618936

Transport by dry cargo vessels

Examination objective 6: Loading, unloading and transport

Number Source Correct answer

120 06.637 5.2.2.2.2 D

Which danger label indicates that a package containsasdes liable to
spontaneous combustion?

(orange/black)

(red/black)

C (red/white/black)

(red/white/black)
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120 06.638 5.2.2.2.2 D
Which danger label should a package containing corrasilistances
bear?
(orange/black)
(red/white/black)
(white/black)
(white/black)
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120 06.639 5.2.2.2.2 B

Which danger label should packages containing oxidizirzstances
bear?

(red/white/black)

B (yellow/black)

(white/black)

(white/black)
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120 06.640 5.2.2.2.2 C

Which danger label should packages containing flamnsiids bear?

(white/black)

(white/black)

C (red/white/black)

(red/white/black)
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120 06.641 5.2.2.2.2 B

Which danger label should packages containing flamengases bear?

(orange/black)

(red/black)

(blue/white or black)

> ©

5.1
D (yellow/black)
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120 06.642 5.2.2.2.2 A

Which danger label should packages containing explasilistances bes

(orange/black)

(red/black)

C (red/whiteblack)

(red/white/black)
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12006.643 7.1.4.3.3 A
You-wantto-carry-on-board-yoAivessels carrying packages containiny

goods of Class 6.1 and packages containing goods of Class 5.2 for v
marking with three blue cones or three blue lighigrescribed in Table #
of Chaptersection3.21. Canyeu-steckthese packagése stockedin the
same hold?

A Yes, but the packages must be separated by a distance of not
than 12 m

B No, this is prohibited, since for packages containing gobdds
Class 6.1, marking with at least two blue cones or two blue ligf
is prescribed

C Yes, but the packages must be placed in metal containers witt
complete walls

D No, goods of Classes 6.1 and 5.2 are not permitted on board t|
same vessel

120 06.644 7.14.3.1 A

Canpackages ofgoods of Classes 6.1 and 6.2 be loaded togettiee
hold in IBCs?

A Yes, but they must be separated by a minimum
horizontal distance of B

B Yes, but they must be stacked
C No, this is not permitted

D Yes, but not in theasme hold

12006.645 7.1.43.1 D

Canpackages ofgoods of Classes 3 and 6.1 be loaded togéthee
hold in IBCs if no markingwith cones is prescribed @ection3.2.1,
Table A for either?

A Yes, but they must be stacked
B Yes, but not in the saerhold

C No, this is not permitted
D

Yes, but they must be separated by a minimum horizontal dist:
of 3m
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12006.646 5.2.21.1 A
What does it mean when two different danger labels are aftixte
same package?
A The package poses sevdnakards
B The package may only be transported within port areas and nc
the operriver
C Mixed loading with other dangerous goods is always prohibitec
D The police must be informed that dangerous goods are being
transported
12006.647 7.1.4.1 C
Maximum permissible gross masses are applicable to the trangport
certain dangerous goods (limitation of quantities carrieeyhich
paragraph-afVhere in ADN are the relevant provisions found?
A Paragraph 1.2.2.2.2
B Chapter 3.2
C Subsection7.1.4.1
D Subsection9.3.2.23
12006.648 7.1 B
Which chapter of ADN contains requiremefudr the loading, unloading
and handling of cargo applicable to dangerous goods of any class in
cargo vessels?
A Chapter 1.1
B Chapter 7.1
C Chapter 7.2
D Chapter &
120 06.6049 7.1.3.42 B
What does ADN prescribe in respect of heating of holds?
A The heating of holds is always permitted
B The heating of holds is prohibited
C The heating of holds is prescribed in certain cases
D The heating of holds is only peitted with the agreement of the
loader
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120 06.650 5.2.2.2.2 D

(orange/black)
What does the danger label reproduced here mean?
A The substance in question is flammable (liquid substance)

B The substance in question is flammable (solid surtws)

C The substance in question emits flammable gases in contact w
water

D The substance in question is explosive

12006.051 7.1.4.7.1 A

Where may dangerous goods in packages for which mawkthgone
blue cone or one blue light is prescribedéoloaded or unloaded?

A At the placeslesignated oapproved for this purpose by the
competentwuthority

B At any place situated away from inhabited areas
C At oil terminals

D At any place the master considers appropriate

120 06.652 7.1.4.3.4 A

In which class must the compatibility group be taken into account in ¢
to respect the prohibitions on mixed loadingafgoesn packages?

A Class 1
B Class 2
C Class 3
D Class 6.1
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120 06.653 7.1.4.3.2 D
May packages containing goods@ifss 6.1 for which marking with two
blue cones or two blue lights is prescribed in Table &lediptersection
3.21 be loaded in the same hold together with other goods?
A No, they may only be loaded in the same hold with goods of C
6.1
B Yes, hey may be loaded in the same hold together with all othe
goods except for foodstuffs, other articles of consumption and
animal feeds
C No, they may not be loaded in the same hold together with any
other dangerous goods
D Yes, they may be loaded in thereahold together with all other
goods apart from flammable goods for which marking with one
blue cone or one blue light is prescribed in Table Sleo&pter
section3.21
12006.054 7.1.4.4.2 A
You-wish-to-load+v etal containers with complete walls ¢aiming
goods of Classes 6.1 andh&ve to be loadedWhat minimum horizontal
separation distance musiu-be respeotd according to ADN?
A Minimum separation distances are not prescribed
B 3m
C 2m
D 25m
12006.055 7.1.4.3.1 D
You-wish-to-trangert-gGo0ds of Classes 6.1 and 6.2 on palletge to
be transported. By what horizontal distance must they be separated?
A 24m
B 26m
C 2.8m
D 3m
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120 06.656 7.1.4.3.3 B

May goods of Class 1 for which marking with three blue cones or thre
blue lights is prescribed be loaded together with packages containing
goods of Clas§?

A Yes, if they are separated by a horizontal distance of at least 3
B Yes, if they are separated by a horizontal distance of at least 1
C No

D Yes, if they arestacked

120 06.657 7.1.4.3 A

You-are-required-to-transpoiBubstances of Classes 6.1 and 8vibich
no marking is prescribed in Table A 8haptersection3.21 have to be

transported. Can these substances be loaded in the same hold?

A Yes
B No, they must be loaded on deck
C No, they may not be transported together on the same vessel

D No, they must be placed in separate holds

12006.658 7.1.4.9 B

When is cargo trarshipment to another vessel permittedside the
places approved for thisupose?

A There are no specific requirements
B When authorized by the competent authority

C During transshipment while at anchor

D Away-from-builtup-aread/hen the nearest approved hanling

facility is more than 2 kilometres away

12006.659 7.1.4.42 A

Two metal containers with complete walls are stacked. One is loadec
toxic substances of Class 6.1, the otigh corrosive substances of Clas
8. Is this permitted?

A Yes

B No

C Yes, but only if they are stowed above deck
D Yes, but only ifthey are stowed below deck
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120 06.660 7.1.4.4.3 B

Youreceive The following containersave to befertransporedation

A A container covered with tarpaulins (no closed metal
roof) loaded with substances of Class 3

A A container covered with tagplins (no closed metal
roof) loaded with substances of Class 5.1

What is the minimum separation distance required between the two
containers?

A 5m
B 24m
C 48m
D 10m
120 06.061 3.21, Table A, 7.1.5.0.2 C

On-yourvessel-you-are-transpogHl n addition to goods for which no

blue cone marking is prescribed, two containers of UN No. 1397
ALUMINIUM PHOSPHIDE with a total mass of 50,000 kgwve to be
transported. Which marking is the vessel required to display?

A No marking
B One blue coe/one blue light
C Two blue cones/two blue lights

D Three blue cones/three blue lights

120 06.062 3.2.1, Table A;7.1.5.0.2 A

Onyeourvessel-you-are-transporting aontainer with 5,200 kg of UN
No. 1950 AEROSOLS, flammable, Class 2, ClassificatiodeC5Fs

being transported o board a vessel Which marking is the vessel
required to display?

A No marking

B One blue cone/one blue light
C Two blue cones/two blue lights
D

Three blue cones/three blue lights
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120 06.663 7.1.4.11 C

-which-paagraph-oWhere in ADN are the permissible gross masses
(limitation of quantities carried) for the transport of certain dangerous

goodsto befound?

A Paragraph 1.1.3.6.1
B Section3.2.1

C Paragraph 7.1.4.11
D Paragraph 7.1.5.0.2

120 06.664 3.2.1, Table A,1.1.3.6.13-2Fable-A B

You-are-transportingangerous goods comprising 2,500 kg of

UN No. 1159 DIISOPROPYL ETHERave to be transportedalone in
approved packaging on a dry cargo vessel. What marking is the vess
required to disphg?

A One blue cone/one blue light

B For the transport of these dangerous goods, the vessel is not
required to display any marking

C Two blue cones/two blue lights

D An orangecoloured plate in accordance with RID/ADR

120 06.665 3.21, TableA, 7.1.5.0.2 D
On-yourvessel-you-are-transportifidne following dangerous goods in

closed containersave to be transported on board a vessel

A50 steel drums, each containing 20@res of
UN No. 1100 ALLYL CHLORIDE, Class 3 (6.1),
Packing Group,ltotal mass 11,000 kg; and

A 100 plast jerrycans each containing Zres of UN
No. 2256 CYCLOHEXENE, Clas8, Packing Group
I, total mass 1,850 kg

Which marking isyeurthe vessel required to display?

A Two blue cones/two blue lights
One blwe cone/one blue light

This is decided by the principal

O O @

No marking
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120 06.666  3.21, Table A,7.1.5.0.2 A
On-yourvessel-you-are-transportifidne following dangerous goods
have to be transportedin closed containersn board a vessel
A 500steel drums, each containing 200 litres of UN No.
1100 ALLYL CHLORIDE, Class 3 (6.1), Packing
Group I,with a total masf 110,000 kg
Which marking isreurthe vessel required to display?
A Two blue cones/two blue lights
B One blue cone/one blue kg
c This is decided by the principal
D No marking
120 06.667 3.21, Table A,7.1.5.0.1 B
On-yourvessel-you-are-transpertitg tankcontainerseach containing
24tonnes of UN No. 1203 MOTOR SPIRIT or GASOLINE or PETRO
Class 3, Packing Group, have to be transported on board a vessel
Which marking isyeurthe vessel required to display?
A Two blue cones/two blue lights
B One blue cone/one blue light
C This is decided by the principal
D No marking
120 06.668 3.21, TableA, 7.1.5.0.2 D

On-yourvessel-you-are-transportifidne followinghave to be
transported dangerous-goodn closed containersn board a vessel

A 500 steel drums, each containing 200 litres of UN No. 1230
METHANOL, Class 3 (6.1), Packing Group I, total mass 85,kK§

Which marking isreurthe vessel required to display?
A Two blue cones/two blue lights

B One blue cone/one blue light

C This is decided by the principal
D

No marking
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120 06.669 7.1.4.4 B

OnyeurAn inland navigation vessélas to transpott, in addition to
packagesyou-loada container with complete metal walls containing:

A 10 drums, each holding 20ires of UN No. 1100 ALLYL
CHLORIDE, Class3 (6.1), Packing Group I;

and another container with complete metal walls containing:

A 100 plastic jerrycans, each holding 20 litres of UN No. 2256
CYCLOHEXENE, Class 3, Packing Grolip

Under ADN, nay these two containers be placed digleside in the same
hold?

A No, since substances for which marking with one blue cone is
prescribednay not be loaded in the same hold together with
substances for which marking with two blue cones is prescribe

B Yes, since the two substances are in containers with complete
metal walls

C No, since dangerous substances of different classes should ne
be loaded together in the same hold

D Yes, the containers may be loaded in the same hold, but only i
separation distance ofr8 is maintained
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120 06.670 5.2.1.8.3

D

How are environmentally hazardous substances marked?

(white/black)

(red/black)

(white, black)

D (white/black)
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120 07.601 1.1.3.6.1,8.1.8.1 B

A vessels transporting, among other cargo:

20 tonnes of UN No2448 SULPHUR, MOLTEN;
30 tonnes of UN No. 1498 SODIUM NITRATE; and
10 tonnes of UN No. 2031 NITRIC ACID

For this cargpdoes the vessel have to have a certificate of approval
according tesubsection8.1.8.1 of ADN?

A No
B Yes, in all cases
C Yes, if this is prescribed in one of the three transport documents

D Yes, if this is prescribed in the instructions in writing

120 07.602 7.1.4.11.1 D

When dangerous goods are being transported, prior to departure, the n
of a dry cargo vess@ required to draw up several documents. Which of
following is included in these documents, among others?

A Instructions in writing for each dangerous goods

B A certificate with which the master attests that the dangerous goi
have been loadeshd stowed in accordance with the requirements
ADN

C A list indicating the place of loading, the name of the loading
installation and the date and time of loading, in respect of each
dangerous goods

D A stowage plan indicating which dangerous d@®¢@description as in
the transport document) are stowed in the various holds or on de

120 07.003 7.1.4.11.1 A

A dry cargovessel has dangerous goods of different classes on board."'
should draw up the stowage plan?

A The master
B The loader
C The expert
D The shipping compardy distributor
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120 07.604

1.1.3.6.1,3.2, Table A, 8.1.8.1 A

A dry cargo vessel is transportia@ cylinders of UN No. 1978 PROPANE
gas on board. The gross mass of each cylinder kg 3Boes the veste
have to have a certificate of approval for the carriage of liquefied gas?

A Yes, in this case the vessel should have a certificate of approval,
since theotal gross massef the cargo is greater thad@kg

B Yes, goods of Class 2 may only be tigo$ed on vessels possessir
a certificate of approval

C Yes, a certificate of approval is always required for the transport
dangerous goods

D No, since the exempted gross mass per class is 3,000 kg in this

120 07.605

7.1.2.19.1,8.1.8.1 C

A dry cargo vessel in possession of a certificate of approval has a carg
wheat on board. The master receives the order to take an empty pushe
barge lacking aertificate of approval in sidey-side formation. Is he
permitted to do this?

A Yes, $nce certificates of approval are only prescribed if one of the
vessels is required to display a blue cone

B No, loadeddry cargo vessels are not perradtto take empty barges
in sideby-side formation

C Yes, provided that, consistent with theirpestion certificate or
Community certificate, the two vessels are permitted to navigate
by side

D No, if a vessel navigating in convoy is in possession of a certifica
of approval, all vessels of the convoy must possess such a certif

120 0r.0-06

7.1.2.19.1,8.1.8.1 B

A dry cargo vesses transporing wheat. May you take in sidwgy-side
formation an empty tank barge not degassed that has previously been
transporting dangerous goods?

A Yes, but only if the two vessels display the careame marking

B Yes, but only if the dry cargo vessel is also in possession of a
certificate of approval

C Yes, since the dry cargo vessel does not require a certificate of
approval in this case

D No, this is prohibited
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120 07.607 7.1.2.191 B

A dry cargo vessel in sidey-side formation with a pushed barge is
transporting dangerous goods in convoy. The barge is transporting gra
Which vessel(s) require(s) a certificate of approval?

A Only the dry cargo vessel
B Both vessels

C Only the pushed barge

D Neither vessel

120 07.608 5.4.3.2 A

A container ship with a crew speaking Dutch is transporting dangerous
goods from the Netherlands to Bulgaria. In which language(s) should tt
instructions in writing to be provided by tbarrier be drafted?

A In Dutch
B In English, German and French
C In Dutch and German
D In Dutch or German
120 07.609 7.1.4.8.1 B

Permission in writing is required in order to load explosive substances 1
which marking with three blue cesn or three blue lights is prescribed in
section 3.2.1Table A.Who issues the authorizati®n

A The local fire brigade

B The competent authority
C The shipping police

D The classification society

120 07.610 7.1.4.8.1 A

You are transpontig explosive substances for which marking with three
blue cones or three blue lights is prescribeskiction 3.2.1TableA.
Permission in writing is required for unloadingho issues the
authorizatior?

A The competent authority
B Thehandling fadity

C The classification society
D

The local fire brigade
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120 07.611 7.1.4.8.1 D
Permission in witing is required for the trarshipment of explosive

substances for which marking with three blue cones or three blue lights
prescribed irsection 3.2.1Table A.Who issues the authorizati®n
A The shipping police
B Thehandling facility
C The local fire brigade
D The competent authority
12007.612 7.1.4.11.1 A
In conformity with ADN, a stowage plan has to be drawrarpry cargo
vesselsHow should dangerous goods be described in this stowage plar
A As in the transport document
B Outlined in red
C By their commercial name
D With an indication of the relevant class
120 07.613 8.1.2.1,8.1.2.2 A
A dry car@ vessels loaded with dangerous goods in a quantity greater t
the exempted quantity. Which of the following documents is required to
on board?
A The certificate of approval and the instructions in writing
B The certificate of approval and thhecklist
C The instructions in writing and the checklist
D The certificate of approval and the certificate attesgasfree
condition
120 07.6014 5.4.3 A

During the voyage, a very small quantity of cargo escapes from a packi
Wherearethe measures to be takémicated®

A In the instructions in writing
B In the stowage plan

C In the security plan
D

In the transport document
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120 07.6015 7.1.4.11.2 A

What must the master of a container ship enter on the stowage plan?

A The number of the container
B The proper name of the substance and the official number of the
vessel
C The number of the container and, if known, the number of the
substance and the length and width of the container
D The proper name of the substa, its quantity and class
120 07.616 2.2.1.1.5,2.2.1.1.6,7.1.4.3.4 B

A vessel igransporting a substance of Class 1 described in the transpol
document as follows:

UN No. 0392 HEXANITROSTILBENE 1.1 D
What does the letter D signify in this context

A It indicates the maximum quantity of this explosive substance the
may be transported by vessel

B On the basis of this letter, it can be ascertained whether carriage
the same hold together with certain other explosive substances i
permitted @ prohibited

C On the basis of this letter, it can be ascertained whether the expl
substance is insensitive

D On the basis of this letter, it can be ascertained whether carriage
the same hold together with substances of Gdsgpermitted o
prohibited

120 07.617 1.1.3.6.2 C

Which documents should always be on board, even if the vessel is
transporting dangerous goods in quantities below the exempted quantit
stipulated irparagraph 1.1.3.6.17?

A

B
C
D

The certificate of approval and thestructions in writing
The transport document and the instructions in writing
The transport document and the stowage plan

The stowage plan and the certificate of approval
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120 07.618 5.4.3.2 C

A vessel is required to transport darges goods from Antwerp to
Rotterdam. The master and expert only understand French. In what
language(s) should the instructions in writing be drafted?

A Only in Dutch
B At least in Dutch
C In French

D In Dutch, German, English and French

120 #.0-19 1.1.3.6.11.1.3.6.25.4.3.2 D

A dry cargo vessel imaded with1,500 kg of dangerous goods of Cl&8ss
Packing Group III.

Must the carrier providgeu-withinstructions in writing?
A Yes, they must be provided prior to loading

B Yes, hey may be provided after loading but before departure fror
the loading installation

C This is not necessary, since a dry cargo vessel is not permitted ti
transport a flammable liquid as described here

D No, for this quantity, instructions in writingp not need to be
provided

120 07.620 7.1.3.1.3,7.1.6.12,7.1.6.181.2.1 A

What is the purpose of the record book on board a dry cargo vessel?

A All results of measurements of toxicity and of the concentrations
flammable gases and oxygerm aecorded in the book

B All results of measurements of the concentrations of flammable
gases and oxygebut not of measurements of toxicigre recorded
in the book

C The goods which the dry cargo vessel is permitted to transport a
listed in thebook

D The book contains the resultstbe stability testdr doublehull
vessels
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120 07.621 8.1.2.4 B

Which documents should be handed to the master before loadigg a
cargo vessdransporting dangerous go&ds

A The transport documents
B The transport documents and the instructions in writing

C None, since in the case of dry cargo vessels, the documents ma
be handed to the master after loading but prior to departure

D The instructions in writing

120 07.622 8.1.8.21.16 C

Whatinformationdoes a dry cargo veséekertificate of approval
contairconfirm?

A That the vessel complies with tapplicablerequirements of ADN
and that dangerous goods may thus be transported in the cargo

That the vessel compliegith the general technical requirements
That the vessel complies with thpplicablerequirements of ADN

That the vessel is equipped in accordance with the requirements
ADN
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120 08.001 Basic general knowledge B
A gas of Class 2 escapes from a container. Which of the following sh
be informedfirst?
A The customs authority
B The competent services (for example, regional centre)
C The chssification society
D The media
120 08.602 8.35 A
A dry cargo vessel is loaded with dangerous goods. The paint on the
coaming requires scraping. Is this permitted?
A No, since sparks could be caused during work on the coaming
B Yes, work may bearriedout on the gangboard on the outside o
the hold even if it is liable to cause sparks
C No, work liable tocausesparks is prohibited everywhere on boal
a dry cargo vessel loaded with dangerous goods
D Yes, scraping of paint cannot cause sparks
120 08.003 5.4.3 B
During the transport of packages all originating from the same consic
a disagreeable odour is detectédu-dol he sourceis not known-the
seuree Do measures need to be taken, and if so, which ones?
A No particulameasuresieedto be taken¥eut is possible to
continue under way while monitoring the situation
B You-take-The actions indicated in the instructions in writing
should be taken
C The fire brigade should be alertedAas a safety precautiogou
alert-thefire-brigade
D Yeou-activataThe fiDo not approaahsignalshould be activated
andeentinde-to-menitethe situatiorshould continue tobe
monitored
12008.604 7.1.4.8.2 C
Your-A vessel is being loaded with explosive substances. A storm is
brewing. What shoulget-debe done?
A Continue to load ithe shore facility is equipped with a lightning
conductor
B Immediately distance the vessel from the tralnipment facility
C Suspend the work of loading during the storm
D Continue to loadintil the competent port authty for the trans
shipment facility prohibits continuation of loading
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120 08.605

1.1.3.6.1,8.3.4

C

in800 tonnes of tree trunks and 10 tonnes of UN Nc
1812 POTASSIUM FLUORIDE, SOLIDare being transported

Is smoking allowedn the deck ofreurthe vessel?

A Yes, provided the cargo s&curedn the vessel and the hatchway
are closed

B Yes, but only with the masi@rconsent
C No

D Yes, the substance belongs to Class 8 and this class is not sul
to the requirements of ADM respect of the prohibition on
smoking

120 08.606

1.1.3.6.1,8.3.4

Rackages of substances of Class 3, Packing Grc
I, with a gross mass of 9,00 are being transported Is smoking
prohibited on deck and, if sajhere in which-seetiocrADN s this stated?

A No, since this cargo is not subject to the requirements of ADN
B Yes, as stated isubsection7.1.3.74

C No, duringthetransport of substances of Packing Grdlup
smoking is not prohibited

D Yes, as stated isection8.3.4

120 08.607

8.3.5

You-are-on-boardMmdry cargo vessebadedis transporting with

dangerous good¥.eu-wish-to-carry-ous soldering workpermitted on
deck outside the protected ardae-you-permitted-to-do-tHis

A Yes, but only if, for theluration of the work, a distance of 3
metres from the protected area is maintained

B No, the permission dhecompetent authority or a certificate
attesting gadree condition is required in all cases

C Yes, but only if two additional extinguishers areyided
D No, the work must be carried out by duly authorized experts

120 08.608

7.1.3.44

On board a dry cargo vessel with a cargo of dangerous goodsiemay
perfermcleaning operations with liquids having a flashpoint belowG5
be carried out?

A Yes, but only outside the protected area
B Yes, but only in the engine room

C No

D Yes, but only if there is an extinguisher nearby
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120 08.609

1.1.3.6.1, 3.2, Table A, 8.1.5.1

D

A dry cargo vessel is transporting 2,000 kg of Nbl. 1986
ALCOHOLS, FLAMMABLE, TOXIC, N.O.S., Packing Group llre

youregquired-to-have-en-bodvdist there bea toximeter with the

instructions for its usen board?

A Yes, during the transpoof toxic substances, there should alway
be a toximeter on board

B No, sincemarking with blue cones or blue lights is also not
prescribed

C Yes, since this is prescribedsaction 3.2.1Table A, column (9)
D No, since the gross mass is less than 3,000 kg

120 08.610

3.21, Table A, 8.1.5.1

#YN No. 2067AMMONIUM NITRATE

You-are-transpeortin
FERTILIZERShas to be transported -Are-you-reguired-to-have an
suitableescape deviceequired on board?

No
No, provided that the cargo has a dustproof cover

O ® >

Yes, for the entire crew
D Yes, for each person on board

120 08.611

3.21, Table A, 8.1.5.1

A dry cargo vessel is transporting 60 tonnes of UN 2&24
BENZONITRILE and is displaying two blue cones or two blue lights il
accordance witkection 3.2.1Table A. Should there be a toximeter on
board with the instructions fats use?

A No

B Yes, but only if required by the loader
C Yes

D ADN does not specify

120 08.612

3.21, Table A, 8.1.5.1

A dry cargo vessel is transporting 10 tonnes of explosive substances
Classl, UN No. 0012. Should there be a flammable gaeator and a
toximeter on board?

A No

B Yes

C Only a flammable gas detector
D Only a toximeter
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120 08.013 3.21, Table A, 8.15.1 D

A dry cargo vessel is transporting UN No. 3170 ALUMINIUM
SMELTING BY-PRODUCTS in bulk. In accordance with ADWhich
of the following equipment is not prescribed for this cargo?

A Protective shoes and protective gloves
B A suitableself-contained breathing apparatus

C A flammable gas detector with the instructions for its use
D A toximeter with the instretions for its use

120 08.014 3.21, Table A,7.1.3.1.37.1.3.1.5,8.1.5.1 D

A dry cargo vessel is transporting UN No. 1398 ALUMINIUM SILICO
POWDER, UNCOATED, in bulk. The gas concentration must be
measured. In accordance with ADN, what protectiyeigment must the
person making the measurement wear, as a minimum?

A A full mask with a suitable filter

B Protective gloves and a protective suit

C A protective suit and a breathing apparatus
D

An appropriate breathing apparatusdependent-ofthe-ambient
air

12008.615 7.1.3.1.6 A

A dry cargo vessel is transporting dangerous goods of Class 8.

A small quantity of the substance escapes from the packagimgaish

i Wihat are-themeasurements
you-mustbe makedaken, as a minimum, beforgsu-may-entethe hold
may be entere®

A It is necessaryo measure the concentration of flammable gase:
and the oxygen content

B Measurementsf the concentration of flammable gases and the
oxygen content do not need to be maitee, for this class,
measuring devices are not prescribed

C Only theoxygencontent needs to be measured to check that it
sufficient

D Only toxic substances need to be measured
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Source

Correct answer

120 08.616

CEVNI, article 8.01Basic general knowledge

C

On-boad-yourA dry cargo vesselou-are-alsis transporting some
container tanks=eran-unknown-reasenOme of the containers

containing a substance of Class 3 starts to leak. Which of the followir
measures should the master take?

A Activate thefiDo not aproactv signal and alert the customs
authority

B Alert the competent services and wave a red flag

C Alert the competent services and inform the consignor or the
consignee

D Activate thefiDo not approaahsignal and inform the consignee

120 08.617

3.21, Table A, 8.1.5.1

dry cargo vesselou-ards transporting 120 tonnes of
UN No. 1363 COPRA. For this quantity of cargo, showd-have¢here
be escape devices on board?

A No

B Yes, for Class 4.2 it is always necessary to have escafms®n
board

C Yes, becausgou-havéhere are more than 100 tonnes of cargo ¢
board

D No, the escape devices are only obligatory above@tites

120 08.6018

7.1.3.1.6

Should breathing apparatus be usedif a gas container loaded with a
subgance of Class 2 is no longer gastight sed-wish-te-entethe hold

has to be enteredshoeuld-you-wear-a-breathing-apparatlfso, which

one?

A An ambientair-dependent breathing apparatus, as prescribed il
ADN

B A self-contained breathing apparatusiframbientair-dependent)
C A P3 filter mask

D There is absolutely no need to wear a breathing apparatus, sir
the gases are lighter than air and thus no harmful substance w
remain in the hold
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Number Source Correct answer

120 08.019 3.21, Table A, 7.1.3.1.6,8.1.5.1 C

A hold contains packages of gooddtil No. 2903 PESTICIDE,
LIQUID, TOXIC, FLAMMABLE, N.O.S., Classification CoddF2,
Packing Group Il, with a total mass of 4,000 Kgu-wish-to-enterTihe

hold must be entered forir-order-te-carry-odnspectiongo be arried
out. What equipment (or combinatieof equipmentge-you-neeis

necessarnto mtake the measurements requisedthat-yyeu-may-enterthe
hold-without-dangeif you-damage issuspeatddamage

A A flammable gas detector and an oxygen meter

B A toximeter and an oxygen meter

C A flammable gas detector, a toximeter and an oxygen meter
D A toximeter and a flammable gas detector

12008.620 3.21, Table A, 7.1.3.1.6,8.1.5.1 A

In a hold, there are packages contairliig No. 1604
ETHYLENDIAMINE , Clasg#fication Code CF1, Packing Group II.

You-suspect-that/apackagesseemaotto be gastight androu-wish-to
enterthe holdwill have to be entered forte-carry-euinspectiongo be
carried out.

What equipmentio-yetis neeckd to mtake the measuremenmtxjuired so
thatyeu-mayenterthe holdmay beentered without danger?

A A flammable gas detector and an oxygen meter

B A toximeter, an oxygen meter and a thermometer

C A flammable gas detector, a toximeter and a thermometer
D

It is not necessary to makeeasurements, since ADN does not
prescribe measuring devices for this substance

12008.621 1.1.3.6 B

A dry cargo vessel is transporting 80 kg of goods of Claks
Classification Code FT2, Packing Group Il, danger labels6.1

For transportinghis substance, are escape devices required on board

A Yes, they are always obligatory during the transport of ADN
substances

B No
C Yes, unless the consignor issues a dispensation

D Yes, if they are stipulated in the instructions in writing
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12008.0-22

3.21, Table A, 8.1.5.1

C

A dry cargo vessel is transporting UN No. 2929XIC LIQUID,
FLAMMABLE, ORGANIC, N.O.S. . This being the case, which
breathing apparatus is prescribed?

A A pressurized air mask

B A self-contained breathing apparatus

C A breathing apparatus (ambiemit-dependent filter apparatus)
D A flexible tube apparatus with a filter

120 08.623

3.21, Table A, 8.1.5.1

You-are-transpertintyN No. 1408 FERROSILICON, a substance of
Class 4.3is being transported In accordanceith ADN, are protective
goggles required for the crew on board?

A No

B Yes

C Yes, but only if the substance is packaged
D

No, they are only required if the substance is transported withc
packaging or in bulk

120 08.624

3.21, Table A, 8.1.5.1

In accordance with ADN, for the transport@i No. 0257FUZES,
DETONATING , is personal protective equipment required on board?
so, which?

A Yes, a pair of protective goggles, a pair of protective gloves, a
protective suit and a suitable pair obfective shoes

B No, for the transport of substances of Class 1 no personal
protective equipment is prescribed

C Yes, but only a pair of protective goggles and a pair of protecti
gloves

D Yes, but only a breathing apparatus

120 08.625

3.21, Table A8.1.5.1

In accordance with ADN, are breathing apparatuses required on boal
during the transport of UN No. 3106 ORGANIC PEROXIDE TYPE D,
SOLID, of Class 5.2?

A No, this is never necessary for substances of Class 5.2
B Yes

C No, this is not necessargrfsolid substances

D

No, this is only necessary if two blue cones or two blue lights &
prescribed for a substance of Class 5.2
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Number Source
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120 08.626 1.4.2.2.13.21, Table A,5.4.3,8.1.5.1

In accordance with ADN, what special equipment must be prdwide
board a dry cargo vessel transporting the substdhchlo. 2977
RADIOACTIVE MATERIAL, URANIUM HEXAFLUORIDE,
FISSILE of Class7?

A
B

C
D

Only protective clothing against radiation

Individual protective equipment, but no special protective cloth
againstadiation

Special breathing apparatuses
Special antradiation masks

120 08.627 8.1.4

How many extinguishers are required by ADN for a dry cargo vessel
transporting dangerous goods in quantities exceeding the exempted
guantities?

A

In addition to the fireextinguishing appliances prescribed in the
general technical requirements, the vessel should be equippec
at leastwo additional hand firextinguishers

It is sufficient for the vessel to be equipped with the
fire-extinguishing appliaces prescribed in the general technical
requirements

In addition to the fireextinguishing appliances prescribed in the
general technical requirements, the vessel should be provided
atleast four additional hand firextinguishers

In addition tothe fire-extinguishing appliances prescribed in the
general technical requirements, the vessel should be provided
at least three additional hand fiegtinguishers
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Examination objective 2: Construction and equipment

Number Source Correct answer
130 02.601 9.3.3.11.3 C
Must tank vessels of type N be fitted with cofferdams?
A Yes, but only between the cargo area and the engine room
B Yes, but only between the cargo area and the active bow rudder
room
C Yes, coferdams are required at both ends of the cargo area
D No, cofferdamsare not required; they may be fitted on a voluntary
basis to act as ballast tanks
130 02.002 9.3.3.25.1 A
Must pumps and accessory loading and unloading piping be located in
cargp area on board tank vessels of type N?
A Yes
B No, this is required only on board tank vessels of type C
C Yes, but only on board vessels with a purapm below deck
D No, it depends on the navigation area
130 02.603 9.3.3.25.2 (b) A
How should the ijpes for loading and unloading be arranged?
A They should be arranged so that, after loading or unloading
operations, théquid remaining in these pipes may be safely
removed and may flow into either the vegselargo tanks or the
tanks ashore
B They shaild be arranged so that, after loading or unloading
operations, the liquid remaining in these pipes may gather in spe
sections from which it may be safely removed
C They should be located entirely on deck
D To avoidelectrostaticharges during loadinghey should be placed
as close apossibleto but above the deck
130 02.604 7.2.4.25.2 B

May loading and unloading piping be extended by rigid or flexible pipes
fore or aft beyond the cofferdams?

A

Yes, this is permitted if the rigid or flexible gifhas the same test
pressure as theadingand unloading piping

No, this is prohibited, except ftiose assemblies used for oily and
greasy wastes resulting from the operation of vessels and the
delivery of products for the operationwd#ssels

Yes, on condition thainly UN No. 1999 TARS, LIQUID, flows
through this piping

Yes, if the piping is equipped with naaturn valves
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130 02.605 9.3.3.16.1 B

During loading, unloading and ga®eing, internal combustion engines al
used. Whershould they be located?

A In the cargo area
B Outside the cargo area
C In the cargaareaif they use a fuelvith a flashpoint of more than
100°C
D In a special engine room forward of the cargo area
130 02.606 3.2.3.1,3.23.2 Table C A

To which typeof tank vessel as a minimum is UN No. 1203 MOTOR
SPIRIT or GASOLINE or PETROL assigned?

A Type N, closed
B Type N, open

C Type G
D Type C
130 02.607 3.23.2 Table C D

In transport by tank vessels, three types of vessel are distinguished. W
in ADN is it stated on board of whidkipes of tank vesséhe various
substances must, as a minimum, be transported?

A In subsection7.1.1.21

B In section9.3.3
C In section1.2.1

D In subsection3.23.2 Table C
130 02.008 7.2.4.16.49.3.3.25.3 A

On the deck of a tank vessel, there is a transverse bulkhead complying
paragraph 9.3.3.10.2 at the end of the cargo area. What requirements |
be respected during loading, unloading andfgasing?

A During loadingor unloading, the door must no¢ lmpened without
the permission of the master, so that gases heavier than air cani
penetrate into the accommodation

B Closing the protection walls against penetration of gases is not
necessary during loadingnloadingand gadreeing but during the
journey

C The protection walls against penetration of gases must be close(
during loading, unloading and gégeing if there is little or no wind

D The protectiorwalls against penetration of gases must be closed
during loading or unloading if the wind is bling from the cargo
area in the direction of the accommodation
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130 02.609 1.2.1,Basic general knowledge B

What is the typical characteristic of a tank vessel of type G?
A It always has compensation piping

B The cargo tanks are designed as prestanks

C Supplementary cofferdams

D The cargo tanks are made up of the outer hull andebk

130 02.610 9.3.3.20.4 A

On a closed tank vessel of type N, in which locations are flame arreste
be found?

A In the ventilation openings of the éefdams
B In the ventilation opening of the lubricating oil tank
C In the ventilation openings of the engine room

D In the accommodation ventilators

130 02.6011 1.2.1 A

What is the purpose of a flame arrester?

A To prevent theoropagatiorof a flame font in a space to be protecte
(e.g. cargo tank, cofferdam)

B To increase the resistance to heat flow in the pipes
C To stop impurities
D To prevent explosive vapours escaping into the atmosphere

130 02.612 9.3.3.21.1 (d) C

At what degree of filling rast the high level sensor for actuating the facil
against overflowing in the cargo tank of a tank vessel be triggered, at ti

latest?

A 85%

B 97%
C 97.5%
D 75%
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130 02.013 Basic general knowledge, 9.3.3.21.1, 9.3.3.21.4 A

UnderADN, what is thedefinition of a level alarm?

A A device thatduringloading, gives a visible and audible warning
that the maximum degree of filling has almost been reached

B A device thashowsthe current degree of filling of the cargo tank i
question

C A device thashowsthat the oil fuel tank for the propulsion engine
nearly empty

D A device that warns of excessive pressure in the cargo tanks

130 02.614 9.3.3.21.1 (c) B

At what degree of filling must the level alarm device on a tank vessel o
type N be triggred, at the latest?

A 86%
B 90%
C 92%
D 97%
130 02.6015 Basic general knowledge, 1.2.1 D

What is the typical characteristic of a tank vessel of type C?
A Vessel with cylindrical cargo tanks

B Single-hull vessel with closed system

C Doublehull vesselwith trunk deck

D Doublehull vessel with flush deck

130 02.616 8.1.6.2 A

How often should hoses and hose assemblies used for loading and
unloading of tank vessels be checked?

A Once a year by persons authorized for this purpose by the comp
authaity

B Every five years, when the certificate of approval is renewed

C The leakproofness of the hose connections must be checked ewvi
year, and the condition and leakproofness of the hoses themsel\
every twoyears

D Hoses must be checked initially affare year$use, and then every
two years
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130 02.617 8.6.3 A

What must be ensured during connection of the shore fésitiargo
transfer hose to the tank vessgdiping system?

A That all the connecting bolts are fitted and tightened
B Thatat least half the bolts are fitted and tightened during connec

C Three fitted bolts are sufficient during connection, but they must
equally spaced and securely tightened

D Nothing is required of the master; responsibility for connecting th
shore &cilityGs cargo transfer hose to the-board system lies
exclusively with the shore facility

130 02.018 7.2.4.25.4 C

Where in ADN does it state that the loading and unloading piping must
drained each time after loading?

A In section2.2.3

B In subsection3.23.2, Table C
C In paragraph 7.2.4.25.4

D In the checklist

13002.6019 1.2.1 B

What is venting piping?

A A pipe of the shore facility which is connected during loading or
unloading to the vesd®slventing pipingand is designed so as to
protect the vessel against detonations or the passage of flames 1
the shore side

B A pipe of the orboard installation that connects one or more carg
tanks to the gas return piping during loading and unloading that
is fitted with safety valves praténg the tank or tanks against
unacceptable internal overpressures or vacuums

C A connecting pipe between the diesel hold and the daily supply t

W)

A compressed air connecting pipe between a pusher and tank b
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Number Source Correct answer
130 02.620 1.2.1 A
What isgas returrpiping?
A A pipe of the shore facility which is connected during loading or
unloading to the vesdlventing pipingand is designed so as to
protect the vessel against detonations or the passage of flames-
the shore side
B A pipe of the orboard installation that connects one or more carg
tanks to the gas return piping during loading and unloading, and
is fitted with safety valves protecting the tank or tanks against
unacceptable internal overpressures or vacuums
C A connecting pip between the diesel hold and the daily supply ta
D A compressed air connecting pipe between a pusher and tank bi
130 02.621 9.3.3.25.2 (c) C
On the deck of a tank vessel, should the pipes for loading and unloadir
distinguishable from othegiping?
A Yes, by means of a special colour caugicated in ADN
B Yes, the connections should be labelledine with ADN
C Yes, clearly, for example by means of colour marking
D ADN does not contain provisions on this subject
130 02.622 Deleted (0706.2005)
130 02.623 9.3.3.22.1 (b) D
A tank vessel of type [Has cargo tank openings with a crgsstion of
more than 0.10 fnHow high above deck should they be located?
A 20 cm
B 30cm
C 40 cm
D 50 cm
130 02.624 9.3.3.21.3 A

From which poit should it be possible to read the filling level of a cargo
tank?

A From the control position of the shotf devices

B From the wheelhouse

C From the general control station of the cargo transfer firm
D

From anywhere on the vessel
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130 02.625 9.3.325.8 C
The loading and unloading system of a tank vessel of type N is used to
supply the cargo tanks with ballast water. What provisions are applicak
the suctions ofhe pipes?
A They must be fitted with a high velocity vent valve
B They must bditted with an automatic stop valve
C They must be located within the cargo area but outside the cargc
tanks
D They must be fitted with a standard C connection for an indepen
pipe
130 02.026 Basic general knowledge C
On a tank vessel, what israimk?
A The supports for the pipes for loading and unloading
B The safe area between the engine room and the cargo tanks
C Part of the cargo deck that projects above the level of the gangb
D The transverse strength
130 02.627 1.2.1 A
Which space o a tank vessel of type N is part of the cargo area?
A The cofferdam
B The engine room
C The accommodation
D The forepeak
130 02.028 9.3.3.31.2 C

On a tank vessel of type N, what is the least distance that the air intake
theinternal combustion engines must be located from the cargo area?

A

B
C
D

0.50m
1.00 m
2.00 m
2.50 m
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130 02.629 9.3.3.11.1 D

What is the maximum permissible capacity of a cargo tank on a tank ve
with an L x B x H greater than 3,750 mvhere there is no calcuian for a
larger tank?

A 200nt
B 280n
C 350m
D 380m
130 02.030 1.2.1 B

What water pressure (in metres) above the deck must a bulkhead on a
vessel withstand in order to be considered watertight within the meanin

ADN?
A 0.50 m
B 1.00 m
C 2.00 m
D 4.00m
130 02.631 9.3.3.11.1 (¢) C

A tank vessel is provided with pressure tanks. What working pressure 1
cargo tanks be designed for, as a minimum?

A 100 kPa
B 200 kPa
C 400 kPa
D 500 kPa
130 02.032 9.3.3.11.3 D

Where should a dferdam be located on a tank vessel?
A Forward of the cargo area only
B Aft of the cargo area only

C Forward and aft of the cargo area as well as in the middle of the
vessel

D Forward and aft of the cargo area

130 02.633 Deleted (2012)
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130 02.634 9.3.3.23.2 D

On a tank vessel of typé¢, by what factor must the test pressure of the
tanks exceed the design pressure?

A 0.75
B 0.9
C 11
D 13
130 02.635 9.3.3.21.3 C

On tank vessels of typ, closed, from which point should it be possible
read overpressure or vacuum in the cargo tank?

A From the valve of the cargo tank
B From the engine room

C From a location on board from where loading or unloading may

interrupted
D From a location on shore from where loading or unloading may &
interruped
130 02.636 9.3.3 D

Where in ADN are the rules for construction of type N tank vessels foul
A In subsections9.1.0.0 to 9.1.0.95
B In subsections9.2.0.0 to 9.2.0.95
C In subsections9.3.2.0 t0 9.3.2.99
D In subsections9.3.3.0 t0 9.3.3.99

130 02.037 9.3.3.21.1 D

Under ADN, what equipment is not a safety and control installation aga
overflowing of tanks?

A The level gauge

B The safety device for preventing overflowing
C The level alarm
D

The aluminium indicator
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130 02.638 9.33.22.4 C

With which safety equipment or devices must closed tank vessels of ty,
be fitted?

A An outlet to allow gas sampling

B A sampling opening with a diameter of at least 460

C Safety devices for preventing unacceptable overpressure or vaci
D A valve that diffuses escaping gases uniformly

130 02.639 7.2.3.25.1,7.2.3.25.2 D

What fixed pipes may be connected to the pipes for loading and unloac
of a tank vessel?

A The fuel pipe

B The deckswabbing pipe

C The bilge piping system of treofferdams
D None of the above

130 02.640 9.3.3.25.1 A

Where on board of a tank vessel should pumps and accessory loading
unloading piping be located?

A In the cargo area

B At least 0.30m above deck
C Not on the deck

D On the deck

130 02.641 9.3.3.25.8 (b) B

On a tank vessel of type N, what must be fitted at the junction between
ballast water suction pipe in a cargo tank and the cargo loading pipe?

A A high velocity vent valve
B A non-return valve

C An automatic stop valve
D

A flame arreter
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130 02.642 9.3.3.25.7 A
On a tank vessel of type N, what must be fitted on the pipes for loading
unloading?
A Pressure gauges at the outlet of the pumps
B An overflow valve
C A high velocity vent valve
D Flame arresters
130 02.643 9.3.325.6 A
How must the pipes for loading and unloading be designed?
A They must have, at the test pressure, the required elasticity,
leakproofness anesistancéo pressure
B They musthave at most, the same test pressure as the cargo tan
C They must k fittedwith pressureelief valves and vacuuirelief
valves to avoid excessive or insufficient pressure
D They must be fitteavith valves that shut automatically when loadil
flows are too great
130 02.644 9.3.3.25.8 (b) D
The cargo loading pipe issed to take in water for washing the cargo tan
or as ballast water. What type of fitting is required at the junction betwe
the water suction pipe and the cargo loading pipe?
A A valve
B A ball valve assembly
C An automatic stop valve
D A nonreturnvalve
130 02.645 9.3.3.23.3 C

What is the minimum value of the test pressure for the pipes for loading
unloading on tank vessels of type N?

A
B
C
D

100kPa
500kPa
1,000kPa
2,000kPa

130 02.646 Deleted(01.01.2007)
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130 02.647 9.3.325.4(b) B

Where in the cargo tank of closed tank vessels of §jpenust the opening
of the pipes for loading and unloading be located?

A Directly below deck

B At the bottom

C By the sidewall

D By the forward bulkhead

130 02.648 9.3.3.11.3 D

What is the purpose of the cofferdams?

A They serve as maintenance spaces

B They serve as supplementary cargo tanks

C They serve as slop tanks

D They separate the ves&énds from the cargo tanks

130 02.649 9.3.3.50.1 (b) B

One of the documents reged on board tank vessels of type N is a list of
the electrical equipment installed in the cargo area. Which of the follow
particulars needot be included?

A Appliance and location

B Dimensions and capacity

C Type of protection, type of protection agsi explosion
D Testing body and approval number

130 02.650 7.2.3.31.1 C

What is the prescribed flash point for fuels fortmardinternal
combustionengines of tank vessels transporting dangerous goods?

A No more than 23C

B No more than 50C

C At least 55°C

D There are no provisions on this subject
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130 02.651 9.3.3.10.2

C

On tank vessels, what is the minimum height of the lower edges of doa
openings in the sidewalls of superstructures and the coaming of acces:
hatches to undedteck spaes?

A
B
C
D

0.30m
0.40m
0.50m
0.60m

130 02.652

9.3.3.11.3 (a)

On a tank vesselyhat must provide the separaion betweenthe service

spaces outside the cargo area below deakt-be-separatdebm-and the

cargo
A

B
C
D

tanks\Athatprovidestheseparai

An active bow rudder room
A cofferdam

An engine room

A watertight bulkhead
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130 03.601 5.4.1.1.6.5 B

A tank vessel has empty, uncleaned cargo tanks. Who is deemed to be
consignor?

A The owner of the last cargo

B The master

C The consignor of the next cargo
D The shipping company

130 03.602 7.2.3.20.1 D

You-are-on-boardmtank vessel of type N witbargo tanks that are
independent of the veséelbuter hull and are not insulatéghe-vessehas
been discharged. May the doullell spaces and double bottoms be fillec
with ballast water?

A No, this is permitted only when transporting substancewliich a
tank vessel with cargo tanks independent of the hull is not requir

B No, taking on ballast water is not permitted, even during empty
journeys

C Yes, but only if all the cargo tanks are empty and gas free, provit
thatthis has been taken maccount in the intact and damage
stability calculationgnd that it$ not prohibited in column (20) of
Table C ofchaptersubsection3.2.3.2

D Yes, taking on ballast water is permitted in this case, provided th
this has been taken into account inititact and damage stability
calculationsand that it $ not prohibited in column (20) of Table C ¢

Chaptersubsection3.2.3.2

130 03.603 7.2.4.22.2 D

A tank vessel is transporting substances of Class 3 for whickexgritision
protection is requiredviay the cargo tank apertures be opened during
transportation?

A Yes, but only as stipulated subsection7.2.4.22
B Yes, but only for a short time for inspection purposes

C Yes, but only if the gas concentration is less than 50% of the low
explosive Imit

D No
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130 03.604 8.3.5 B
Before work that requires the use of an open flame or electric current o
is liable to cause sparks may be carried out on board a tank vessel, an
authorization or a certificate attesting to the totally-fyas comlition of the
vessel must be obtained. Who issues such authorizations?
A The fire service
B The competent authority
C The classification society
D The shipping police
130 03.605 7.2.3.7.2 C
When may gadreeing of tank vessels be carried out whiletessel is
under way?
A For all substances, without restriction
B Only in the vicinity of tank terminals
C Under the conditions stipulated jiraragraph 7.2.3.7.2
D Under the conditions stipulated jiraragraph 7.2.4.7.2
130 03.606 Basic general knowledge B
On a closed tank vessekessuraelief valves are fitted on the gas
discharge pipingThe flame arresters in the cargo tank openings are
clogged. What may occur during loading?
A The cargo tank may not fill completely
B The cargo tank may becomasshapen (swollen)
C There may be a loss of pressure through the pressure equalizati
openings in the covers of the cargo tank
D The high velocity vent valve may be damaged
130 03.607 9.3.3.26.3 C

What is the maximum permissible capacity of a reslidargo tank on tank

vessels of type N?

A 20 nt
B 25 nt
cC 30nt
D 35nF
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130 03.808 Basic general knowledgé.2.1 B

Why do tank vessels have stripping pipes?
A To enable optimum filling of the cargo tanks

B To enable complete draining, if ille, of the cargo tanks and the
cargo piping, so that only cargo residues remain

C To enable the cargo to be heated, if necessary

D To provide a simple means of loading several cargoes

13003.609 1.2.1 B

Why are tank vessels fitted with strippiegstems?
A To enable the cargo tanks to be ventilated

B To enable maximum draining of the cargo tanks and the cargo p

C To enable the cargo tanks to be heated
D To enable the cargo tanks to be filled completely

130 03.010 Basic general knowldge D

What risk is created when pressurized air is transmitted by the shore fe
via the loading piping?

A The cargo may change colour
B The vessel may capsize
C This process does not create any risk for the vessel

D The cargo tanks may become migsén (swollen)

13003.6011 7.2.4.25.4 C

Must loading and unloading piping be drained after each loading opera
A No, this is actually prohibited

B No, it is the master who decides. He may do so for safety reasor
C Yes
D

Yes, if the shore facilitgo requires
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Correct answer

130 03.6012 7.2.3.7.4

B

Gasfreeing of cargo tanks must be interrupted when dangerous
concentrations of gases are to be expected outsideargo area, in front o
the accommodation. At what concentration of dangerous gas must gas

freeing be interrupted?

A At more than 30% of the lower explosive limit
B At more than 20% of the lower explosive limit
C At more than 10% of the lower explosive limit
D At more than 50% of the lower explosive limit

13003.613 7.2.3.7.1

Where may ga$reeing of berthed tank vessels be carried out?

A At any harbour

B At the locations approved by the competent local authority

C At any oil port
D At any berthing area outside residential areas

130 03.014 Basic general knowledge

A vessel fitted wittheating coils must go to a shipyard. Why are the hea

coils rinsed?

A To ensure that the cargo heating system is functioning

B To ensure that the coils resist pressurized air

C To ensure that there is no residual cargo in the coils owing to a I

D To ensure that the coils are not obstructed

130 03.615 7.2.3.7.3

At what locations is gaBeeing of substances other than . 1203

MOTOR SPIRIT or GASOLINE or PETROL authorized?

A While the vessel is under way and at locations approved for this

purpose
B At harbour basins
At locks and their laybys

D There are no restrictions
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130 03.616 9.3.3.26.3 B

What is the maximum permissible capacity of a residual cargo tank?
A 20m
B  30m’
C 25m°
D 3m

130 03.617 7.2.3.7.2 C

An empty tankvessel has transported UN No. 1208 HEXANES, Class 3
ClassificationCode F1. The cargo tanks must be-fyaed while the vessel
is under way. What is the maximum permissible gas concentration that
be evacuated into the ambient air through the flamestars?

A < 70% of the lower explosive limit
B < 60% of the lower explosive limit
C < 50% of the lower explosive limit
D < 55% of the lower explosive limit

130 03.618 7.2.3.7.3 D

A tank vessel has transportetl No. 2054 MORPHOLINEClass 8,
PackingGroup I). The cargo tanks are ¢fased while the vessel is under
way. What is the maximum permissible concentration of the substance
the vented mixture at the outlet?

A < 50% of the lower explosive limit
B < 30% of the lower explosive limit
C < 20%o0f the lower explosive limit
D < 10% of the lower explosive limit

130 03.6019 9.3.2.26.2, 9.3.3.26.2 D

Must slop tanks be capable of being closed with lids?

A No, but they must be fire resistant

B No, but they must be easily manipulable and must b&edar
C Yes, but only if the capacity is greater than2 m
D

Yes
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130 03.620 7.2.4.22.1,7.2.4.22.2 C

Under what circumstances may the flame arresters be rerfmved
cleaning

A
B
C

D

Under no circumstances
When this is provided for in the approval cictite

When the cargo tanks are empty,-ffl@ed and relieved of pressure
and the concentration of inflammable gas in the cargo tank is les
than 10% of the lower explosive limit

When this is provided for in the instructions in writing

130 03.021 7.2.3.1.47.2.4.22.1 B

A cargo tank has been gheed after the carriage of UN 1294 TOLUENE
It is necessary to enter the tank in order to clean it. However, before th
tank is entered, a measurement must be effected. Under what conditiol
may this be doe?

A The cargo tanks must have been washed and dried

B The person who effects the measurement must wear breathing
apparatus and the cargo tank must have been relieved of presst

C The cargo tank must have been relieved of pressure

D The person who effestthe measurement must wear gloves and tt
cargo tank must have been relieved of pressure

130 03.822 Basic general knowledge A

What risk may arise when a cargo tank is cleaned with a high pressure

device?

A There is a risk of electrostatic charge

B
C
D

There is a risk that the jet of water may pierce the tank wall
There is absolutely no risk

There is a risk that the product may be contaminated
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130 03.023 Table C, column 20, observation 8 B

Yeour-A tank vessel has side compartments and a deloibttom. All the
vessels tanks are loaded with the produdt No. 1780 FUMARYL
CHLORIDE. Are-yeu-allewed-to-filMay the side compartmenke filled
with water up to 90%?

A Yes, this is allowedf-the-side-compartments-arefilled1o a
maximum-90%

B Yes, ths is allowed but only if the side compartments are filleéith
drinking water between-90%-and-100%

C No, it is not allowed to fill the side compartments with water with
this cargo

D No, it is never allowed to fill the side compartments with water wl
the @rgo tanks are loaded with a cargo

13003.624 7.2.4.13.1 B

Y¥our-A tank vessel has been unloaded. There are still a few litres of the
cargo in the tanksteu-The cargo tankshave tobe clearedthe-cargo
tanks What mustyou-be done if you-wish-to-puthe cargo residuese to

be put in the residual cargo tank, which already contains another produ

A Yeu-mustobtainAuthorizationmust be obtainedfrom the
competent authority befopasttingthe two productsire putin the
same tank

B ¥Yoult mustbe ensured that the two substances do not react
dangerously with one another

C Yeou-mustfirstcaleulatelthe average density of the productsst
be calculated first

D Yeu-Advice mustseek-adwviede soughtfrom the reception facility
notified-designatedby thecompetent authority

130 03.625 9.3.3.26.4 C

What conditions must a tank vessealesidual cargo tank fulfil on a closed
type N tank vessel?

A It must be equipped with two pressugdief valves

B It must be equipped with a pressuedief valve and aacuumrelief
valve

C It must be equipped with a pressuedief valve, a vacuumelief

valve and a level indicator

D It must be equipped with a pressuedief valve, a vacuumelief
valve and a safety device against overflowing

GE.1618936 155




ECE/TRANS/WP.15/AC.2/2017/1

156

Transport by tank vessels
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Number Source Correct answer
130 03.626 8.3.5 C
What is the purpose of the certificate attesting to the totalkfrgas
condition of a vessel?
A It confirms that, following the taking of measurements, the maste
has declared the cargo tanks to be clean
B It confirms that measurements have been tékal spaces on
board, which have been deemed clean
C It confirms that it is possible to workitheut-riskon board the vesse
without risk arising from previous cargoes
D It confirms that the cargo tanks are clean and ready to redélve
No. 1202GAS OIL or DIESEL FUEL or HEATING OIL,
LIGHT anetherproduct
130 03.027 7.2.3.7.5 D
After the cargo tanks have been g@ed, the master wishes to remove th
marking referred to in Table C @haptersubsection3.23.2(blue cone(s)
or blue light(s)) What is the maximum permissible concentration of
flammable gases?
A 5% of the lower explosive limit
B 10% of the lower explosive limit
C 15% of the lower explosive limit
D 20% of the lower explosive limit
130 03.628 7.2.3.42.4 B
When certain substaas are being unloaded, the cargo heating system 1
be placed in a space that meets the requiremeptsafraph 9.3.3.52.3b).
When does this provision not apply?
A When the flashpoint of the cargo being unloaded is not less than
B When the flaBpoint of the cargo being unloaded is not less than ¢
C When the flashpoint of the cargo being unloaded is not less than
D When the flashpoint of the car@peing unloaded is not less than

100°C
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130 03.629 7.2.3.42.2 C

A tank vessel isarrying a cargo that is heated during transport.
Under ADN, what must the cargo tank(s) be equipped with?

A A hygrometer

B An instrument for measuring vacuums

C A thermometer

D An instrument for measuring overpressures

130 03.630 7.2.3.42.2,9.3.3.21.1 A

An open type N tank vessel with flame arresters is transporting a subst
for which column (9) of Table C in subsection 3.2.3.2 prescribes an
installation for heating the cargo.

When this substance is being transported, must the cargo tanksijeeeq
with a thermometer?

A Yes, this is required fahese substances

B No, on vessels of type N, the cargo tanks need never be equippt
with a thermometer

C Yes, on vessels of type N, the cargo tanks must always be equig
with a thermometer

D No, thisis not necessary, except where required in the instructior
writing

130 03.631 3.23.2 Table C, 7.2.3.42.2,9.3.3.21.1 D

An open type N tank vessel with flame arresters is transporting UN No.
1229 MESITYL OXIDE.

When this substance is being tnaoded, must the cargo tanks be equipp
with a thermometer?

A Yes, this is required for this product

B No, on vessels of type N, the cargo tanks need never be equipps
with a thermometer

C Yes, on vessels of type N, the cargo tanks must always be equig
with a thermometer

D No, this is not necessafgr this product
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130 03.632 3.23.2 Table C

B

Yeou-are-on-boardmtank vessel of type NFhere-ighat hasno possibility

of heating cargoYeou-are-instructetiasto transport a cargo of UNo.
1779FORMIC ACID.

What is the external temperature below whjeli-the vessel may no
longer transport this product?

A
B
C
D

15°C
12°C
20°C
10°C

130 03.633 3.23.2 Table C

On-you tank vesselyou-ards transporting UN No. 2215 MALEIC
ANHYDRIDE, MOLTEN. Protection against explosion is not required fc
this substance. Under ADN, what is the maximum allowable temperatu
for carriage?

A

B
C
D

15°C
72°C
88 °C
90 °C
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130 04.601 7.2.4.22.3 B

On a closed type N tank vessel, may the cargo tank sampling outlets b
opened during loading?

A Yes, but only on cargo tanks loaded with substances presenting
lesser degree of dangeych as petrol for example, for which
protection against explosion is as prdsed in column (13) of Table
C of Chaptersubsection3.23.2. No special requirements or
conditions need be observed

B Yes, but in the case of cargo tanks loaded with dangertstances
for which marking with one or two blue cones or one or two blue
lights is prescribed in column (19) of Table Ccfaptersubsection
3.23.2 only when loading has been interrupted for not less than
minutes

C Yes, but the sampling outlets mbg opened only with the consent
of the cargo transfer station. The person who opens the samplini
outlets must be protected against the danger presented by the ci

D No, opening of the sampling outlets is prohibited because all clo:
type N tank vesselsiust be equipped with a level indicator

130 04.002 7.2.4.22.17.2.4.22.3 C

After loading of a tank vessel marked with one blue cone or one blue li(
a cargo sample must be taken. When, at the earliest, may the samplinc
outlet be opened?

A Once loaing has been completed and the cargo tanks have beel
relieved of pressure

B Only when the loading documents are available

C Once loading has been interrupted for not less thanitOtes and
the cargo tanks have been relieved of pressure

D 30minutes afteloading has been completed

130 04.603 3.23.2 Table G8.1.5.1 B

In accordance with Table C, what equipmembulid-you-havaust there be
on board a tank vessehen required in Table C of subsection 3.2.32

A A self-contained breathing apparatus
B A flammable gas detector

C A nitrogenmeasuring device
D

A rescue winch
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130 04.604

3.2.3.2, Table ¢8.1.5.1 A

: at
equipment should be on board tank vessélsn required under Part 8
and Table C of subsection 3.2.32

A A flammable gas detector

B A thermometer

C A nitrogenmeasuring device
D An oxygen meter

130 04.605

7.23.1.4,7.23.15,7.2.3.1.6 B

Which of the apparatuses referred to below is not one of the devices us
measure gases or dangerous vapours before entry into cargo tanks,
cofferdams and other closed spaces?

A The flammable gas detector
B The pyrometer
C The toximeter

D The oxygen meter

130 04.606

Basic general knowledge B

The previous cargo of a cargank is not known. A measurement is taken
with a flammable gas detector. The detector shows that there is no risk
explosion. May you enter the cargo tank without a-setitained breathing
apparatus?

A Yes, because there is no risk of explosion
B No, be@use there may be toxic gases
C No, there might be insufficient nitrogen

D No, there might be too much oxygen

130 04.607

7.23.1.4,7.23.15,7.2.3.1.6 C

A cargo tank is free of toxic gases. What is the value of the gas
concentration in the cargo tabelow whichthe tank yeu-maybe enteed
the-tanl?

25% of the lower explosive limit
33% of the lower explosive limit

50% of the lower explosive limit

o 0O W »r

70% of the lower explosive limit
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130 04.608

Basic general knowledge

A

A cargo tank habeen drained of petrol. Using a flammable gas detecto
you-are-reguired-tthe risk of explosion must beassessdwhetherthere-is
aHisk-ef-explosionAt what height should the measurement be taken?

A At the bottom of the cargo tank

B At the top of thecargo tank

C Halfway up the cargo tank

D Exactly above the sampling outlet

130 04.609

Basic general knowledge

A sample is being taken through a sampling outlet. Why, for safety rea:
must a nylon cord never be used?

A Under the effect of theulstance, the nylon cord may break

B With a nylon cord, the test tube may slip and become detached
C With a nylon cord, an electrostatibarge may be produced

D ADN prohibits the use of nylon cords

130 04.610

3.2.3.2, Table C

After loading with UN No 1203 MOTOR SPIRIT or GASOLINE or
PETROL, a sample must be taken. What type of sampling device must
used as a minimum?

A A sampling opening
B A closed sampling device

C A closed sampling device with expans@inock
D A partially closed samplingevice

130 04.011

3.2.3.2, Table C, 7.2.4.16.8,8.1.5.1

You-havé\ vessel idoadedwith UN No. 1718 BUTYL ACID
PHOSPHATE angeu-wish-to-take cargo sampleust be taken

In accordance with ADN, whas the minimum personal protective
equipmenthat mustyeu-be weaworn?

A A pair of protective goggles, a pair of protective gloves, protectiv
boots, a protective suit arh appropriate ambieiair-dependent
breathing apparatus

B A pair of protective goggles, a pair of protective gloves, protectiv
boots and a protective suit

C A protective suit and protective boots

D An appropriate ambiergir-dependent breathing apparatus
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130 04.612

3.2.3.2, Table C7.2.4.2223

C

On board a tank vessel, two cargo tanks are loaded with UN No. 1100
ALLYL CHL ORIDE and six other cargo tanks are loaded with UN No.
1213 ISOBUTYL ACETATE. The vessel is equipped with gas
recovery pipe and all the cargo tanks are connected ta common
vapour pipe.

May a sample of UN No. 1213 ISOBUTYL ACETATE be taken with a
closal sampling device?

A No, becausen open sampling device is mandatory, as specified
in subsection 3.2.3.2, Table Gcolumn (19)

B No, because a partly closed sampling device is mandatory, as
specified insubsection 3.2.3.2, Table C, column (19)

C Yes

D Yes but only with the authorization of the competent authority

130 04.613

3.2.3.2, Table C7.2.4.22.2

YourA vessel was loaded most recently W|th UN R282 HEXANOLS

" , diseucargo tanks
must be cleanedln accordance with ADN When at the earliest, may th
cargo tank covers be opened?

A After the cargdanks have been relieved of pressure

B After the cargo tanks have been totally-f@ed and there is no
explosive mixture

C After the cargo tanks have been-gi@ed and the concentration of
flammable gases in the tanks is less tha% of the loweexplosive
limit

D After the cargo tanks have beeassdreed and the concentration of

flammable gases in the tanks is less @%b of the lower explosive
limit
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130 06.601 3.2,31 C

What is the meaning d@itate of tank containei®Zccording to
subsection3.2.3.2, Table C?

A Pressure tank container

B Closed tank container

C Open tank container with flame arrester
D Open tank container

130 06.602 1.1.2.1 B

An empty norcleaned tank vessel of type N has carried petrol and
immediately after it must carry diesel. What provisions does the vess
have to meet?

A Only those provisions in Part 2

B All the relevant provisions of the ADN

C The provisions of Part Bection7.1.1

D The instructions in writing of the last cargo

13006.603 8.3.1 A

A tank vessel is carryingN No. 1203 MOTOR SPIRIT or GASOLINE
or PETROL. Mayyeu—asthe mastercarry persons who are not membe
of the crew, do not normally live on board or are motoard for official
reasons?

A No, never

B Yes, on condition that the consignor of the petroleum cargo ha
authorized it

C Yes, but a maximum of two persons

D Only with the permission of the owner of the vessel

13006.604 7.2.3.1.1 D

In order to tieck if the bulkhead adjacent to the cargo being carried is
watertight, the empty cofferdams of the tank vessel have to be exam
At what intervals should this examination be carried out?

A After loading

B At least three times per week

C Every morning ad every evening
D

Once a day
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Number Source Correct answer

130 06.605 1.6.7.2,7.2.3.20.1 C
Can the cofferdams of a tank vessel be filled with ballast water?

A Yes, but only for navigation on canals

B Yes, according to ADN the cofferdams are cargo tanks

C No, under reserve dhe transitional provisions isubsection
1.6.7.2

D No, the cofferdams may not be used as tanks for remnants of 1
cargo

130 06.006 3.2.3.2, Table C, 7.2.4.21.3 C
A tank vessel of type N is loaded with a substance of Class 3. How nr
the maximum penissible degree of filling be determined?

A On the basis of the certificate of approval

B On the basis of the transport documents

C On the basis of Table C, the certificate of apprewal the formula
shown inparagraph 7.2.4.21.3

D On the basis ot instructions in writing

130 06.607 3.2.3.2, Table C D
What is the maximum degree of filling for UN No. 1203 MOTOR
SPIRIT or GASOLINE or PETROL?

A 75%
B 91%
C 95%
D 97%

130 06.608 3.2.3.2, Table C, 7.2.4.21 B
Where in ADN would you find the pwgsions concerning the maximum
degree of filling of tank vessels?

In paragraphs 9.3.2.21.1and 9.3.2.21.2
B In subsections3.2.3.2, Table C and 7.2.4.21
C In section1.2.1
D These appear not in ADN but in the certificate of approval
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130 06.609 3.2.3.2, TableC, 7.2.4.21

C

Where is it stated how full the cargo tank of a tank vessel may be fille

A
B

C
D

In CEVNI

In the instructions in writing
In subsections3.2.3.2, Table C and 7.2.4.21 of ADN

In the certificate of approval

13006.010 7.2.4.22.1,7.2.4.22.2

A tank vessehas transported a substance for whiclmarking with is
carryingone blue conés required. May the housing of the flame
arresters be openéalr their assembly or disassembl9

A

B

Yes, this is always permitted whére cargo tanks have been
relieved of pressure

Yes, but onlyafter the cargo tanks have been gaﬁreed and the
concentration of flammable gases in the tanks is less thd9%

of the Iowerexploswe Imn#eHh&pwpeseeLmspeeﬂng or

Yes, but only where authorized by the shore facility
No, this is not permitted

130 06.611 7.2.4.2.3

May a refuellingoperationbe carried out during unloading of dangerou
goods for whih explosion proofings requiredn column (17) 6 Table C
of subsection 3.2.32

A

Only with supply vessels, provided that the provisions for
protection against explosion applicable to the dangerous good:
complied with

The decision is made ble cargo transfer company
Only in daylight

Yes, for closed type N tank vessels, not for others
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13006.012 7.2.4.76 B
May synthetic ropes be used for mooring during loading or unloading
closed typeN tank vessel?
A Only steelcables maye used
B Only if steel cables are ustalprevent the vessel from going adri
C Only steel cables may be used in harbour basins
D Only during loading or unloading of goods for the transport of
which a blue light or blue cone is not required
130 06.013 3.2.3.2, Table C D
During the transport of UN No. 2031 NITRIC ACID, other than red
fuming, withat least 65% but not motean 70%acid, what is the
maximum degree of filling?
A 90%
B 95%
C 96%
D 97%
130 06.014 3.2.3.2, Table C C
A tank vessehas to transport UN No. 1301 VINYL ACETATE,
STABILIZED. What marking is the tank vessel required to display?
A Two blue cones by day and two blue lights at night
B For all goods of Class 3, one blue light or one blue cone must
always be used
C The vessiemust carry one blue light or one blue cone
D For such goods no marking is required
130 06.615 3.2.3.2, Table C, 7.2.3.7.5 A
A tank vessel has transported and then unloaded a cargo of petrol. T
cargo tanks have not yet been cleaned. How doesftaet the marking
with one blue light or one blue cone?
A The marking remains unchanged
B The marking should be removed
C The marking may be retained or removed according to
circumstances
D The marking should be displayed at rhieight
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130 06.016  Basic general knowledge D

Can the level of a liquid cargo in a closed cargo tank rise during

transport?

A No

B Yes, but only in stormy waters

C Yes, but only in the event of a fall in atmospheric pressure, in k
weather conditions

D Yes, particularlywhen the liquid cargo is warmed, e.g. by the st

130 06.017 Basic general knowledge B

Why should cargo tanks not be filled to the top?

A Because the cargo would not be able to move freely with the
motion of the water

B Because liquid expands when hreshtind may damage the vessel
and/or leak out of the tank

C There is no reason why the tank should not be filled to the top

D Because filling the tank to the top would take too long. It would
cause disproportionate work at the cargo transfer station

130 ®6.0-18 7.2.4.1 C

What are the provisions applying to the transport of dangerous goods
packages on tank vessels?

A The transport of packages on tank vessels is prohibited

B The transport of packages on tank vessels is permitted, provid
that the exemed quantities are not exceeded

C The transport of packages in the cargo area is prohibited unles
they comprise residual cargo, cargo residues or slops in no mc
than six approved intermediate bulk containers,-tzomitainers or
portable tanks having aarimum individual capacity of not more
than 2 m, or 30cargo samples

D A maximum of 50,000 kg is permitted, although the prohibition
mixed loading must be observed
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130 06.019 Basic general knowledge B

An empty cargo tank having a capacity 60¥is closed in such a way
that no air can get out. Subsequently, Z@fiiquid is pumped into this
cargo tank. What approximately is the absolute pressure in the cargo
after this liquid has been pumped in?

A 100 kPa
B 110 kPa
C 180 kPa
D 220 kPa
130 06.020  Basic general knowledge B

An empty cargo tank with a capacity of 308imclosed in such a way
that no air can get out. Subsequently, fofriquid is pumped in. What
approximately is the absolute pressure in the cargo tanktlaifdiquid
has been pumped in?

A Less than 100 kPa
B More than 100 kPa
C The absolute pressure
D

No increase in pressure
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130 06.021  Basic general knowledge A

The liquid in a tank ashore (see figure) has the same density as wate
valves of the vess@ cargo tank are closed. What is the overpressure
the loading pipes?

|
=

Note Schieber = valve

A 50 kPa
B 100 kPa
C 500 kPa

D 1,000 kPa

130 06.022  Basic general knowledge C

A quantity of 285 mhas to be loaded in a cargo tank. The maximum
permissible degree of filling is 95%. What must the minimum capacit
the cargo tank be?

A 280 nt
B 290n?
C 300m
D 310 n?
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130 06.623  Deleted (30.9.2014)
13006.624 7.24.7.1 A
In what locations may tank vessels be loaded and unloaded?
A In the locationgapproved by the competent authority
B In all locations situated outside urban areas
C In oil ports
D In any location deemed appropriate by the master
13006.625 3.23.1,3.2.3.2Table C A
Which of the following substances crystallizes at a tempearatlpwof
approximately 4 °C?
A UN No. 1114 BENZENE
B UN No. 1090 ACETONE
C UN No. 1125 RBUTYLAMINE
D UN No. 1282 PYRIDINE
130 06.026 3.23.1, 3.2.3.2Table C C
Which of the following substances may be loaded at a temperature b
4 °Cin a tankvessel with no possibility of cargo heating?
A UN No. 1114 BENZENE
B UN No. 1145 CYCLOHEXANE
C UN No. 2055 STYRENE MONOMER, STABILIZED
D UN No. 1307 pXYLENE
130 06.627  Basic general knowledge C

After the loading of UN No. 1203 MOTOR SPIRIT oASOLINE or
PETROL, four cargo tanks remain empty. These empty cargo tanks ¢
be filled with UN No. 1202 GASOIL or DIESEL FUEL or HEATING
OIL, LIGHT. Special care should be taken to do what?

A To pressurize the cargo tanks to be loaded with diesel fuel

B To take the same safety measures as when loading an open t
tank vessel

C To take the same safety measures as when loading petrol

D To ensure that the lids of the empty cargo tanks are open so tt
any gases that may have formed can escape
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13006.028 Basic general knowledge C

When a cargo tank is loaded to the maximum permissible degree of
filling, there still remains some space in the cargo tank. What is the
purpose of this empty space?

A To make it easier to take samples

B To provide spacéor lightening quantities
C To allow for the expansion of the cargo
D None of the above

130 06.029  Basic general knowledge C

During the transport of dangerous goods, the cargo is sometimes co\
with nitrogen. Why is this done?

A To prevent the caggfrom shifting

B To cool the cargo

C To insulate the cargo from the outside air

D To keep the temperature of the cargo constant

130 06.630 7.2.4.10.1 D

When may loading or unloading of tank vessels be started?

A Once the loading journal has beenaex by the competent
authority

B Once the person responsible for trahfpment operations at the
shore facility has checked the cargo tanks

C Once the gas return piping has been connected
D Once the checklist has been satisfactorily completed

130 06.631 3.2.3.2, Table C B

What is the maximum degree of filling with UN No. 1203 MOTOR
SPIRIT or GASOLINE or PETROL with more than 1B&ENZENE?

A 91%
B 95%
C 97%
D 98%
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13006.632 3.2.3.2, Table C, 7.2.4.21.3 B
You-have-to-leadUN No. 1230 METHANOLhas to be loaded
According to the certificate of approval, the permitieldtive density is
1.1. What ighe maximum degree of filling to which the cargo tanks m:
be filled?

A Up to 97%
B Up to 95%
C Up to 91%
D Up to 85%

13006.633 3.2.3.2, Table&C, 7.2.4.21.3 B
You-have-toloadJN No. 1662 NITROBENZENHas to be loaded
According to the certificate of approval, the permittelhtive density is
1.1. What is the maximum degree of filling to which the cargo tanks r
be filled?

A Up to 95%
B Upto 90.9%
C Up to 93.3%
D Up to 85%

13006.634 3.2.3.2, Table C, 7.2.4.21.3 C
You-have-toloadJN No. 1999 TARS, LIQUIDhas to be loadedThe
temperature of the substance is°85 What is the maximum degree of
filling to which the cargo tanks may lided?

A Up to 95%
B Up to 91%
C Up to 97%
D Up to 85%

13006.635 3.2.3.1, 3.2.3.2, Table C, column (20), 3.2.4.3 A
A vessel of type N has to transport UN No. 1780 FUMARYL
CHLORIDE. Why should the doubleull spaces not be filled with water
ballag during the voyage?

A Because the substance has a violent reaction with water
B Because doublbull spaces should not be used as ballast tanks
C Because doubtbull spaces may be used as ballast tanks only
when the cargo tanks are empty
D Because it sbuld always be possible to ventilate doublél
spaces of vessels of type N
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130 06.636

3.2.3.1, 3.2.3.2, Table C, column (20)

B

A tank vessel of type N, which has a displacement of 2,006¥sy
have, hasto transport 145 frof UN No. 2796 SULPHRIC ACID-in
yourtankvesselof type N-which-has-a displacement of 2,600 mn
improve stability in strong windsye-yeds it permitted to fill the
adjoining doublehull spaces with ballast water?

A Yes, this is permitted
B No, this is prohibited withhis cargo

C Yes, this is permitted, provided that the dodhld#l spaces are no
more than 90% full

D Yes, this is permitted, provided that the dodlld# spaces are
completely full

130 06.637

1221

How many degrees Celsius equal 279 kelvin?
A 276°C

B 552°C

C 6°C

D 12°C

130 06.638

Basic general knowledge

You-have-to-leadUN No. 1307 pXYLENE has to be loadedThe
temperature of the cargo is 76. What datale-yetare neeckd to-be-able
to calculate the degree of filling at 167

A The oefficient of sublimation at the temperature indicated

B The density and volume of the substance

C The coefficient of expansion and the density of the substance
D

The coefficient of expansion, the temperature difference and tt
volume of the cargo tardnd the cargo

130 06.639

72411

A tankvessel is transporting UN No. 1294 TOLUENE. How many car
samples may be carried on the vessel and what are the maximum cc
per receptacle?

A 30 receptacles of 1,000 cl
B 10 receptacles of 1,000 cl
C 10 receptacles of 500l
D 30 receptacles of 500l
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13006.640 7.2.4.1.2 C
On board an oil separator vessel, is it permitted to have receptacles
oily and greasy wastes?
A No, this is not permitted
B Yes, this is permitted if the gross quantityes not exceed 5,000
kg and the receptacles are properly secured in the cargo area
C Yes, this is permitted if the maximum capacity of the receptacl
does not exceed 2°mnd the receptacles are properly secured i
the cargo area
D Yes, this is penitted without restriction
13006.641 7.2.4.10.4 B
According to ADN, when a supply vessel delivers products for the
operation of vessels to a tank vessel loaded with flammable chemica
should a checklist be completed?
A Yes, a checklist must be cofaped for every loading or unloading
operation
B No, this is not required under ADN
C Yes, since the vessel is loaded with flammable substances
D Yes, but only when the quantity delivered exceedm30
13006.642 7.2.4.16.6 C
What pressure should no¢ exceeded at the connection point when a
vessel is unloaded and the gas discharge pipe is connected to the ve
A 30 kPa
B 40 kPa
C The opening pressud the high velocity vent valve
D The opening pressure of the high velocity vent valve shoatithe
exceeded by more than 10 kPa
130 06.643  Deleted(2011)
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130 06.644

9.3.1.18,9.3.2.18, 9.3.3.18

A

A vessel is fitted with an inerting system. What overpressure should
system be capable of maintaining in the cargo tanks?

A 7 kPa
B 8 kPa
C 10 kPa
D 15 kPa

130 06.645

3.2.3.2, Table C, 7.2.4.28.3

Yeu-are-transpertintdN No. 1230 METHANOLIs being transported
The internal pressure of the cargo tank is over 40 kPa. What spmauld

be done?

A Open the high velocity vent valves okthargo tank so that the
overpressure can be reduced

B Immediately activate the watspray system

C Get the watespray system ready so that it can be activated on
the internal pressure of the cargo tank exceeds 50 kPa

D Safely release the internal opeessure by using the cargo tank
release device

130 06.646

3.2.3.2, Table C, 7.2.4.16.13

May the bulwark ports of vessels carrying UN No. 2848 PHUR,
MOLTEN be closed off?

A The bulwark ports may be closed off during loading
B The bulwark ports mabe closed off during loading and unloadi
C The bulwark ports may be closed off only during the voyage

D The bulwark ports may not be closed off during loading

130 06.647

3.2.3.2, Table C, 7.2.4.16.13

May the bulwark ports of vessels carrying B. 1993 FLAMMABLE
LIQUID, N.O.S. be closed off?

A The bulwark ports may be closed off only during loading

B The bulwark ports may be closed off during loading and unloac
C The bulwark ports may be closed off only during the voyage
D

The bulwark pog may not be closed off during loading
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130 06.648 3.2.3.2, Table C, 7.2.4.16.13 D

May the bulwark ports of vessels carrying UN No. 1993 FLAMMABLLI
LIQUID, N.O.S. be closed off during the voyage?

A The bulwark ports may be closed off only durlogding

B The bulwark ports may be closed off only during loading or
unloading

C The bulwark ports may be closed off only during the voyage
D The bulwark ports may not be closed off during the voyage

130 06.649 3.2.3.1 B

What code is used in column)(5iDangeD, of Table Cn subsection
3.2.3.2 for substances with loagerm effects on health (carcinogenic,
mutagenic or toxic to reproduction)?

A N1, N2 or N3

B CMR
C ForS
D unst.
130 06.650 3.2.3.1 C

What code is used in column (5pangep, of Table Cin subsection
3.2.3.2 for substances that float on the surface water, do not evapore
and are not readily soluble in water?

A N1, N2 or N3

B CMR
C F
D unst.
13006.651 3.2.3.1 C

What code is used in column (5pangep, of Table Cin subsetion
3.2.3.2for substances that sink to the bottom of the water and are nc
readily soluble?

A N1, N2 or N3
CMR

S

F

O 0O W
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130 06.652 3.2.3.1 A

What code is used in column (8pangeD, of Table Cin subsection
3.2.3.2 for substances that aemvironmentally hazardous, meeting the
criteria for acute or chronic toxicity?

A N1, N2 or N3

B CMR
C S
D F
130 06.653  deleted(27.09.2016}-6-#4-2 c

D oo buteopbronnl ol 10 0008
130 06.654 1.6.7.4.2 D

May UN No. 1223 KEROSENE be carried in an open type N tank ve:
with flame arresters and type 2 cargo tank (shiglkk tank vessel)?

A No

B Yes, but only until 31.12.2012
C Yes, but only until 31.12.2015
D Yes, but only until 31.12.2018

130 06.655  deleted(27.09.2016}-6-7#4-2 c
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130 06.656 1.6.7.4.2 D

‘ot-are-on-board-closed-type-N-tank-vessel-with-type 2-earge-tanks
{single-hul-tank-vessehAre-yods it permitted o carry UN No. 1202
GAS OIL or DIESEL FUEL or HEATING OIL (LIGHTon a closed
type N tank vessel with type 2 cargo tanks (singleull tank vessel}a
this-vesselif the substance appears in the list annexed to the certificai
approval?

A Yes, without retriction

B Yes, but only until 31.12.2012
C Yes, but only until 31.12.2015
D Yes, but only until 31.12.2018

130 06.657 7.2.5.0.1 B

There isAa certificate attestingp the gasfree conditionof a vessels
available What should be done with tlfiblue con® or fblue ligh
marking?

A The marking must remain visible
B The vessel is not required to have blue cone or light markings

C It is for the river police to decide whether the vessel should be:
blue cone or light

D Thefblue coné or fiblue ligh marking should be placed at half
mast
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13007.601 8.1.8 A
All tank vessels permitted to carry flammable liquid substances are
provided with a certifica of approval. What does the certificate of
approval attest?
A That the vess& constrution and equipment comply withe
relevant requirements of ADN
B That the vess& construction, arrangement and equipment comg
with the general technical requirents
C That the vessel has been built under the supervision of a recogt
classification society and that it has been approved by it for the
transport of dangerous goods
D That the vessé& construction, arrangement and equipment and t
compasition of the crew comply withinternational requirements fol
the carriage of liquid fuels
130 07.602 7.2.4.10, 8.6.3 C
-which-part(sy-aiVhere in ADN is-are the checklist and its use
described?
A In Part-1section1.2.1
B In Part 3subsection 3.2.3.2TableC
C In Part7subsection7.2.4.10 and?art-8section8.6.3
D In Part 9subsection9.3.3.10
130 07.603 7.2.4.10.1 C
When should the checklist conforming to the model giveseiriion8.6.3
be completed?
A During loading and unloading of dangerow®ds for—which the
maximum quantity is limited underaragraph 7.1.4.1.3
B During the transfer of dangerous goods of Class |
C Beforebeginning theloading or unloading of a tank vessel
D During the transfer oflangerous goods for which tlransport
documents require a checklist to be drawn up
130 07.604 7.2.4.10.1 B

How many copies of the checklist conforming to the model given in
section8.6.3 should be completed?

A One copy

B Two copies

C Three copies

D As indicated by the cargo transfer station
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130 07.605 7.2.4.10.1 B
Who should sign the checklist?
A The master and another member of the crew
B The master or a pays mandated by himself and therson
responsible for loading and unloading at the shore facilities
C The master or a person ntlated by himself and a representative
the competent authority
D The checklist does not need to be signed; it simply acts as an a
memoire for the mastepghat the transfer maye carried out
without any problems
130 07.606 7.2.4.10.1 D
According toABN-subsection7.2.4.100f ADN, before loading or
unloading of dangerous goods on tank vessels may start, a checklist r
be completed and signed. By whom?
A It must be completed by the person responsible for the shore
facilities and signé by the naster or a person dyoard mandated
by himself
B It must be completedytthe master and signed by therson
responsible for the shore facilities
C The checklist must be completeddasigned by the master or the
person responsible for the shore faahti
D The checklist must be completadd signed by the master or a
person on board mandated by himself on b@adi by the person
responsible for the handling at the shore facilities
130 07.607 7.2.4.10.3 C

In what language or languages at leastésdhecklist printed?

A In an official language of the country where loading or unloading
takes place

B In Dutch, English and French

C In a language understood by the master and a language unders
by the person responsible for the handling atstiwe facilities

D In the case of internathal transport, in English arietench; in the
case of natinal transport, in an officidhnguage of the country
where the transport takes place
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130 07.608 8.6.3 D

In which section of ADNwould-you-findis therea model for the checklist
referred to irsubsection7.2.4.10?

A In section1.2.1
B In section3.2.3
C In section8.6.2
D In section8.6.3
130 07.609 Deleted (03.12.2008)

130 07.610 7.2.2.19.1,8.1.8.1 D

The last cargo of an empty tan&ssel was&JN No. 1202 GAS OIL. May
the tank vessel take a pushed barge loaded with 200 tonnes of wheat
sideby-side formation?

A Yes, but only if the two vessels are properly marked with cones
B No, this is prohibited

C Yes, the barge does notetka certificate of approval in this case
D

Yes, but only if the barge is alprovided with acertificateof
approval

130 07.611 7.2.2.19.1,8.1.8.1 A

An empty, gadreed tank vessel, with a certificate attesting to itsfgzes
condition, has engandamage. May it be towed to the nearest shipyard
dry cargo vessel?

A Yes, a dy cargo vessel does not needeatificate of approval
B Yes, a dry cargo vessel needs a certificdtapproval

C No, a tank vessel may in no circumstances be towed in a
side-by-side formation

D Yes, so long as the dry cargo vessel is also empty
130 07.612 Deleted (03.12.2008)
130 07.613 5.4.3.2 A

Who, on board a tank vessel, must ensure that the relevant members
crew understand and are capable of carrginigthe instructions in writing
properly?

A The master of the tank vessel

B The consignor of the dangerous goods
C The filler of the dangerous goods

D The owner of the tank vessel
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130 07.614 7.2.2.19.1 D
In a convoy, a selpropelled tank vess is carrying dangerous goods. A
tank barge is carrying a natangerous substance, which is therefore no
subject to ADN. Should the two vessels have certificates of approval?
A Only the seHpropelled tank vessel
B No
C Only the tank barge
D Yes
130 *.0-15 8.6.1.3,9.3.3.25.9 A
Which document sets out the maximum permissible loading and unloa
flows for an open type N tank vessel?
A The certificate of approval or the loading instructions
B The vessel certificate
C The checklist
D The vessels sutence listand the instructions on theading and
unloading flows
130 07.016 Basic general knowledge C
When does a certificate issued by a recognized expert attesting that a
is gasfree become invalid?
A When the repairs mentioned in the dertite have beedone
B Three months from the date of issuance
C When a substance, gas or vapour has spilt in the space concert
D After repairs, once the vessel leaves the shipyard
13007.017 7.24.11.1 B
What is the master of a tank vesssuired to record in the loading
journal?
A The UN number or thelentification number and clafs each
cargo tank and, where known, the number of the certificate of
approval
B The UN number or identification number and the proper shippin
name of the wbstance, the class and the secondary hazards as \
as, where known, the packing group for each cargo tank
C The UN number or thiglentification number for eaatargo tank
and the length and width of the tank vessel
D The UN number or thelentificationnumber, mass aralass
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130 07.6018 5.4.1.1.6.5 A

According to ADN, under what circumstances should the master comg
a transport document himself?

A When the cargo tanks are empty or discharged

B After loading, when the consigneends the trap®srt documentso
the consignee

C Only when the cargo tanks are discharged but not yefrgasand
the vessel has to take on another cargo

D Only when the cargo tanks are discharged but not yefrgasand
the vessel is going to another country

130 070-19 8.1.11 B

For which substance is it necessary to have a register of operations dt
carriage?

A UN No. 1230 METHANOL
B UN No. 1203 MOTOR SPIRIT or GASOLINE or PETROL

C UN No. 1202 GAS OIL or DIESEL FUEL or HEATING OIL,
LIGHT (flash point morettan 60 °C and not more than 1UD)

D UN No. 1830 SULPHURIC ACID with more than 51% acid

130 07.620 8.1.11 B

What is the minimum amount of time that the register of operations du
carriage has to be kept on board?

A One month
B Three months
C Six months

D Twelve months

130 07.621 1.16.1.2.5 D

A classification society issues a certificate to a tank vessel built under
supervision. The certificate includes a vessel substance list. What mus
vessel substance list contain?

A The dangerougoods that may not be carried in the vessel

B The dangerous goods that may be carried in ahditithose in
Table C ofsubsection3.2.3.2

C To what degree of filling the cargo tank may be filled
D The dangerous goods that may be carried in the vessel
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130 07.622

8.1.8.2 A

What is the purpose of a tank vegsalertificate of approval?

A It attests that the vessel complies with the relepamtisions of
ADN

B It attests that the vesseldilbeen deemed suitable for tteeriage of
all kinds ofgoods

C It attests that the vessel has been deemed suitable by theftrade
the carriage of dangerous goods

D It attests that the vessel complies with the general technical
requirements

130 07.623

8.1.9.1 B

What is the maximum duration of a tanksseés provisional certificate of
approval?

A 2 months
B 3 months
C 6 months
D 12 months

130 07.624

5.4.3.2 C

A vessel is carryingetrotUN No. 1203MOTOR SPIRIT from
Rotterdam to Amsterdam. The master understands only German. In w
language or laguages should the instructions in writing be given?

A In the language of the filler only
B In at least the language of the filler

C In at least one of the languages that the master andetkgert can
read and understand

D In English, French and German

130 07.625

7.24.12 A

What indications, among others, have to appear in the register of
operations during carriage?

A Place of loading and UN Number

B Official number of the vessel and place of unloading
C Name of the master and degassing sector
D

Numbe of the certificate of approval and number of crew memb
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130 08.601 8.3.5 C

You-wish-to-carny-out-inthe cargo-area-ofalkizessel+ivl aintenance or

repair work requiring the use of an open flame or electricenthasto be

carried out in the cargo area of a tank vesseSparks may be caused

during the work. Under what conditions may such work be carried out’

A After thenecessary gaseeing

B When the tank vessel is carrying substances of Class 3 or Clas:
for which protection against explosion is not requireduhsection
3.2.3.2,TableC, column (17)

C When the tank vessel is furnished with an authorization from the
competent authority or a certificate attesting to the totallyfigees
condition of the vessel

D When, following gadreeing, the absence of gas has been
ascertained beyond any doubt by the master or an authorized a
of the shipping company using arsirument to measure the
concentration of gases

130 08.602 3.2.3.2, Table C, 8.1.5.1 B

What sort of shoes should be worn for safety purposes during the tran

shipment okembustibleflammable liquids?

A Protective leather shoes

B ClosedProtective bots-with-antistatic-soles

C Rubber boots

D Light sports shoes

130 08.603 8.3.5 C

What tools may be used in the cargo area of a loaded tank vessel of t

N?

A

B

When the vessel is carrying dangerous goods, it is generally
prohibited to carry out repaims the cargo area

Tools not made with chromium
Tools whose use does not cause sparks

Any metal tool

GE.1618936

185



ECE/TRANS/WP.15/AC.2/2017/1

186

Transport by tank vessels

Examination objective 8: Hazards and measures of prevention

Number Source Correct answer
130 08.604 7.2.3.1.2,7.2.3.1.3 A
Is access to the doubkhaill spaces and double bottoms of tank vessels
permitted?
A Yes, but only for cagiing out inspections or cleaning operations
and not while the vessel is under way
B No, there is a general prohibition on such access
C No, access is permitted only for carrying out inspections while tl
vessel is under way
D There are no stipulations ihis regard
130 08.605 8.3.2 D
Are-yods it permitted to use a portable lamp with cable, protected aga
explosion, on the deck of a tank vessel?
A Yes, provided that it is of &certified safé type, it may be used
without restriction
B Yes, but ory outside tle cargo area and not during geseing. It
should, as a minimum, be ofieertified safé type
C Yes, but only during the loading, unloading and-fyasing of the
tank vessel
D No, only portable lamps ofi&ertified safé type having their wn
source of power are permitted on the deck
130 08.606 8.3.5 A

May work liable to cause sparks be carried out on boafdpen type 1§
tank vessel?

A
B

No, this is prohibited on board all tank vessels

Yes, but if sparks should nonetheless be caubkedyork should be
halted immediately

Yes,subsection7.2.3.8 does not apply to type N tank vessels
ADN contains no stipulations in this regard
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130 08.607 8.3.4 A

An flopen type Mtank vessel is loaded with 1,000 tonnes of UN No. 1z
GAS OIL. Is smoking permitted on board?

A No, the prohibition on smoking is applicable on the deck of all ty
N tank vessels

B No, smoking is permitted on type N tank vessels only when the
vessel is carrying substances of Class 8

C Yes, it is permitted to snke anywhere on board an open type N

tank vessel
D Yes, the prohibition on smoking applies only to the deck in the
cargo area
130 08.608 8.3.4 C

A ficlosed type Ntank vessel is carrying a substance for which no
marking with blue cones or blue lightsrequired. Is smoking permitted il
the accommodatioduring the voyage

A Yes, in such cases it is permitted to smoke anywhere on board
B Yes, the accommodation is considered a private area

C Yes, provided that windows, doors and portholes are closed

D No, the prohibition on smoking applies throughout the vessel

130 08.609 8.1.6.1 B

On a type N tank vessel, how often should handekinguishers be
inspected?

A Every five years, when the certificate of approval is renewed
B At least once every twyears
C Every three years
D It is left to the mastés discretion, but, if possible, an inspection
should be carried out every two years
130 08.010 7.2.4.41 C

An open type N tank vessel is carrying UN No. 1202 HEATING,OIL
{LIGHT}. Is it permitted® cook on a diesdlred stove or use an oil lamp
in the accommodation during unloading?

A Yes, but only by prior agreement with the cargo transfer station

B Yes, this is not dangerous during the transfer ofNiiN1202
HEATING OIL, {LIGHT)

C No, during lading, unloading or gafseeing operations, fires and
naked lights are prohibited on board the vessel

D Yes, provided that all the entrances and openings of the
accommodation are closed
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13008.611 7.2.4.41 B
A closed type N tank vessel is carryidfjl No. 1203 MOTOR SPIRIT or
GASOLINE or PETROL. Is it permitted to use an oil lamp in the
accommodation during the voyage?
A No, fires and naked lights are prohibited on board the vessel
B On type N tank vessels, fires and naked lights are prohibited on
board during loading, unloading or giieeing operations; they are
permitted while the vessel is under way
C No, when the cargo is UN No. 1203 MOTOR SPIRIT or
GASOLINE or PETROL, fires and naked lights are prohibited
during the voyage
D Yes, but only wher¢his has been expressly authorized by the
competent authority
130 08.012 9.3.3.52.4 C
During loading or unloading of UN No. 1203 MOTOR SPIRIT or
GASOLINE or PETROL and during gdiseeing of tank vessels, certain
electrical equipment should not be dsklow is such equipment marked?
A It has a sign in Frenciermanand English
B It carries a sticker with an appropriate warning sign
(e.g., a burning lighbulb with a red line through it, likef@No
smoking sign)
C It is marked in red
D It is coloured yellow or has a yellow sticker
130 08.013 7.2.3.1.6 B

Under what circumstances may a ssifitained breathing apparatus be
used to enter a tank?

A Self-contained breathing apparatuses may be used anywhere w
without supervision

B The personwearing the sel€ontained breathing apparatus must
wear the necessary protective equipment, be secured by a line
be supervised

C A self-contained breathing apparatus may be used only if the m
has been informed beforehand

D There are no speciafqvisions regarding the use of setintained
breathing apparatuses. However, before being used to enter a
self-contained breathing apparatus must be checked to ensure
is in working order
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130 08.014 Basic general knowledge B

How is static electricity produced?
A By the slow, continuous charging of batteries

B By the friction with each other of substances or objects that are
conductors of electricity

C By the creation of an electrical connection between the shore
facility and thevessel

D By the impact of metal against metal

130 08.015 Basic general knowledge B

What canyeu-be done during loading of a cargo tank to keep the
electrostatic charge as low as possible?

A Take down the flame arresters

B Start the filling at a sloer rate, until the head of the filling hose is
immersed in the liquid

C Start the filling at a faster rate so that the head of the filling hose
quickly immersed in the liquid

D Constantly vary the loading rate
130 08.6016 7.2.3.31.2 D

You-wish-to-t&e-aA car or a motor boatith-yous to be takenon board a
tank vessel of type N. What procedure should-be followed?

A Authorization must be obtained from the competent authority
B There are no provisions regardithis for tank vessels of type¢

C If the battery has been removed beforehand and the engine is ¢
the location of the car is immaterial

D The car must be kept outside the cargo area
130 08.017 8.3.5 A

You-are-on-boardMtank vessels carrying dangerous goodseuwwshJ;o
carny-outon-the-deck-outside-the-cargo-aday repair work requiring
the use of an open flanfee carried out on the deck, outside the cargo

area—Are-yetpormiteto-do HRs

A No, this is not permitted unless the vessel is furnished with an
authorization fronthe competent authority or a certificate attestir
to the totally gasree condition of the vessel

B Yes, but only if a distance of 3 m from the cargo area is maintai
when the work is carried out

C Yes, but only if two additional firextinguishers aravailable
D No, the work should be carried out by an expert authorized to d
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