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Summary
Executive summary:

More complete information should be included in the transport
document for shipments containing goods with the mention
“(─)” in Chapter 3.2, Table A, column (15), so as to ensure
safety and facilitate decisions about passage through tunnels
subject to restrictions.

Action to be taken:

Amend the text of 5.4.1.1.1 (k) and 8.6.4.

Introduction
1.
When loads of dangerous goods with the mention “(─)” in Chapter 3.2, Table A,
column (15) are carried in mixed loads with other goods subject to tunnel restriction codes
other than “(─)” (tunnel restriction codes B, B1000C, B/D, B/E, C, C5000D, C/D, D/E, D or
E), participants have some difficulty in deciding whether or not passage is authorized through
a tunnel subject to restrictions.
2.
Despite their orange-coloured plate marking, transport units are not subject to tunnel
restrictions when carrying dangerous goods assigned with the mention “(─)”.
3.
When goods with the mention “(─)” are loaded together with other goods having a
tunnel restriction code other than “(─)” (tunnel restriction codes B, B1000C, B/D, B/E, C,
C5000D, C/D, D/E, D or E, in a mixed load), the latter must be considered separately. By
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analogy with ADR 1.1.3.6.4, for the latter dangerous goods, tunnel restrictions apply only to
the extent that the sum of the quantities of such goods, calculated for those goods only,
exceeds the permissible maximum total quantity of 1,000. That is true irrespective of whether
the transport unit is subject to an orange-coloured plate marking according to 5.3.2 owing to
the fact that the load, including the dangerous goods assigned with the mention “(─)”,
exceeds the value of 1,000 calculated in accordance with 1.1.3.6.4.
4.
The existing texts do not, however, currently make it clear that such a deduction can
take place. It is apparently necessary to specify this in the texts in order to facilitate decisions
regarding mixed loads that are subject to the orange-coloured plate marking. To achieve this,
the information on the load must be available, and specifically on loading of goods that mix
goods with tunnel restriction codes with those with the mention “(─)”. This involves
amending 5.4.1.1.1. Proposal 1, below, is based on what is already reflected in NOTE 1 of
5.4.1.1.1 (f), for exemption from 1.1.3.6.
An indication for participants would also apparently be useful in 8.6.4, in the form of a NOTE;
that is the purpose of proposal 2.

Proposal 1
5.
Amend 5.4.1.1.1 (k) as follows (added text in bold and underlined; deleted text in
strikethrough):
“(k)

where assigned, the tunnel restriction code in capitals and within parenthesis
or the mention “(─)” given in column (15) of Table A of Chapter 3.2, in
capitals within parenthesis.
When dangerous goods subject to tunnel restriction codes other than the
mention “(─)” (tunnel restriction codes B, B1000C, B/D, B/E, C, C5000D,
C/D, D/E, D or E) are transported together with dangerous goods to which
the mention “(─)” is assigned in column (15) of Table A of Chapter 3.2,
and to obtain permission for passage through tunnels subject to
restrictions, the transport document shall provide information on the total
quantity and the value for each transport category, calculated in
accordance with 1.1.3.6.3 and 1.1.3.6.4, of the dangerous goods subject to
tunnel restriction codes other than the mention “(─)”. Passage through a
tunnel subject to restrictions shall be permitted in this case when the sum
of the quantities of dangerous goods subject to tunnel restriction codes
other than the mention “(─)” do not exceed a calculated value of 1,000.
NOTE: Only dangerous goods subject to tunnel restriction codes other
than the mention “(─)” (tunnel restriction codes B, B1000C, B/D, B/E, C,
C5000D, C/D, D/E, D or E) shall be taken into consideration for the
assignment of the tunnel restriction code and for the application of
restrictions for passage through the tunnels.
The tunnel restriction code or the mention “(─)” need not be added in the
transport document where the carriage is known beforehand not to pass
through a tunnel with restrictions for carriage of dangerous goods.”

6.

Add a NOTE 3 bottom of the Table in 8.6.4, with the following text:

“NOTE 3: Transport units subject to an orange-coloured plate marking according to 5.3.2
carrying only dangerous goods to which the mention “(─)” is assigned in column (15) of
Table A of Chapter 3.2 shall not be affected by tunnel restrictions. In cases where such
dangerous goods are loaded together with goods subject to tunnel restriction codes other than
the mention “(─)” (tunnel restriction codes B, B1000C, B/D, B/E, C, C5000D, C/D, D/E, D
or E), only the latter shall be taken into consideration for the assignment of the tunnel
restriction code and for the application of restrictions for passage through the tunnels. Passage
through a tunnel subject to restrictions in this case is only permitted if the information relating
to the goods subject to tunnel restriction codes is presented in the transport document in the
form defined in 5.4.1.1.1 (k).”

2

GE.19-02572

ECE/TRANS/WP.15/2019/8

GE.19-02572

3

