E/ECE/324/Rev.1/Add.31/Rev.1/Corr.2
E/ECE/TRANS/505/Rev.1/Add.31/Rev.1/Corr.2


	
	E/ECE/324/Rev.1/Add.31/Rev.1/Corr.2−E/ECE/TRANS/505/Rev.1/Add.31/Rev.1/Corr.2

	
	
	17 March 2014




Agreement



Concerning the Adoption of Uniform Technical Prescriptions for Wheeled Vehicles, Equipment and Parts which can be Fitted and/or be Used on Wheeled Vehicles and the Conditions for Reciprocal Recognition of Approvals Granted on the Basis of these Prescriptions*
(Revision 2, including the amendments which entered into force on 16 October 1995)

_________


Addendum 31 – Regulation No. 32


Revision 1 - Corrigendum 2
Corrigendum 1 to Revision 1 of the Regulation – Date of entry into force: 24 June 2009


Uniform provisions concerning the approval of vehicles with regard to the behaviour of the structure of the impacted vehicle in a rear-end collision

_________
[image: image1.png]



UNITED NATIONS


Annex 4,


Paragraph 2.2., amend to read:

"2.2.
Impactor (striker) 

2.2.1. 
The impactor shall be of steel and of rigid construction. 

2.2.2. 
The impacting surface shall be flat, not less than 2, 500 mm wide, and 800 mm high, and its edges shall be rounded to a radius of curvature of between 40 and 50 mm. It shall be covered with plywood boards 20 ± 2 mm thick."

	*	Former title of the Agreement: Agreement Concerning the Adoption of Uniform Conditions of Approval and Reciprocal Recognition of Approval for Motor Vehicle Equipment and Parts, done at Geneva on 20 March 1958.
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