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CONCERNING THE ADOPTION OF UNIFORM TECHNICAL PRESCRIPTIONS 
FOR WHEELED VEHICLES, EQUIPMENT AND PARTS WHICH CAN BE FITTED 

AND/OR BE USED ON WHEELED VEHICLES AND THE CONDITIONS FOR 
RECIPROCAL RECOGNITION OF APPROVALS GRANTED ON THE BASIS OF 

THESE PRESCRIPTIONS ∗∗∗∗/ 
 

(Revision 2, including the amendments that entered into force on 16 October 1995) 
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Supplement 3 to the 02 series of amendments - Date of entry into force:  15 October 2008 
 
 

UNIFORM PROVISIONS CONCERNING THE APPROVAL OF DEVICES FOR 
INDIRECT VISION AND OF MOTOR VEHICLES WITH REGARD TO THE 

INSTALLATION OF THESE DEVICES 
 

_________ 
 
 

UNITED NATIONS 
 

                                                
∗/ Former title of the Agreement: 
 
Agreement Concerning the Adoption of Uniform Conditions of Approval and Reciprocal Recognition of Approval for Motor 
Vehicle Equipment and Parts, done at Geneva on 20 March 1958. 
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Insert a new paragraph 2.1.2.13., to read: 
 
"2.1.2.13. "surveillance camera-monitor-recording device" means a camera and either a 

monitor or recording equipment other than the camera-monitor device defined in 
paragraph 2.1.2. which can be fitted to the inside or outside of the vehicle in order 
to provide fields of vision other than those specified in paragraph 15.2.4. or to 
provide a security system within or around the vehicle." 

 
Insert a new paragraph 15.3.6., to read: 
 
"15.3.6. The provisions of this Regulation do not apply to the surveillance camera-

monitor-recording devices defined in paragraph 2.1.2.13. Exterior surveillance 
cameras either shall be mounted at least 2 m above the ground when the vehicle is 
under a load corresponding to its maximum technical permissible mass, or, if their 
lower edge is less than 2 m from the ground, shall not project more than 50 mm 
beyond the overall width of the vehicle measured without this device and have a 
radii of curvature of not less than 2.5 mm." 
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