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Annex 2,  

Insert item 23., to read: 

"23.  Remarks: ………….." 

Annex 7,  

Paragraph 1.1.4., amend to read: 

"1.1.4. When the trailer is not coupled to the towing vehicle, the mounted towing 

bracket and coupling ball shall not (partly) obscure, within the planes of 

geometrical visibility, any lighting component (e.g. rear fog lamp) or the 

space for mounting and the fixing of the rear registration plate of the towing 

vehicle, unless the installed mechanical coupling device can be removed or 

repositioned without the use of any tools, except an easily operated (i.e. an 

effort not exceeding twenty (20) Nm) release key which is carried in the 

vehicle. 

If the installed mechanical coupling device is capable of (partly) obscuring 

any lighting component and/or space for mounting and the fixing of the rear 

registration plate of the towing vehicle, this shall be duly noted in the test 

report and clearly stated under ‘Remarks’ on the vehicle type approval 

communication form. 

If an alternative location for the space for mounting and the fixing of the rear 

registration plate of the towing vehicle and/or any lighting device is specified 

by the vehicle manufacturer in the context of a mechanical coupling device 

(partly) obscuring either one or both, this shall be duly noted in the test report 

and clearly stated under 'Remarks' on the vehicle type approval 

communication form." 

    


